ELECTRIC OR AIR... SEE CATALOG 10-4 FOR A NEW CONCEPT IN... 


Black s. Decker Air Tools © 


Black & Decker brings air tools down to earth... Tool for tool, Black & Decker 
quality products give you more value per dollar. Sometimes surprisingly more. It will pay you to 
compare Black & Decker prices against your air tool job applications. Tool for tool, Black & Decker 
offers the highest quality and performance. Greater power, maximum service life, superior working 
comfort... these are just a few of the advantages you'll find in every Black & Decker air tool. 
‘ompare them. Black & Decker Air Tools are sold by your local industrial distributor .. . right 
om his warehouse. There's no need to wait. Black & Decker Air Tools are instantly available... 
/ over the country. Black & Decker air tool users get the best efficient local service . . . from the 
largest network of power tool service facilities in the world. For Value .. . Quality . 
and Service... YOU CAN EXPECT THE BEST FROM Black & Decker. SEE THE COMPLETE 
LINE OF Black & Decker AIR TOOLS ...ASK YOUR DISTRIBUTOR FOR CATALOG 10-4. 
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Guarantee: 


Black & Decker. 

tools are made of the best 
materials available and built 
to the highest standards of 
excellence in the power tool 
industry. For you, this means 
long trouble-free service 

and years of highly productive 
use, backed by our LIFE-TIME 
GUARANTEE. For year-in, 
year-out power tool 
satisfaction, you’ll find that 
Black & Decker tools are 

built to last longer. 


Size of Extension 
Cable for Portable 
Electric Tools 


motors: 


underwriters’ 
laboratories 
listed 


Every Black & Decker product has been carefully inspected 


before shipment, and we guarantee to correct any defect caused 
by faulty material or workmanship. Our obligation assumed 
under this guarantee is limited to the replacing of any part or 
parts which prove to our satisfaction, upon examination, to have 
been defective, and which have not been misused or carelessly 
handled. The complete unit must be returned to one of our 
Factory Service Branches, Authorized Service Stations, or to 
our Factory, transportation charges prepaid. We reserve the 
right to decline responsibility where repairs or replacements 
have been made or attempted by others. No other guarantee, 
written or verbal, on our products is authorized by us. 


Based on current equivalent to 
150 percent rated load of tool 
and a loss in voltage of not 
over 5 volts for 115-volt tools. 
For 220-volt tools, note that the 
ampere rating on the name plate 
is less than on the 115-volt ver- 
sion of the same tool. The chart, 
therefore, is to be used In the 
same manner as for 115-volt, but 
based on the 220-volt ampere 
rating. 


All Black & Decker Electric Tool Motors (except Bench Grinders 
on either DC or single phase AC of 25 to 60 cycles of the 
or other component limits the usage to AC. 


VOLTAGE SPECIFICATIONS. Please specily voltage for each 
will be furnished for use with 115 volt current. ONLY the 
115 volt and 220 volt range. 


No. 305-6 No. 457 


) are ‘Universal’ motors, |.e. they will operate 
spocified voltage except where a special switch 


tool on your order. If voltage Is not specified, tools 
following tools will be available FROM STOCK in both 


No. 575 No. 643 
No, 345 No. 457-2 No, 590-5 No. 704 
No. 425 No. 457-3 No. 706 


Black and Decker will no longer supply 125 volt or 240 volt tools from stock. For Information regarding the 
availability of voltages or speeds other than those specified above please contact your Black and Decker 
representative or nearest distributor. Specify phese and cycle for bench grinders otherwise they will be supplied 


for 115 volts, single phase, 50-60 cycle current. 
Check your supply line for proper voltage to be sure you are getting adequate power supply. 


GROUNDING, All tools listed, herein, (except Cordiess Tools and All-insulated Drills) have 3-conductor cord 
and 3-blade grounding type attachment plugs, listed by Underwriters’ Laboratories, Inc., which fit 3-wlre 
grounding receptacles now required by the National Electrical Code. 


All* Black & Decker Tools listed In this catalog have been listed, where applicable, under the re-examina- 
tlon service of Underwriters’ Laboratories, Inc. for Industrial use. 


*Except No. 8, No. 10 C.D., No. 12, No. 14, No. 18 Screwdrivers with Reversing Switches and Coal Drill. 
Also No, 605 Bench Grinder (50 cycle), 


& life and less commutator wear, prolonging the usable life 
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ALL-INSULATED DRILLS 


1. Grounding wire eliminated. 2-prong plug fits any 
receptacle. 


2. Chuck of the drill is fully insulated so that operator 
is properly protected. 


3. All parts that you touch are completely insulated. 
Housing is made of fiberglass reinforced polyester. 


Ve” All- 
Insulated Drill 


0 Safety Insulation 
Hi Normal Insulation 
®@ Hot Wires 


4. Housings will withstand same rough treatment as 
our regular aluminum-housed units. 


5. Comfortable to hold under cold or hot weather 
conditions. 


6. Perfect for plumbers, electricians, carpenters and 
others who don’t have grounded receptacles to use. 


ao tt) 


HEAVY-DUTY 
INDUSTRIAL CORDLESS DRILLS 


1. A radically NEW concept in Power Tools—NO CORD. 


2. Has a totally different, ultra-efficient motor combined 
with a rechargeable Power Pack. 


Ya" Industrial Cordless 
Holgun® Drill 


3. No wires or external batteries to bother with. 
4. Quick Power Pack changing—do it in seconds. 


5. Fast Power Pack charging—a full recharge takes 
only 10 to 12 hours. 


6. Versatile. Use anywhere. Quiet running. 


7. With spare Power Packs these drills can duplicate 
the work of most cord-type drills. 


HEAVY-DUTY 
ELECTRIC DRILLS 


1. A newly designed cooling system keeps motor tem- 
peratures lower, reducing maintenance cost. 


2. In units subject to overloading, the motor wire is coated 
with a new insulating resin which can withstand up to 
38% higher operating temperatures raising the safe over- 
load level. 


3. Many armatures have hot staked (welded) commutator 
leads which are used to assure positive connections. 


4. New carbon brush grades are used, giving longer brush 


of the motor. 


. New armature impregnating varnish provides greater bond 
strength at high temperatures. 
6. Newly designed motor laminations allow more efficient 
motor operation and greater power output. 


Drills 


As the recognized leader of 
the Portable Electric Drill 
industry, we constantly seek to 
improve our Drills in order 

to maintain this position of 
leadership and to assure our 
customers that they are getting 
the latest scientific develop- 
ments when they purchase a 
Black & Decker Drill. 

Check the outstanding 
features of each of the 

Drill groups and see why they 
add up to give you the 

most efficient, most powerful, 
most versatile Drill Line 

on the market today! 


1/4” Drill 

Model No. 711 

Compact; comfortable to hold. Rugged, 
high-strength housing. Overload 


protected with high temperature wire 
in motor. Quality geared chuck. 

Duty Rating: for light-duty industrial 
use and farm repair jobs. 


Bearings: 1 ball-thrust; 4 lubricant- 
impregnated. 


Switch: single pole trigger. 


AC ONLY 


1/4” Special Drill 
Model No. 30 
Long brush life; dependable service. 


Perfectly proportioned for comfortable 
handling. Quality geared chuck. 


Duty Rating: for intermittent drilling 


Bearings: 1 ball-thrust; 6 lubricant- 
impregnated. 
Switch: single pole trigger. 


Comparative Specifications 


Drilling Capacity 


Model! No. Steel Hardwood No-load RPM 


AC ONLY 


1/4” Standard Holgun® Drill 
Model No. 345 


Special steel used for longer life of 
spindle and armature shaft. Improved 
switch lowers maintenance costs. 

Has conveniently located lock pin. 
Duty Rating: For general purpose or 
occasional heavy-duty drilling. Perfect 
for maintenance, installation, etc. 
Bearings: 1 ball, 2 caged roller, 3 
needle. 

Switch: single pole trigger. 


1/4” All-Insulated Drill 
Model No. 880 


All parts that you touch, including 
chuck, are completely insulted for 
operator protection. Housing 

is fiberglass reinforced polyester. 
Grounding wire eliminated. 2-prong 
plug fits any receptacle. Perfect for 
plumbers, electricians, carpenters and 
others who don't have grounded 
receptacles to use. 

Duty Rating: general purpose or 
occasional heavy-duty use. 
Bearings: 1 roller, 1 roller-thrust, 

2 needle, 1 ball-thrust. 


Switch: single pole trigger. 


Max. Watts 


1/4” Heavy-Duty Holgun® Drill 
Model Nos. 457 & 460 


Our highest quality 4%” Pistol Grip 
Drill; heavy-duty throughout. New 
bearings, harder steel on spindle and 
armature shaft add up to longer life. 
Special alloy heat-treated gears. Extra 
long brush life. 

Duty Rating: heavy-duty continuous 
production service. 


Bearings: 5 ball, 1 needle. 
Switch: H.D. double-pole trigger. 


Rated-load RPM Rated at 115V Output Length Net Wt. Ibs. Ship. Wt. Ibs. 
V4" Y2” 2250 1750 2.0 amps. 105 7%” 3 3% 
Ye” Y2" 2000 1400 2.0 amps. 130 842” 3% 4% 
%” We 1700 1050 2.5 amps. 130 8142” 3% 4% 
a" Ya" 2250 500 2.2 amps. 175 842” 35 4 
Ve” v2" 1700 1300 3.0 amps. 230 7%" 3% § 
457-2 Ys” v2” 2500 1950 3.0 amps. 230 7%" 3% 5 
457-3 Ye” ¥2” 3500 2800 3.0 amps, 230 7%” 3% § 
457-5 %” 2” 5000 3900 3.0 amps, 230 7%" 3% 5 
460 %” ¥2” 600 450 3.0 amps. 230 8%” 3¥2 6 


re 72" ~ 


1/4” Heavy-Duty Shorty® Drill Ie Aa -< | 


Model No. 668 ~ 
Smallest, most compact 
drill on the market. 


Lightweight; powerful. Cool operation 
—twin fans. Unique offset head permits 
close drilling on flush work and drilling 
‘around corners.’ 

Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 1 needle. 

Switch: single pole paddle type. 


1/4” Heavy Duty 
End Handle Drill 
Model No. 702 


Handle design permits maximum 
pressure behind the drill bit. 
Heavy-duty throughout—a continuous- 
duty drill. Industrial-quality precision 
chuck. Very efficient cooling system. 
Extra long brush life; more than ample 
power for toughest drilling job. 
Excellent for use as a power unit. 

Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 3 needle. 

Switch: H.D., double-pole, trigger. 


Comparative Specifications 


eg 


5/16” Heavy-Duty 
End Handle Drill 
Model No. 704 


Heavy-Duty construction throughout— 
a continuous-duty drill. Very efficient 
cooling system. Industrial-quality 
precision chuck. Handle design 
permits maximum pressure behind 
the drill bit. Extra long brush life; 
more than ample power for toughest 
drilling job. Excellent for use as a 
power unit. 

Duty Rating: Continuous heavy-duty use. 
Bearings: 3 ball, 3 needle. 

Switch: H.D., double-pole trigger. 


3/8” Drill Model No. 813 


Low Cost! Powerful! Full %” capacity. 
Human engineered handle for comfort. 
The 813 has 1 ball-thrust bearing 

and 6 lubricant impregnated bearings. 


Drilling Capacity Max. Watts 
Model No. Type Chuck Steel | Hardwood No-load RPM Rated-load RPM Rated at 115V = Output Length Net Wt. Ibs. 
668 geared V4” V2” 2000 1000 2.0 amps. 130 8%” 3% 
702 geared %4" ” 2000 1175 5.2 amps. 450 12%” 6% 
613 geared %” Ye" 1000 560 2.2 amps. 140 8” 3% 


AC ONLY 


3/8” Standard Holgun® Drill 
Model No. 653 


Special steel used for longer life of 
spindle and armature shaft. Improved 
switch lowers maintenance costs. 

Has conveniently located lock pin. 
Duty Rating: for general purpose or 
occasional heavy-duty drilling. Perfect 
for maintenance, installations, etc. 
Bearings: 1 ball, 3 needle, 2 caged 
roller. 

Switch: single pole trigger. 
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3/8” Heavy-Duty Holgun® Drill 
Model No. 643 


Our highest quality %” Pistol Grip 
Drill; heavy-duty throughout. New 
bearings, harder steel on spindle and 
armature shaft add up to longer life. 
Special alloy heat-treated gears. 
Extra long brush life. 

Duty Rating: heavy-duty continuous 
production service. 

Bearings: 5 ball, 1 needle. 

Switch: H.D. double-pole trigger. 


Comparative Specifications 


3/8” Heavy-Duty End Handle Drill 
Model No. 706 


Heavy-duty construction throughout— 
a continuous-duty drill. Handle design 
permits maximum pressure behind 

the drill bit. Industrial-quality precision 
chuck. Very efficient cooling system. 
Extra long brush life; more than ample 
power for toughest drilling jobs. 
Excellent for use as a power unit. 

Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 3 needle. 

Switch: H.D., double-pole, trigger. 


All-Insulated End Handle Drills 
Model Nos. 881, 883, 884, 884R 


All-insulated ... special armature 
construction provides two independent 
insulating barriers between electrical 
windings and the spindle. Unit double 
insulated against internal and external 
electrical hazards. No straight line 
access through air slots to live parts. 
Fiberglass® reinforced polyester 
housing will withstand same heavy-duty 
use as metal housing. End Handle 
design permits direct straight line 
pressure to bit. 

Bearings: quality ball and needle 
bearing construction throughout. 
Long-life heavy-duty gearing. 

Duty Rating: continuous heavy-duty use. 
Listed for use with 2-wire conductor 

by U/L & National Electrical Code. 


3/8” Heavy-Duty Ball-Bearing Drill 
Model No. 362 


General purpose drill built for 
plumbers, electricians, etc. Armature 
and chuck-spindle mounted on ball- 
bearings. Precision geared chuck. 
Well balanced. Close-coupled 
construction with minimum spindle 
offset. Convenient spade handle with 
permanent Key Holder. 

Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 5 needle. 

Switch: H.D., double-pole, trigger. 


Drilling Capacity No-load Rated-load Rated at Mex, Watts Net Wt. Ship. Wt. 

Model No. Stee} Hardwood RPM 115V Output Length Ibs. Ibs. 
653 33” 5” 680 2.5 amps. 180 BY 3% 4% 
ao. Ye" %” 650 3.0 amps. 200 8% 3% 5% 
643-6 foe she 4" 450 3.0 amps. 200 8% 3% 5% 
7s %” %" 900 540 5.2 amps. 450 13%” 6% 7% 
362 4” Yo” 1000 675 5.5 amps. 575 13%” 9% 11 

881 Ye" v2" 2000 1175 5.2 amps. 450 12% 6% 72 
6e3 %” ia" 900 525 5.2 amps. 450 13%” 7% 8% 
84 Ya" 1Ve” 500 250 5.2 amps. 450 13¥2” 7% 8% 
884R v2" 1V%e” 450 300 5.2 amps. 400 13% ™ 8% 
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*With reversing switch. 
Stendard Equipment: (for No. 362) detachable pipe handle; chuck key holder. 


AC ONLY 


3/8” Heavy-Duty Variable Speed Drill 
Model No. 795V 


Two tools in one. Two-speed gear shift 
gives correct drilling power or torque 
at both high and low speeds. Shifting 
gears from high speed to low speed 
increases torque 2% times. Perfect 
for electricians, plumbers, installers 
and service technicians. Use High 
Speed for up to %” in sheet metal, up 
to ¥2” in hardwood or for any drilling 
job normally done with a %” drill. 
Use Low Speed for up to %” in steel, 
up to %” in hardwood, up to 1/2” 
with Hole Saws and up to %” in 
masonry. 

Duty Rating: for general purpose or 
occasional heavy-duty drilling. 
Bearings: 1 ball, 3 needle, 2 roller. 
Switch: single pole; variable speed; 
trigger. 


Comparative Specifications 


Drills 


AC ONLY 


Reversible 3/8” Variable Speed 
Scru-Drill® 

Combination Screwdriver and Drill 
Model No. 681V 


B&D Exclusive: a combination Screw- 


driver and Drill. Just a turn of the 
collar converts tool from a drill toa 


screwdriver. Reversing switch permits 


quick removal of screws or nuts in 
disassembly operations. For inter- 
mittent-duty work. Scru-Drill® can be 
used with %” Hex or Round Shanks, 
with Bits with %” hex shanks and 
associated Finders and Sockets. 
Duty Rating: intermittent use. 
Bearings: 6 lubricant impregnated. 
Switch: single pole; variable speed; 
trigger; reversing switch. 


Also available in non-variable 
speed models: 


No. 854 %” Special Drill 
No. 795 %” H.D. 2-Speed Drill 
No. 681 3%” Rev. Scru-Drill® 


Variable Speed Drills 


. ». permit you to match the speed 
to suit the job. From 0 to top R.P.M. 
or anywhere in between by varying 
your finger pressure. 


AC ONLY 


3/8” Variable Speed Drill 
Model No. 854V 


Human engineered handle for greatest 
comfort and handling ease. Sturdy 
aluminum housing. Quality geared 
chuck. Powered and geared for 
Installation Men, Maintenance Crews, 
etc. Perfect with Hole Saws: has the 
correct drilling power. 

Duty Rating: intermittent drilling. 
Bearings: 1 needle, 1 ball-thrust, 

5 lubricant impregnated. 

Switch: single pole; variable speed; 
trigger. 


2-Speed Drill Speeds 


High Speed Low Speed Scru-Drill® Screwdriving 
Drilling Capacity No-load Rated-load No-load Rated-load No-load Rated-load Capacity Amps. Rated Max. Watts Net Wt. Ship. Wt. 
Model No. Steel Hardwood RPM RPM RPM RPM RPM RPM Wood Metal at 115V Output Length Ibs. Ibs. 
854V %” %” 0-1000 0-650 a a — — — _ 2.4 130 84," 3% 3% 
795V He” %” _ _ 0-2500 0-1700 0-1000 0-700 _ —_— 2.5 180 9%” 4% 5% 
681V %” %” 0-1000 0-725 — — -- a up to +12 self-tap- 2.7 120 gm" 4 5% 
#10 x 1%” ping screws & 
up to #12 
machine screws 
& nuts 
854 %” %” 1000 650 _ _ => = — _— 2.4 130 84.” 3% 3% 
795 %” V4” — — 2500 1700 1000 700 _ —_ 2.5 180 9%" 4% 5% 
681 I” YW" 1000 725 _ _ _ — up to #12 self-tap- 2.7 120 9%" 4 5% 
#10 x 1%” ping screws & 
up to #12 
machine screws 
& nuts 


Standard Equipment: (for Scru-Drill®) Model No. 18593 Bit and Finder for No. 8 to No. 12 slotted head screws; reversing switch. 
Accessories for SCRU-DRILL®: No. 18593 Repl. Bit and Finder for No. 8 to No. 12 slotted head screws. 

No. 63957 Non-Magnetic Bit Tip Holder. Use for holding bit tips with ¥4” hex shanks. 

No. 49278 Magnetic Drill-Screw Chuck, Use for driving self-drilling, self-tapping screws with a %” hex head. 
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Reversible 1/2” Special Drill 
Model No. 687 


Perfect for drilling holes in utility line 
poles—wood auger backs out safely. 
Same Specifications as No. 679 
except has reversing switch. 


1/2” Heavy-Duty Drill 
Model No. 425 


General purpose drill built for 
plumbers, electricians, etc. Armature 
and chuck-spindle mounted on ball- 
bearings. Precision geared chuck, 
High temperature wire in motor with- 
stands high overloads. Close-coupled 
construction with minimum spindle 
offset. Convenient spade handle with 
permanent Key Holder. 

Buty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 5 needle. 

Swiich: H.D., double-pole, trigger. 


1/2” Special Drill 

Model No. 679 

Lightweight, compact, high output. Well 
balanced for perfect control on all 
types of jobs. Removable spade handle 
for easy commutator inspection. 
Precision geared chuck. 

Duty Rating: intermittent use. 

Bearings: 6 lubricant-impregnated. 
Switches: single pole trigger. 


AC ONLY 


1/2” Drill 
Model No. 815 


Compact, powerful, lightweight. 
Convenient Side Handle permits better 
control while drilling. Precision geared 

chuck. Dust shield on chuck end 

and commutator end. Will handle ¥2” 
twist bits in mild steel, 3%” self feed 
augers in wood and up to 1” power 
bore bits. Perfect for maintenance and 
repair work. 

Duty Rating: intermitient use. 
Bearings: 7 sleeve, 1 needle spindle, 

1 ball thrust. 

Switch: single pole trigger. 


With Right Angle 


Head Removed 
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1/2” H.D. Reversible R.A. Drill Kit 
Model No. 756-R 


Drills in places inaccessible to 
straight-line drills. Drills between joists 
for cable and pipe installation, in tight 
corners of machinery, behind pipes, 
etc. Especially useful to men doing 
service or maintenance work and 
construction work. Use with self-feed 
bits, wood augers, large drill bits and 
hole saws. Helical right angle gears 
for smooth power transmission. 

Pipe handle can be mounted in 

Right Angle Head or in the drill housing. 
Head and drill have heavy-duty ball & 
needle bearing construction. Speed 
can be changed from 675 R.P.M. to 

300 R.P.M. depending upon which end 
of head is connected to drill. Lower 
speed gives higher torque. Right 

Angle Head can be removed and chuck 
mounted in drill to give you a powerful 
B&D ¥2” H.D. END HANDLE DRILL 

for in-line drilling. 

Duty Rating: continuous heavy-duty use. 
Bearings: (in head) 2 ball, 2 needle; 

(in drill) 3 ball, 5 needle. 

witch: H.D. double pole trigger. 


: Drilling Cepacity Rated- High RPM End Low RPM End Rated- Amps. Max, 
Modsi Hard- No-load load Rated- Rated- No-load load Rated Watts Net Wt. Ship. Wt. 
No. Stee! wood Mesonry RPM RPM No-load load No-load load RPIA RPM aiii5¥V Output Length Ibs. Ibs. 
679 /2 1 4 600 340 — — _- — _ 4.5 300 14” 72 10 
687* Ye i 4 600 390 —- —- — - — a 4.5 225 13%” 7¥2 10 
425 ¥2 iY a” 450 300 _ _ _ a —_— — 5.5 575 132” 9% 11% 
756-R* 2” %” 1 _ _ 675 375 300 167 450 250 5.2 400 14%" 19 20% 
eis Yr" %” 1 550 400 —_ — _ — — — 3.0 175 9” 3% 4 


“With reversing switch. 


Standard Equipment: (for Nos. 687, 679 and 425) detachable pipe handle and chuck key holder; (for No. 756-R) steel kit box, reversible pipe handle and hex socket 


wrench. 


Reversible 1/2” H.D. End Handle Drill 
Model No. 757 


Heavy-duty construction throughout— 
a continuous-duty drill. Handle design 
permits maximum pressure behind 
the drill bit. Movable 7” side handle 
can be mounted on either side of drill. 
Extra long brush life; more than ample 
power for the toughest drilling jobs. 
Very efficient cooling system. 
Industrjal-quality precision chuck. 
Perfect with H.D. Right Angle Attach- 
ment, Mod. No. 58880 (see 756-R). 
Excellent for use as a power unit. 


Duty Rating: continuous heavy-duty use. 


Bearings: 3 ball, 5 needle. 
Switches: H.D., reversing double- 
pole, trigger. 


Comparative Specifications 


1/2” Super-Duty Drill 

Model No. 575 

Extra Heavy-Duty Construction 
and Performance 


Extra heavy-duty capacity for 
continuous production drilling. 
Reversing Switch-Ring built-in as 
standard equipment; directs equal 
driving power either forward or in 
reverse. Heavy-duty ball-bearings at 
Spindle and armature shaft. Precision 
geared chuck or +2 Morse Taper 
Socket. Also runs speed reducers, 
hoists, light elevators. 

High temperature wire in motor with- 
stands high over-loads. 


Duty Rating: continuous heavy-duty use. 


Bearings: 6 ball, 2 needle. 


Switches: H.D., double-pole, trigger 
switch and reversing switch. 


5/8” H.D. Ball-Bearing Drill 
Model No. 576 


Heavy-duty throughout for continuous 
production drilling. Reversing Switch- 
Ring built-in as standard equipment; 
directs equal driving power either 
forward or in reverse. Heavy-duty ball- 
bearings at spindle and armature 
shaft. Taper mounted “‘Key-Drive” 
Geared Chuck assures positive, 
slip-proof drive both forward and 
reverse. Chuck is perfectly self- 
aligning; may be removed or attached 
in seconds—no press needed. 
Precision geared chuck or 

+2 or =3 Morse Taper Socket. 

High Temperature wire in motor with- 
stands high over-loads. Also runs 
speed reducers, hoists, light elevators. 


Duty Rating: continuous heavy-duty use. 
Bearings: 6 ball, 2 needle. 


Switches: H. D., double-pole, trigger 
switch and reversing switch. 


Model No. Capacity with chuck Cap. #2 MTS Cap. #3 MTS No-load Rated-load Rated at Max. Watts Length Net Wt. Ship. Wt. 
Steel Hardwood Steel Steel RPM RPM 115V Output Ibs. Ibs. 

757* v2" 1¥%e” = _ 450 250 5.2 amps. 400 14%” 8% 9 

575* v2" 1%" we” = 450 330 10 amps. 1100 1642" 15% 20 

576* 54” 1¥4"" %" ue 375 275 10 amps. 1100 16%” 16% 21 


*Equipped with reversing switch. 
Standard Equipment: 


(for No. 575) Key-Drive taper chuck, pipe handle—optional, Morse taper socket instead of chuck at no extra cost; 


(for No. 576) Key-Drive taper chuck, pipe handle—optional No. 2 or No. 3 Morse taper socket Instead of chuck at no extra charge; 
(for Nos. 575 and 576) chuck key holder and detachable pipe handle. 
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Drills 


3/4” H.D. Ball-Bearing Drill 
Model No. 644 


Reversing Switch-Ring built-in as 
standard equipment; directs equal driv- 
ing power either forward or in reverse. 
Taper mounted ‘“‘Key-Drive’’ Geared 
Chuck assures positive, slip-proof drive 
both forward and reverse. Chuck is 
perfectly self-aligning; may be removed 
or attached in seconds—no press 
needed. +2 or +3 Morse Taper Sockets 
also available. Closed type, heavy-duty 
ball bearings at spindle and armature 
shaft provide smooth, efficient power 
delivery. High Temperature wire in 
motor withstands high over-loads. 

Also runs speed reducers, hoists, light 
elevators, etc. 


Duty Rating: continuous heavy-duty use. 
Bearings: 6 ball, 2 needle. 


Switches: H.D., double-pole trigger 
switch and reversing switch. 


Comparative Specifications 


3/4” Super-Duty Drill 

Model Nos. 45 and 555 

Extra Heavy-Duty Construction 
and Performance 


Heavy-duty throughout for continuous 
production drilling. Reversing switch 
on No. 555. Heavy-duty ball-bearings 

at spindle and armature shaft. Precision 
geared chuck or #2 or #3 Morse Taper 
Socket. Also runs speed reducers, 
hoists, light elevators, etc. 


Duty Rating: Continuous heavy-duty use. 
Bearings: 6 ball, 2 roller. 


Switches: H.D., double-pole, trigger 
switch. Reversing switch on No. 555. 


1” Heavy-Duty Ball-Bearing Drill 
Model Nos. 47 and 556 


A real workhorse for continuous 
production drilling. Built heavy-duty 
throughout to handle the toughest jobs. 
Reversing switch on No. 556 permits 
equal power forward or in reverse. 
Heavy-duty ball-bearings at armature 
shaft. Precision #3 Morse Taper 
Socket. Also runs speed reducers, 
hoists, light elevators, etc. 


Duty Rating: continuous heavy-duty use. 


Bearings: 6 ball, 1 lubricant- 
impregnated, 1 ball-thrust. 


Switches: H.D., double-pole trigger- 
switch. Reversing switch on 556. 


Drill with Capacity with chuck Cap with Reaming Capacity 
Mode! No. Model No. Stee! Herdwood ape io ke Light Stee! Heavy Steel ie seer tan ares Outen Length ea “S eas ie 
644 He” 2” Ya" als! _- _ 375 275 10 1100 17%2" 17% 22 
ie ae DM frie ie = 1¥%8” _ —_ 375 250 12 1250 21” 25% 35 
47 556 oe = = 71%" %" ” 350 250 12 1250 20” 25% 32 


eet 
*pyallable on special order—please write for delivery Information. 
4For Grilling small holes: a 3-2 or 3-1 Reducing Sleeve or a Chuck mounted on a Morse Taper Arbor can be used. 


(for Nos. 644, 45 and 555) Key-Drive taper chuck—optional, No. 2 or No. 3 Morse Taper Socket Instead of chuck at no extra charge; 


Stendard Equipment: 
(for No. 644) key holder; detachable pipe handle. 
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Reversible 1-1/4” Heavy-Duty 
Two-Speed Drill 
Model No. 738 


Heavy-duty throughout for continuous 
production service. Full power in both 
speeds—forward and reverse. Sliding 
gearshaft knob changes speed from 
500 to 250 R.P.M. As speed is reduced, 
torque is doubled. Perfect as a 

Power Unit. Closed-type heavy-duty 
ball bearings on armature shaft 
eliminates periodic lubrication. Roller 
bearings on spindle. Ideal for drilling 
small pilot holes for large drill bits. 
Both holes can be drilled with 

one drill and with correct speed for 
both drill bits. 


Duty Rating: continuous heavy-duty use. 
Bearings: 6 ball, 2 roller, 1 ball-thrust. 


Switches: H.D. double-pole, trigger 
switch and reversing switch. 


Comparative Specifications 


BD 


1-1/4” Heavy-Duty Ball-Bearing Drill 
Model Nos. 494 & 557 


Built with top power to handle the 
really rough jobs with ease. Perfect 

for dependable day-after-day drilling 

of large capacity holes. Rugged die 
cast aluminum housing built for 
maximum durability. Reversing switch 
on No. 557 gives full power forward 

or in reverse. Also runs speed reducers, 
hoists, light elevators, etc. 


Duty Rating: heavy-duty throughout for 
continuous production service. 


Bearings: 6 ball, 1 lubricant- 
impregnated, 1 ball-thrust. 


Switches: H.D. double-pole trigger. 
Reversing switch on No. 557. 


Drills 


Heavy-Duty Coal Drill 
Model No. 305-6 


Not for use in gaseous mines— 
not explosion-proof. 


Ideal for constant service on regular 
shot-hole drilling. Spindle equipped 
with taper-roller bearings, fits all 
popular coal auger adaptors. Specially 
heat-treated gears give exceptional 
hardness for long life. 


Duty Rating: heavy-duty continuous use. 
Bearings: 6 ball, 2 taper-roller. 
Switch: Heavy-duty double pole trigger. 


Cap. with Coal Drill 

No. 3 MTS Reaming Capacity Spindle No-load Rated-load Amps. rating Max. Watts Net Wt. Ship. Wt. 
Model No. Steel Light Steel Heavy Steel male thread RPM RPM at 115V Output Length Ibs. Ibs. 
738% 41%” Ax a" _ 250/500 175/300 12 1700 20%” 33%4 39 
494/557* t1%” 1¢. %" = 250 160 12 1700 2042” 32 37% 
305-6 _ = = ”—8 600 390 12 1250 20” 25 32 


SCS. O—__ NE — 


*Drill with reversing switch 


{For drilling smaller holes, a 3-2 or 3-1 Reducing Sleeve or a Chuck mounted on a Morse Taper Arbor can be used. 


Standard Equipment: (for Nos. 738, 494 and 557) No. 3 Morse Taper Socket; (for No. 738) gear shift; detachable pipe handle. 
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Cordiess 
Drills 


Features of Cordless Holgun® Drills 


Completely cordless. No belt pack or 
heavy battery to carry. Versatile. 

Use anywhere. Safe. Quiet running. 
Fits No. 22148 Drill Stand. Power Packs 
are fully recharged in 10 to 12 hours. 
Precision geared chuck. 

Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 3 needle. 

Switch: H.D. trigger-type. Safety button 
prevents accidental operation, permits 
locking unit either ON or OFF. 


N 


Comparative Specifications 


Drilling Capacity 


1/4” Industrial Cordless Holgun® Drill 
(6 volts) 
Model No. 906 


No. 906NP—'%” Industrial Cordless 
Holgun® Drill, less power pack. 


~ ee Ay 
> / 


Se ' lis 


Industrial Power Packs 


Specially designed silver-cadmium 
Power Packs are maintenance-free 
and safety vented. Additional 

Power Packs are used where job 
exceeds one-charge drilling capacity 
of drill or where operator doesn’t 
wish to wait for recharging of 

Power Packs. Thus continuous drilling 
can be accomplished. 


No. 51800—6 volt Industrial Power 
Pack. Ship. Wt. 2 Ibs. 


No. 51900—9 volt Industrial Power 
Pack. Ship. Wt. 2% Ibs. 


1/4” Industrial Cordless Holgun® Drill 
(9 volts) 
Model No. 909 


No. 909NP—%” Industrial Cordless 
Holgun® Drill, only. No. 909-17—1700 
R.P.M. ¥%” Industrial Cordless Holgun® 
Drill. No. 309-17NP—1700 R.P.M. 

¥%4" Industrial Cordless Holgun® Drill, 
less power pack. 


3/8” Industrial Cordless Holgun® Drill 
(9 volts) 
Model No. 910 


No. 910NP—%” Industrial Cordless 
Holgun® Drill, less power pack. 


Fir Wood Hardwood Hole No-load Rated-load Net Wt. Ship. Wt. 
Model No. Stoe! P.B.+ S.F.t P.B.+ Alum. Masonry Saw RPM Length Ibs. Ibs. 
906 j ~ — Ye” Ve” — 800 102” 5% 7¥e 
909 Ya" 1% Va" ¥2" 1” 800 11” 62 8 
909-17 Ye” ao == Ya” _ _ 1700 11” 62 8 
910 *e” 17 %” Ye” V2" 12 800 11%” 6% BY, 


+Power Bore Bit. 
tSelf-feed Bit. 


Standard Equipment: (for No. 906) No. 51800 6-volt Industrial Power Pack; (for Nos. $09 and 910) No. 51900 9-volt Industrial Power Pack; chuck key holder. 
Voltages Available (DC Permanent Magnet Field Motor): 6V DC (for 906); 9V DC (for Nos. 909 and 910). 
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Cordless 
/ | Drills 


Features of Cordless Scru-Drills® 


Versatile: just a turn of the collar 
changes tool from Drill to a clutch 
type Screwdriver. Completely cordless. 
No belt pack or heavy battery to 
carry. Quiet running. Safe. Bit idles 
for finding screw slot. Use with 4” 
hex shanks, bits with %” hex shanks 
and associated Finders and Sockets. 
Can be used with any bit or accessory 
which will fit in ¥%” capacity chuck. 
Power Packs quickly charged. See 
information on chargers below. 

Power Packs quickly charged. 


3/8” Ind. Cordless Reversible . Duty Rating: continuous heavy-duty. 
Scru-Drill® (6 volts) - Bearings: 2 ball, 3 needle, 2 thrust. 
Model No. 936 Switch: trigger-type with safety button 
Industrial Power Pack Chargers No. 936NP—%” Industrial Cordless which prevents accidental operation 


and permits locking unit either OFF 
or ON. Also reversing switch for quick 
removal of screws and nuts. 


Power Packs for the CORDLESS Drills Rev. Scru-Drill®, less power pack. 
are partially charged at the factory, 
therefore before using, they must be 
fully charged. The Industrial Power 
Pack Chargers efficiently do this job. 
The Standard Industrial Power Pack 


Charger (115V, AC only) may be = 
plugged into any 110-125V (AC only) 
outlet. Chargers automatically cease 
charging when Power Packs are 
fully charged. Charging time for an 
uncharged Power Pack is approxi- 
mately 70 to 12 hours; less time is 
required for an already partially 
charged Power Pack. 
Two models of Chargers are available 
for the 2 sizes of Power Packs. 
(AC only). 
No. 946—6 volt One Pack Industrial 
Power Pack Charger. Ship. Wt. 8 Ibs. 
No. 949—9 volt One Pack Industrial 
Power Pack Charger. Ship. Wt. 8 Ibs. 
3/8” Ind. Cordless Reversible 
Scru-Drill® (9 volts) 
Model No. 939 
No. 939NP—%” Industrial Cordless 
Rev. Scru-Drill®, less power pack. 
Comparative Specifications 
Drilling Capacity Screwdriving Capacity 
Fir Wood Hardwood No-load Rated-load Net Wt. Ship. Wt. 
Model No. Steel P.B.¢ S.F.t P.B.7 Alum. Masonry Wood Metal RPM RPM Length Ibs. Ibs. 
936 %” %” —_ —_— Ya" Ya” up to 10 upto #12 self-tapping screws &up 6800 520 11%" 6% 7% 
x 1%” to 12 machine screws & nuts 
939 Ye” 1 Ys” ve" a” v2” up to +12 up to #14 self-tapping screws & up 800 600 12%° 7% 8% 
x 142” to V4” machine screws & nuts 


+Power Bore Bit. 
tSelt-feed Bit. 


Standard Equipment: (for No. 936) No. 51800 6 volt Industrial Power Pack; (for No. 939) No. 51900 9 volt Industrial Power Pack; chuck key holder. 
Voltages Available (DC Permanent Magnet Fleld Motor): 6V DC (for No. 936); 9V DC (for No. 939). 


Due to the variations of materials and operator technique, the number of screws that can be driven or number of holes that can be drilled per charge of @ 


Cordless Scru-Drill® Battery cannot be accurately stated. Therefore, it ls recommended that you contact your local Black & Decker representative for a demonstration 
of our Cordless Scru-Drills® on your particular job. 
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Cordless 
Drills 


Features of 2-Speed Cordless Drills 


Two-Speed gear mechanism; Drill runs 
at high speed for normal drilling and 
low speed for those really tough jobs. 
Completely cordless; quiet in opera- 
tion; instant trigger-to-chuck response. 
Offset spindle permits “close-in” 
drilling. Sturdy steel side handles, 
which contain the power packs, and 
2-position removable end handle. 
Power Packs quickly charged. 
Discharged Power Packs quickly, easily 
changed. Excellent in No. 22145 

B&D Drill Stand. 

Duty Rating: continuous heavy-duty use. 
Bearings: 5 ball, 1 roller. 

Switch: heavy-duty trigger-type; safety 
button prevents accidental operation, 
permits locking unit either ON or OFF. 


gp 
AD. 
kh 


1/2” Industrial Cordless 2-Speed 
Drill (12 volts) 
Model No. 912 


No. 912NP—Y¥2” Industrial Cordless 
2-Speed Drill, less power pack. 


Comparative Specifications 


<4 


we 


Mf 
Gs 


oe 


1/2” Industrial Cordless 2-Speed 
Drill (18 volts) 
Model No. 918 


No. 918NP—¥2” Industrial Cordless 
2-Speed Drill, less power pack. 


Due to the variations of materials and 
operator technique, the number of 
holes to be drilled per charge of a 

Cordless Drill Battery cannot be accu- 
rately stated. Therefore, it is 
recommended that you contact your 
local Black & Decker representative 
for a demonstration of our Cordless 
Drills on your particular job. 


Heavy Duty Power Units 
Versatile, Dependable Power for a 
Wide Variety of Applications 


A complete line of Heavy-Duty Power 
Units and Core Drill Motors are built 
by Black & Decker. These supply 
steady, economical power for a wide 
variety of applications. Some of the 
jobs for which they have been used are: 
Run an elevator to hoist building 
materials. Operate winch for unload- 
ing piggyback trailers from freight cars. 
Operate plaster-mixing machine for 

tile contractor. Power unit for ice 
cream manufacturing machine. Drive 
core-drilling apparatus. Raise and 
lower basketball backboards in 
gymnasium. Used as a gear box for 
wire-stripping machine. Used for 
changing elevation of bottling table in 
soft drink industry. Used to power 
mobile scaffolding for window-cleaning 
outside of buildings. 


¢ 


HEAVY DUTY 
POWER UNITS 


Please write to our Cus- 
tomer Service Dept., 
Towson, Maryland, for 
complete information on 
this versatile equipment. 


Low Speed 


Drilling Capacity 


Rated-load 


High Speed No-load RPM RPM Net Wt. Ship. Wt. 
Model No. Steel Fir Wood Hardwood Alum. Hole Saw Steel Fir Wood Alum. Masonry Low Low High Length Ibs. Ibs. 
———$—$ $$ —_——— 
912 1 2” S.F.f 1%” S.F.2 %” Ye" %” SF. Vo" Ye” 300 210 440 15%” 14 18% 
918 Ye” 24,.°S.F:% 2° S.F.t ¥2" Ye" %”S.F.E %" %” 225 150 430 15%” 15% 2042 


+Powor Bore Bit. 
tSel!-Feed Bit. 


Sitendard Equipment: (for No. 912) two No. 51800 6 volt Industrial Power Packs; (for No. 918) two No. 51900 9 volt Industrial Power Packs chuck key holder. 
Voltages Available (DC Permanent Magnet Field Motor): 12V OC (for No, 912); 18V DC (for No. 918). 
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Bench Drill 
Stands 


INCREASE the usefulness of 

Black & Decker Drills, Screw Drivers 
and Tappers by converting the 
portable unit to a drill press for 
heavy-duty work. Available in Bench 
type for most sizes.” 

Handle leverage multiplies working 
pressure; feeds smoothly for accurate 
work. Too! bracket is adjustable 

for height and radial position. 


No. 26607 


Use 39020 with tool: 


Se ; Nos. 711 %” Drills; (type D); 


No. 22145 Va" & Ye” Std. Holgun® Drills; 
No. 880 VY” All-insulated 
Drills; ¥” Scru-Drill. 


Use 22148 with tool: 

Ya" & ¥” H.D. Holgun® Drills; 

V4” Special (types A, B & C), %” Std., 
%" H.D., 4.” H.D. and %” Std. Drills; 
Va", he”, Ye” & V2” H.D. (but not 

Rev. ¥2” H.D.) End Handle Drills. Also 
Scrugun® Screwdrivers; Tapgun® 
Tappers; and Nos. 14 & 18 Screw- 
drivers; 4%” & ¥%” Ind. Cordless 
Holgun® Drills; ¥” 2-Speed H.D. Drill. 
All-Insulated Drills. 


No. 39020 


Use 22145 with tool: 

¥"” H.D., ¥2” Special, ¥2” Junior, 
Y2" Std. & ¥2” H.D. Drills; ¥%” & 
¥2” Ind. 2-Speed Cordless Drills. 


No. 13857 
Use 13857 with tool: 
All B&D side-handle Drills 
from ¥2” S.D. to 1” H.D. 
Use 26607 with tool 
No. 22148 1%” H.D. Drill. 
Comparative Specifications 
a4 C/L of Bit to 
thodel No. Max. Feed C/L of Column Net Wt. Ibs. Ship. Wt. Ibs. 
29020 244” 5s” 8 10 
22146 Ze 5v4” 1 14 
Zin 2 Cnn wi, Bea we 
28697 4” 12” 83 98 


*Bench Drill Stands are not available for Nos. 813 or 815 Drills. 
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The accuracy of a stationary Drill Press 
and the versatility of a Portable Drill 
are built into these easily carried, 
2-plece units. Basically, the Magnetic 
Drill Press handles drilling jobs 

that are extremely difficult or practically 
impossible with conventional portable 
or stationary equipment. It seats itself 
magnetically—upside down or at 

any angle on a ferrous metal thickness 
of ¥2” or more; back-up plates should 
be used on lighter gages—and 

drills by hand-lever pressure or bya 
convenient, remote-control ‘‘Hydra- 
Fower Feed” (accessory equipment— 
see below). B&D Motor supplies 

full power to the Drill Unit. Motor 
rotation can be reversed with equal 
power. Magnet Base (see below) can 
be used separately as a powerful 
holding device for welding or 
fastening operations. 


Comparative Specifications 


1-1/4” H.D. Two Speed Magnetic 
Drill Press 
Model No. 741 250 & 500 R.P.M. 


The 1%” H.D. TWO-SPEED Magnetic 
Drill Press gives full power in both 
speeds—forward and reverse. A 
sliding gear shift knob changes no-load 
R.P.M. to either 250 or 500—even 
while motor is running. The two-speed 
feature makes possible a practical 
drilling speed for drilling holes from 
1%” down to ¥%” with the included 
No. 3 Morse Taper Socket. This is 
particularly useful when drilling small 
pilot holes for large drill bits. Both 
sized holes can be drilled with one 
Drill and with the correct speed for 
both drill bits. 

For drilling smaller holes, a Chuck 
mounted on a Morse Taper Arbor 

(see next page) can be used. See 
specifications below. 


Hydra-Power Feed Pump 
Model No. 39328 (for %” Mag. Press) 
Model No. 39031 (for 1%” Mag. Press) 


Permits operator to control feeding 
of the drill while standing as far away 
as 6 ft. from Drill Press. Ship. wt. 

9% Ibs. 


Magnetic 
Drill Presses 


3/4” H.D. Magnetic Drill Press 


Model No. 674 375 R.P.M. 
Model No. 674-4 450 R.P.M. 


Drill Press Caddy 

Model No. 39349 

Provides light, easy transportation to 
any work location for either the %4” 
or 1%” Magnetic Drill Press. 


Magnetic Drill Press Base 
Model No. 649 


Perfect for holding two pieces of 
ferrous metal together while welding. 
Also, handy for holding steel sheets 
together during fastening operations. 
Two handles permit easy handling. 
Eye bolts allow overhead suspension 
with chain if desired. Safety light 
indicates when Base is magnetized. 
18%” long, 41%.” wide. Net wt. 55 Ibs., 
Ship. wt. 57 Ibs. 


eee 


Reaming Capacity 


Drilling Capacity Tapping Capacity (in steel) Rated Amps. Length of 
Model No. (in steel) (in steel) Light Heavy No-load Speed Rated-load Speed Reversing Switch at 115V Drill Stroke 
674 ¥4” Model %” to '%6" © ie” 58” Yo” 375 RPM* 275 RPM Yes 10 2 
“ue 
Beuinoaal ¥2" to 1%" @ " he Ya” 250 &500 RPM 175 &315 RPM Yes 12 15” 
SSS 
Drill Point Pressure 
(with base in 
Direct horizontal position—on Magnet Base Size Safety Chain Magnet Unit Drill Unit Total Shipping 
Model No. Magnetic Pull 1%” thick flat steel) Overall Height Length Width Length Net Weight Net Weight Weight 
674 ¥%” Model 1850 Ibs . 1100-1200 Ibs. 30%” 152” 542” 5 ft. 322” Ibs. 28 Ibs. 73 Ibs. 
ee imsoat 3000 Ibs. 1800-2000 Ibs. 31” 18%” 41x St. 55 Ibs. 46 Ibs. 116¥2 Ibs. 


OO re Ee rns 
Standard Equipment: (all units): 5’ Safety chain: Magnet Base with headlight, pilot light and drill point locator, safety trigger switch with locking button, reversing 
switch. 


@ Optional—No. 2 or No. 3 Morse Taper Socket Instead of chuck, no extra charge. 
@ For drilling smaller holes, a 3-2 or 3-1 Reducing Sleeve or a Chuck mounted on a Moise Taper Arbor can be used. 
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Drill Chucks 
Keys & Drill 
Accessories 


Drill Chucks, Keys, Key Holders 


DRILL ACCESSORIES 


Morse Taper Equipment 


Model No. 10601 %4” Chuck with 
No. 3 Morse Taper Arbor, to fit 1” and 
1%” Drills and 1%” Mag. Drill Press. 


Model No. 38790 No. 2 Morse Taper 
Socket (fits 56” H.D. & %” Std. (F), 
%” HD. Drills and %” Mag. Drill 
Press). 


Node! No. 38782 No. 3 Morse Taper 
et (fits 5¢” H.D. & %” Std. (F), 

4,” 14.D. Drilis and 3%” Mag. Drill 
Press). 


Lubricant 

. For Drills, Tappers, Screwdrivers, 
Sanders, Port. Grinders, Shears and 
Saws. 


No. 60541 1 |b. Can Sid. Gear Grease. 


*Quantity Discount: 5-24 less 5%; 
25 or more less 10%. 


**Quantity Discount: 10-49 less 5%; 
50 or more Sess 10%. 
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¥2” Threaded 
Chuck and Key 


V%” Threaded 
Chuck and Key 


367-24 thd. (M) 


"~24 thd. 


”-20 thd. 
%”-24 thd. 
“-20 thd. 


¥2”-20 thd. 


“~24 thd. 


"-24 thd, 


¥2"-20 thd. 


”-20 thd. 


Y2"-20 thd. (F) 


2” Sq. drive 


Pin Drive 


**Gr.—Geared. 
t(M)—male thread; (F)—female thread. 


=i CZ 


Chuck on M.T. Arbor Key Holder == 


45354 (MC-1G41) 
(MC2) (MC1) HM1A, 
BM1A, H1A 


55313 (MC1G61) 


23227 (7B-¥2-20) 4B 
23762 (7B-3%-24) 4A 
23228 (30B-¥2-20) 


23229 (328) 38 
58144 (MC4K61) 
26299 (2B) 
52114 (MC8K64) 


23230 (33B-¥2-20) 5B 


23230 (33B-¥2-20) 


45429 (64-39) 


58850 


Note: Check manufacturer’s number on chuck and indicate proper chuck key 
number when ordering Key only and order by B&D Catalog Number. 


ee 


A. H.D. Right Angle Attachment 


Drill RPM can be Increased to 1% times original 
speed or reduced to % of original speed. Chuck not 
included—use chuck of drill. 


Model No. 58880 Reversing H.D. Right Angle Attach- 
ment. Use with 746 Type L A and 757 Type LB R 
Drills. 


B. Grinding and Buffing Wheels 


Use with %” to %” Drills and Wheel Arbors. See p. 56 
for larger wheels for Bench Grinders, etc. 


Model No. 39024 3”x ¥2”x ¥2” Med. Grit Grind. Wheel.* 
Model No. 39015 3”x 4” x ¥2” Cotton Buff. 


C. Wire Wheel Brushes 


Use with %” Drills In cleaning and removing rust, 
scale, old paint. 


See p. 57 for complete listing of Wire Brushes. 
Model No. 39008 4” Fine Brush.** 
Model No, 39009 4” Coarse Brush.** 


’ ‘mE 
a= 


D. 3” Wire Cup Brush 


Use with Ye” Drills In cleaning and removing rust, 
scale, old paint. 


Modo! No. 39014 (straight chuck shank).** 


See p. 49 for Wire Cup Brushes for use with pro- 
duction Sanders. 


E. Wheel Arbors 


Fit ¥%” to %2” Drills. Carry grinding wheels, wire 
wheel brushes and buffing wheels. 


Model No. 39026 %” Arbor (¥2” dia., %” shank). 
Model No. 8449 2” Arbor (¥2” dia., ¥2” shank). 


| One Piece Hole Saws 


Pipe 
Tap 
Diameter Pipe 


Inches | Size 
Ke" 4” 
54” 
he” 

Ye” Y2 
14” 


Twiston Ring Blades 


Pipe 

Tap 

Diameter Pipe 
Inches’ Size 


1%” 


22" 


3%” 3” 


3%” 


6” 


TWISTON® HOLE SAWS 


Pipe DriverPlate Mandrel 
Ent. 
Pipe Model Model Model Model 
Size Number Number Number Number 
%” 
4” 56650 Driver drive 
56651 Plate 56551 
56652 & Saw or 56635 
%” 56653 are of %As” Hex 
56654 1 Plece drive { 
56552 
Pipe Driver Plate 
Ent. Model 
Pipe Model Number 
Size Number 
56655 56707 
Yo" 56656 56708 
56657 56709 
%” 56658 56710 
56659 56711 
56660 56712 
56661 56713 
56662 56714 
56663 56715 
1 fe 56664 56716 
56665 56717 
56666 56718 
56667 56719 
56668 56720 
56669 56721 
1%” 56670 56722 
56671 56723 
56673 56725 
1¥2" 56674 56726 
56675 56727 
56676 56728 
66677 56729 
56678 56730 
56679 56731 
2” 56680 56732 
56681 56733 
56682 56734 
56683 56735 
242” 56684 56736 
56685 56737 
56686 56738 
56687 56739 
56688 56740 
56689 56741 
3” 56690 56742 
56691 56743 
56692 56744 
56693 56745 
3¥2” 56694 56746 
56695 56747 
56696 56748 
4” 56697 56749 
56698 56750 
56699 56751 
5” 56700 56752 


Pilot Drill Elec. Drill 


Size 
Recom- 


_ mended | 


%” with 
56551 
Mandrel 
or 
Y2” with 
§6552 
Mandrel 


Mandrel 


Model 
Number 


¥%” drive 
56551 
or %4” Hex 
drive 56552 
v 


Pilot Drill 


Model 
Number 


& 53645 Mandrel Extension. Ideal for going through wall partition with Twiston Hole Saws. 


Saw 
Out- 
side Model 
Diam. No. 
%” 36468 
%” 21747 
Ye” 21748 
19,” 21749 
1 21771 
The" 22809 
16” 21772 
21773 
21781 
21762 
21783 
156” 21784 
1%” 21785 
1%” 21786 
2” 21787 


HIGH SPEED HOLE SAWS 


Use with Mandrels 


For 
Ye" or 
Larger 
Drills 


* 


14903 
14903 
14903 
14903 
14903 
14903 
14903 
14904 
14904 | 
14904 
14904 
14904 
14904 
18028 


For For For 
Ye”, Ke”) Con- Pipe 
or %” dult Tap 
Drilis || Sizes || Sizes 

. 

22181 %” 

22181 2” 

22181 Ys” 

22181 

22181 

22181 Ye” 

22181 1b 

22182 

22182 || 1” 

22182 1%" 
1%” 1a” 
1k” 


*%* Hole Saw has bullt-in Mandrel; no separate 
Mandre] supplied. 


Saw 
Out- 
side 


Diam. 


2%e" 
24a" 
244" 
248” 


Model 
No. 


21788 
21789 
21790 
21791 
21792 
21793 
21794 
21795 
21796 
21797 
21798 
21799 
27166 
36454 
36455 
21800 


Use with 
Mandrels 
For 12” 
or Larger 
Drills 


18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 


Elec. Drill 
Size 
Recom- 
mended 
¥2” with 
56552 
Mandrel 
y% di 
or 
54” 
For For 
Con- Pipe 
duit Tap 
| Sizes Sizes 
2" 
2" 
2¥2 
| pehe 
34” 
3° 
3%” 


Save 30% to 45% On Your 
High Speed Hole Saw Costs 


Now Black & Decker High Speed 
Stee! Twiston® Quality Hole Saws 
Save 30-45% After Your Initial 
Purchase ... For Air Conditioning, 
Electrical Heating and Plumbing 
Contractors, Metal Fabricators, 
Industrial Plants and Other Hole Saw 
Users. You don’t buy a new hole 
saw every time the blade needs 
changing! Black & Decker's exclusive 
Driver Plate is designed so that 

only the blade has to be replaced. 


High Speed Hole Saw Mandrels 
for 1/4”, 5/16” and 3/8” Drills 


(For Use Only with High Speed Hole 
Saws) 


Model No. 22181 Mandrel with Pilot 
Drill (to fit 44” to 144” Hole Saws). 


Model No. 22182 Mandrel with Pilot 
Drill (to fit 1%” to 1%” Hole Saws). 


Model No. 22192 Pilot Drill only, for 
above Mandrels. 


High Speed Hole Saw Mandrels 
for 1/2” and larger Drills 


Model No. 14903 Mandrel with Pilot 
Drill (to fit 34” to 1%,” Hole Saws). 


Model No. 14904 Mandre! with Pilot 
Drill (to fit 1%” to 1%” Hole Saws). 


Model No. 18028 Mandrel with Pilot 
Drill (to fit 2” to 4” Hole Saws). 


Model No. 14935 Pilot Drill only, for 
above Mandrels. 


19 


ped 


723 Super-Duty Rotary Hammer: 
most powerful in its class 


A. Heavy-duty double-pole trigger 
switch. Heavy-duty 3-wire cable and 
plug. 

B. Extra heavy-duty crank and hypoid 
gear assembly with replaceable hy- 
poid pinion. Oversized ball bearings. 
Forged steel connecting rod with 
roller bearing. Large oil reservoir— 
40 hour capacity. 


C. Black & Decker patented air 
spring hammer mechanism with new 
stainless steel piston rings give in- 
creased blow and long life. New 
twelve point drive in spindle gear 
reduces wear on bits 


D. Exclusive air-cushion shock ab- 
sorbers on bit retainer another Black 
& Decker ‘‘first."” 


718 Heavy-Duty Rotary Hammer: 


E. Two-speed, constant-mesh trans- 
mission allows operator to select low 
speed and high torque for large core 
bits or high speed with lower torque 
for small diameter bits. Heavy-duty, 
external, air-cooled clutch can be 
adjusted in seconds. 


F. Armature leads are connected to 
the commutator by an exclusive proc- 
ess to prevent breakage due to vibra- 
tion. Constant pressure brush springs 
give long brush life. High temperature 
wire provides superior protection 
against burnout. 


G. Two-speed motor switch allows 
lower blow rate for starting core bits 
or drilling In soft materials and high 
blow rate for normal drilling. 


fastest, lightest, lowest priced In its class! 


A. Controlled air pressure, actually 
a compressed air ‘spring’ elimi- 
nates need for any metallic spring. 
Smooth idling action. Safety clutch 
protects operator if hammer bit locks 
In hole. Torque adjustment can be 
easily set by removing snap-in plug 
button. Lubricant mist covers all re- 
ciprocating parts. Tool retaining cap 
prevents hammer tools, such as 
bull points, seam tools, etc. from 
rotating. Specially heat-treated spur 
gears. 


B. Wear-resistant steel with oil 
grooves used in connecting rod bear- 
ing. Heavy-duty sealed ball-bearings. 
Rugged aluminum housing. Unique 


719 Heavy-Duty Rotary Hammer: 
fastest hole driller in its class! 


A. Cast Iron Barrel, easily removed 
as a unit, has superior resistance to 
external and internal wear. Controlled 
alr pressure, actually a compressed 
alr ‘‘spring” in barrel, eliminates need 
for any metallic spring. Smooth idling 
action. Safety clutch protects opera- 
tor if hammer bit locks In hole. Lubri- 
cant mist covers all reciprocating 
parts. Tool retainer cap prevents ham- 
mer tools, such as bull points, seam 
toois, etc. from rotating. Specially 
heat-treated alloy gears. 


B. Wear-resistant steel with preci- 
sion roijler bearing in connecting rod. 


Super-Duty Hammer: 
long-life, durable demolition tool. 


A. Cast Iron Barrel, easily removed as 
a unit, has superior resistance to ex- 
ternal and internal wear. Controlled 
air pressure, actually a compressed 
air “spring” In barrel, eliminates need 
for any metallic spring. Smoother 
Idling action. A neoprene backed, 
felt seal around too! shank protects 
mechanism from dust damage. Lubri- 
cant mist covers all reciprocating 
parts. Improved front tool retainer. 


B. Strengthened castings are held 
with hardened socket head cap 
screws. 


felt oiler provides extended lubrica- 
tion protection tor reciprocating 
mechanism. Does not require daily 
filling. Heat-treated hypoid gearing. 


C. Armature leads are connected to 
the commutator by an _ exclusive 
process to prevent breakage due to 
vibration. Brush Holders exclude 
dirt. Easy access to brushes through 
screw-in caps. Long brush life. High- 
Temperature wire gives superior pro- 
tection against burnout. Efficient 
cooling system keeps hammer tem- 
perature at a minimum. 


D. Heavy-duty single-pole trigger 
switch. Heavy-duty 3-wire cable and 
plug. 


Heavy-duty sealed ball-bearings. 
Rugged aluminum housing. 


C. Single-pole heavy-duty trigger 
switch. Heavy-duty 3-wlre cable and 
plug. 


D. Armature leads are connected to 
the commutator by an exclusive proc- 
ess to prevent breakage due to vibra- 
tion. Brush Holders exclude dirt. 
Steel wear-ring protects brush holder 
caps. Long brush life. High-Tempera- 
ture wire gives superior protection 
against burnout. Efficient cooling sys- 
tem keeps hammer temperature at a 
minimum, 


C. Greatly strengthened mounting 
for sIngle-pole, heavy-duty switch. 
Heavy-duty, 3-conductor cable and 
plug. 


D. Special motor laminations and 
centrifugal fan, result in cooler run- 
ning motor. Armature leads are con- 
nected to the commutator by an ex- 
clusive process to prevent breakage 
due to vibration. Brush Holders ex- 
clude dirt. Steel wear-ring protects 
and retains brush holder caps. Con- 
siderably improved brush life. 


Hammers 
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Hammers | (5, 
and Bits 


Here's the amazing way the Hammer-Gun 
and Hammer-Drill perform In 1-2-4 concrete* 
with percussion carbide bits. 


Duty Rating: 

(814) general purpose; 

(816) continuous heavy-duty use. 
Bearings: 

(814) 2 roller; 4 oil impregnated; 
(816) 3 ball, 3 needle, 


2 i 2 3 2 
1 ball thrust, 1 bronze. ayrye) |s =H 3 
Switch: nes 3 3 3 3 3 
(814) H.D. single pole trigger; mee ae) 2 hilt 
(816) H.D. Double pole, trigger. 
Heavy-Duty Hammer Gun® Chuck: 


Hammer Drill heavy-duty industrial chuck. Leen ph ss sue eons 


Model No. 814 


H.D. Hammer Gun® Kit 
Model No. 814K 


*Concrete Mix: 1 part cement, 2 parts sand, 
4 parts gravel. Variations in time may occur 
due to type of aggregate, concrete hardness, 
bit sharpness and operator technique. 


. Carbide Bits Ys” Shan 


Heavy-Duty Hammer-Drill: 


medium range hammer and drill 


@ Heavy-duty Industrial chuck. 

@ Heavy-duty ball thrust bearing. 

@ Felt seals protect mechanism 
from dust. 

@ Long-life Impacting members. 

@ Cool-running motor. 

@ Armature leads are connected 
to the commutator by an ex- 


io. 
ammer-Drill Percuss 


H.D. All-Insulated Hammer Drill 


Model No. 816 


H.D. All-Insulated Hammer Drill Kit 


clusive process to prevent 
breakage due to vibration. 
@ Heavy-duty double-pole trig- 
ger switch. 
@ Heavy-duty ball-bearings. 


Model No. 816K 
@ Exclusive convenient shift 


The Most Powerful Hammers you can collar. 
pick for their size. Each tool will drill 
holes in masonry faster than anything 
in its class. The Hammer-Gun is 
perfect for rapid, effortless drilling of 
¥,.” through %2” masonry anchor holes. 
The Hammer-Drill is the fastest tool 
around for drilling %” diameter and 
smaller holes. Convenient Depth Gage 
gives accurate hole depth every time. 
Bits last longer than if used in 
“‘non-percussion” type regular drill. 
Exclusive B&D Shift Mechanism: 
Consists of a Locking Collar and an 
Indexing Collar. A turn of the locking 
collar converts tool from percussion 
drilling in concrete, brick, tile, etc. 

to direct drilling in steel or wood. 


It pays to keep Carbide Bits 
sharp. See your B&D Distributor 
or B&D Service Branch 

for Bit Sharpening Service. 


Comparative Specifications 


Hole Drilling Capacity 


Percussion Carbide Bits Twist Bit 


Tile, porcelain, Hole Saw Capacity No-load Rated-load Amps. Rated Tool Net Wt. ip. Wt. 
Model No. Masonry hard brick, etc. Steel Wood Steel Wood RPM RPM at TV Length Ibs. be. 
814 Ye” Y” V4" Ya” 1%” 1%” 1600 1000 3.5 9%” 4¥2 4M 
816 Ye” 2” ¥2" 1” 1%” 142” 1300 800 5.2 15¥2” 9% 11% 


Standard Equipment: (for Nos. 614K & 816K) Depth gage and steel kit box, carbide bit; (for No. 814) No, 55703 %” Carbide Bit; (for No, 816) No. 51064 ¥2” x 6” Per- 
cussion Carbide Bit and Reversible Side Handle. 


Accessory for Hammer-Gun Model No. 57714 Dust Shield. Protects tool from abrasive dust. 
Accessory for Hammer-Drill Mode! No. 58309 Dust Shield. 
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Heavy-Duty Rotary Hammer 
Model No. 718 
(patent pending) 


Lowest cost, most powerful, lightest- 
weight hammer in its class. Safety 
Clutch, externally adjustable, prevents 
operator injury if bit jams in material 
—helps bits last longer, too. Exclusive 
compact design (patent pending). 
Easiest to handle. Hammers with or 
without rotary action. Allows use 

of chisels, bull points and other 
accessories. Longest working life. 

Air spring cushions shock. No 
mechanical springs to break. Cuts 
reinforcing rods with core bits. Oil 
reservoir supplies lubrication for 
extended periods of time. Welded 
commutator leads give superior 
protection against burnout. Convenient 
Depth Gage permits accurate hole 
depth every time. 

Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 2 needle, 1 lubricant 
impregnated, 2 Graphite Impregnated 
Steel. 

Switch: heavy-duty single-pole trigger. 


Heavy-Duty Rotary Hammer 
Model No. 719 
(patent pending) 


Drives core bits up to 4” in diameter. 
No rig, no water, no experience 
necessary. Lowest cost per hole of 
any hammer in its class. Fastest 
drilling. Big, powerful 10 amp. motor 
delivers 3600 blows per minute. 
Safety Clutch prevents operator 
injury if bit jams in material—helps 
bits last longer, too. Heat treated 
spur, helical and ZEROL® bevel gears 
for long-life power transmission. 

Cuts reinforcing rods with core bits. 
Best Motor protection. Welded 
commutator leads give superior 
protection against motor burnout. 
Longest working life. Air spring 
cushions shock. No mechanical springs 
to break. Convenient Depth Gage 
permits accurate hole depth every 
time. 


Duty Rating: continuous heavy-duty use. 


Bearings: 3 ball, 1 roller, 6 lubricant 
impregnated, 2 Graphite Impregnated 
Steel. 

Switch: heavy-duty single-pole trigger. 


Rotary 
Hammers 


Heavy-Duty Rotary Hammer 
Model No. 723 
(patent pending) 


No other rotary hammer in the world 
matches it for drilling 4” to 6” holes 

in reinforced concrete on a continuous 
production basis. Variable speed... 
variable blow. The 2-speed mechanical 
gearshift gives more constant speed 
with various size bits. Has built-in oiler. 
Solid Steel tool-retaining yoke mounted 
on 2 shock-absorbing air springs. 

Air Spring mechanism with stainless 
steel piston ring. H.D. steel Inserts in 
casting for auxiliary handle. New, 
efficient 12 PT. drive for maximum 
torque, greater shank life. External 
clutch adjustment. 14 H.D. oversized 
bearings. 

Duty Rating: super-duty continuous use. 
Bearings: 3 ball, 2 roller, 4 needle, 

3 lubricant impregnated, 2 graphite 
impregnated steel. 

Switch: heavy-duty parallel pole trigger 
switch. Wired for ‘‘Double Break” 
operation. Gives longer life. 


CHECK THESE AMAZING DRILLING RATES FOR BLACK & DECKER ROTARY HAMMERS IN 1-2-4 CONCRETE. DRILLING TIME: 1 MINUTE 
723 WITH PERCUSSION CARBIDE BITS AND CORE BITS 


718 AND 719 WITH PERCUSSION CARBIDE BITS 


H DEPTH 
bere IN 3, _ CARBIDE BITS | f : ‘ CORE BITS — : 
INCHES so INCHES? & & & IN & = & x a 
cc) a re Sn@nt ~ = 
2O. z Ease Spal een 0S fo 
c = s = | | q 1)” oa 3" " 5” 6” 
= D = -8 = 
s & 5 = i | 14" 1% 
2H 3 Hea || (Be 
ox : 16 i 
bee] —20 
—14 —24 Yr 
—16 —28 
2” %" in 1A" 2" 
DRILL SIZE DRILL SIZE 
Comparative Specifications 
Hole Drilling Capacity Rated-load aap la coon 
Percussion Blows Gear Revs. 11 mp. le P. 
Model No. Carbide Bits Core Bits Per Min. Speed Per Min. Rating Length Ibs. Ibs. 
718 Ya" to Va” at 3350 _— 700 7.5 13%” 12% 24 
719 %” to 12” 4” 3600 — 700 10.0 17 1942 29% 
723 ¥2" to 1%2” 6” 2800 HI 575 14.0 20” 26 36% 
LO 290 
1600 HI 325 
LO 165 


Standard Equipment: (Nos. 718 & 719) Depth gauge; No. 63095 Tool Retaining Spring; Reversible Side Handle; No. 57570 Dust Shield; Sturdy Fibre Carrying Case; 
No. 51314 Plastic Bottle of Oil; No. 60355 Pump Oller. (No. 723) No. 60355 Pump Oller; No. 66910 Reversible Side Handle; No. 58605 Handle Cushion; No. 51314 
Plastic Bottle of Oil; No. 62821 Dust Shield; Sturdy Fibre Carrying Case; Depth Gauge. 


ROTARY HAMMER ACCESSORIES Percussion Carbide Bits, page 24. Core Bits, page 24. Star Drills, page 26. Forged Hammer Tools, page 27. 
Rotary Hammers give lowest cost per hole when setting expansion shields and anchors. 
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Rotary Hammer B 


Separate screw-in shank is designed for quick, easy change-over from one 
Bit to another of the same diameter. You don’t buy a new shank every time the 


— > =s ‘I 
c D ; 


Shank is shipped with each Bit. A complete Carbide Core Bit consists of a 
Bit, Shank, Starter Drill and Adaptor Bushing. The same Hardened Steel Starter 


Carbide Core Bit wears out. Bits cut through light reinforcing rods and mesh. Drill is used for all Adaptor Bushings. 


They are lightweight. A Wrenching Rod for the removal of the Bit from the 

|No. 58329 No. 56010 44”—10 thrds x 72” 
CARBIDE CORE BITS FOR 718 AND 719 ROTARY HAMMERS | 4"Core | No. 56011 %4”—10 thrds x 12” Nowsasae 
nT t:tC~<~SCSt*~CS a (as /? a | } 


AnBodl | BIt Body | No. 62090 %”—10 thrds x 18” No. 57461 Ni 
peter oan | No. 66572 | No, 66580 1”— 4 thrds x 7¥2” || Starter Drill 4” Adaptor 
Intengt i ahank C. Starter D. Adaptor 4" Core | No. 66581 1”%— 4 thrds x 12” | _ Bushing 
ee SnanKS Drilis i Bushings | Bit Body | No. 66582 1”— 4 thrds x 18” 
oo : : Ne Gore, Nov S601. s4e—=10 tnrde x 12" 
1 ” “ . — s 
eorseeeaey pes bans y27—13 thris x:742” | | Bit Body | No. 62090 3%4”—10 thrds x 18” | No. 57461 No. 58348 
poems pepe senosarar 13 thrds x12. | No. 66574*|| No. 66580 1”— 4 thrds x 7!2" || Starter Drill 5” Adaptor 
BitBody ||No. 62089 12*—13 thrds x 18” No. 60388 | SeiCararal (NOMeGSe1) tm althaeet 2s Bushing 
No. 66562. || No. 66577 58°— 7 thrds x 7¥2” | StarterDrill | Bit Bod No. 66582 1% 4 thrds x 18” 
1 Core |No, 66578 %”— 7 thrds x 12” = : : = 2 
Bit Body |}No. 66579 56”— 7 thrds x 18” _| the [Ne: sass [No: 56010 4710 thrds x 7% 
~ 7 | j ore |No. 4” — rds x 12” : 
Nanéste5)) (Noy 56008 2018 thrds x:742" || | Bit Body || No. 62090 %4”—10 thrds x 18” | No. 57461 No. 58350 | 
1%e"Core ||No. 56009 ¥2”—13 thrds x 12 | e\| ” wn | ” 
” al | | No. 66576*|| No. 66580 1”— 4 thrds x 7% Starter Drill 6” Adaptor 
| BitBody \|No. 62089 %2”—13 thrds x 18” | No, 60388 | No. 60393 Woxc PNcdeece emia ees Bashic 
No, 66563 | No. 66577 5s”— 7 thrds x 7%” || Starter Drill |Adaptor Bushing | Bit Bods No “pees ire es x 12 9 
ii¥e“iCore |No. 66578 %4"— 7 thrds x 12” | EEE EES SS——-_—_—_—__——_———_—= 
[BitBody _|No. 66579 _%"— 7 thrds x 18” _| 
No.S5996 ||No. 56008 %2”—13 thrds x 7%” No. 57461. | CARBIDE CORE BITS FOR 723 ROTARY HAMMERS y 
ia" Core ||No. 56009 ¥272-13 thrds x 12” || ciate Drill 2 
BitBody |No. 62089 %”—13 thrds x 18” | (Use NO A. Bodies os 
No. 68564 |/No. 66577 %s"— 7 thrdsx7¥e” | ‘A aantor 6” in Length C. Starter | 
1¥a""Gore || No. 66578 56°— 7 thrds x 12” Bushing) with ' B. Shanks Drills Bushings 
Bit Body | |No. 66579 %°— 7 thrds x 18" _ | Wrenching i 
]Nov85997 ||No.56010 347—10 thrds x 7%” || jC ad =2 : 
93a" Core ||No. 56011 %”—10 thrdsx 12” | [No. 66562 ||No. 66583 %6”— 7 thrds x 7%” Noweuaee 
| BitBody ||No, 62090 %*—10 thrds x 18” | No. 57461 No. 57462 1”Core '|No. 66584 %%”— 7 thrds x 12” Starter Dill 
No. 66565 (No. 66580 1”°— 4 thrds x 7%” Starter Drill 1%” Adaptor Bit Body No. 66585 %”— 7 thrds x 18” 
|\13@" Core |No, 66581 1”— 4 thrdsx 12" | Bushing No. 66563 | No. 66583 5%”— 7 thrds x 72” N No. 60393 
EBitBody | |No. 66582__1”— 4 thrds x 18” 11¥a" Core |No. 66584 %”— 7 thrds x 12” || NO. 80288 || Adaptor Bushing 
No, 55998 |/No. 56010) 34”—10 thrds x 7¥a" | Bit Body ||No. 66585 56”— 7 thrds x 18” : | 
}i¥e" Gore |No. 56011 %"—10 thrds x 12” | |No. 66564 |No. 66583 54”— 7 thrds x 7% 
Bit Body! ||No. 62090 34"—10 thrds x 18” | No. 57461 No. 57463 1%" Core. \Non 66584 56" 7 thids x 12” No. 57461 | 
Peeeeeen Mem ee OME eta necs cas. | uStarter Drill | 1¥s0 Acaptor Bit Body | No. 66585 S6”— 7 thrds x 1a” _ | Starter Orlll 
1%" Core 'No. “_ rdsx 12" | ushing — 5 — - —— 
BitBody \\No. 66582 1”— 4 thrds x 18” No. 66565 ||No. 66586 1”— 4 thrds x 7% Nows7461 No. 57462 
ples ch Le ; ~ 1¥s” Core |No. 66587 1’— 4 thrds x 12 S rill 1%” Adaptor 
ne pease ie. =rette aieaaid ans x rae | Bit Body |!No. 66588 1— 4 thrds x 18” tarter Drill Bushing 
134" Core (No. 4°—10 thrds x 12” | a = — 
| BitBody jNe- 62090 3%4*—10 thrds x 18” | No. 57461 No, 57464 Digincate Wegesce’ (lira, ints x ye No. 57461 oNo: 37403 
Wo. 66567 |No. 66580 1”°— 4 thrds x 7%” | Starter Drill 1%” Adaptor | Bit Bod No. e6s83 i’ 4 thirds 18 Starter Drill 4 hing 9 
1%" Core ||No. 66581 1”— 4 thrds x 12” || Bushing y é ushings 
Bit Body '|No, 66582 1°— 4 thrds x 18” Moneaser No: eaeae ve 4 thrds x TA" No. 57461 SN OSTAee 
Now583250 |Now56010 34"—10 thrds x 7%” | Wesntpecneael base jap psa ene iStantenOnll pe E} I! 
|-2"Gore |No. 56011 ¥%”—10 thrds x 12” Bit Body No. 66588 1 = 4 thrds x 18 \ Bushing 
| BitBody ||No. 62090 %”—10 thrds x 18” | No. 57461 No. 58342 No. 66568 No. 66586 1’— 4 thrds x 712” No. 57461 No. 58342 
No. 66568 |No. 66580 1”°— 4 thrds x72” Starter Drill 2” Adaptor 2” Core No. 66567 1”— 4 thrds x 12” Starter Drill 2” Adaptor 
| 2" Core |No. 66581 1”— 4 thrds x 12” Bushing Bit Body No. 66588 1”— 4 thrds x 18” | Bushing 
| Bit Body _|No. 66582 _1"— 4 thrds x 18 No. 66569 No. 66586 1’— 4 thrds x 712” Nous74el No. 58343 
\No. 58326 |No. 65010 %4”—10 thrds x 7142” 2¥2” Core (No. 66587 — 4 thrds x 12” Stariae Drill 2¥2” Adaptor 
tees nee poe eae apres x nee ory nalnesaa Bit Body No. 66588 1°— 4 thrds x 18” Bushing 
| Bit Body | |No. 62090 4%4”—10 thrds x 18”, | No. oO. No. 66570 No. 66586 1”— 4 thrds x 714” No. 58344 
|No. 66569 (No. 66580 1”— 4 thrds x 7%” | Starter Drill 2¥2" Adaptor 3” Core No. 66587 1”— 4 thrds x 12” No. 57461 3” Adaptor 
\23¥2" Core |No, 66581 1”— 4 thrds x 12” | Bushing Bit Body No. 66588 1”— 4 thrds x 18” Starter Drill Bushing 
Pity) Ab ee ee No. 66571 No. 66586 1”— 4 thrdsx7%" | y No. 58345 
(No, 58327 |No. 56010 34"—10 thrds x 7% |3%2” Core No. 66587 1”— 4 thrds x 12” On S7AG) 3%” Adaptor 
| @"Gore No, 56011 34”—10 thrds x 12” Bit Bod No. 66588 1”— 4 thrds x 18” Starter Drill Bushing 
| BitBody No. 62090 %4”—10 thrds x 18” No. 57461 No. 58344 farawakeoona (NONGREARI quero (NOUcasEe RI==eann arrose RES 
|Wo.66570 |No.66580 1”— 4 thrdsx 7%” | Starter Drill 3” Adaptor fone AED eae cere Hutt c) No. 57461 oSSesk’ 
S”Cors -'No. 66581 1”— 4 thrds x 12” Bushing BitBooye LINo: eese8 1” Urs xo te" Starter Drill daptor 
BitBody No. 66582 _1"— 4 thrds x 18” inckasera i sate = 4 eas x “ ae 
i in i °. °. ’— rds x 7¥2” 0, 58348 
No, 52328 No. $6010 34”—10 thrds x 7% StiGere \iNou6ese7. 1"= 4 thidex 12% No. 57461 5” Adaptor 
3%" Core No. 56011 3% 410 thrds x 12 Bit Bod No. 66588 1” a Starter Drill i : 
Bit Body No. 62090 34~°—10 thrds x 18” No. 57461 No. 58345 IBBOOY! NOs — 4 thrds x 18 Bushing i 
No. 66571 No. 66580 i”— 4thrdsx 7%” Starter Drill 3%” Adaptor No. 66576 No. 66586 1”— 4 thrds x 72” Nous74eiml No. 58350 
312" Core No, 60581 1”°— 4 thrds x 12” Bushing 6” Core No. 66587 1"— 4 thrds x 12” Stag t Drill 6” Adaptor 
SiSccy ‘No. 66552 1%— 4 thrds x 18” i BitBody No. 66588 1’— 4 thrds x 18” es Bushing 
“For use with B&D No. 719 Rotary Hammer where Just a few large holes are to be drilled. Not recommended for continuous or production use. S Bes 


=——_—T SES 


Bits for Nos. 718 & 719 Regular Length Hex Shank Bits 


4 Model No. 52196 51739 51740 51741 51742 51743 51744 51745 51746 51747 51748 51749 
Rotary Hammers: | sit pia. Tha" Yn" Yo" yy" %,0 54" 54” 5” Yat Y" Yq" 
B&D Percussion Carbide Bit (when |] pinning 
sharpened regularly) are the least Depth 4Ve” 4M” 956” 155%” 4%” 4%” 956" 1556” 4%” 4%” 9%” 155%” 
Np LAG ; |} Model No. 51750 51751 51752 51753 51754 51755 51756 51757 53590 53591 53592 53593 
nSive on per n 
expensiv b pei hole drilled when Bait Dia: %”" th” 1" ” 1%" 1%" 1%" —«1Ye”—«1GSY dO” 1M 
compared with star drills or | Useable 
j | Drilling 
diamond bits. B Depth 4Ye" 1556”  4Ye” 1556” 4Ye"” 1550" 416" 1556”  6¥4” 1556” 614” 155%” 
}} Short Hex Shank Bits for drilling holes for expansion-shields 
|) Model No. 52187 52189 52191 52193 52194 
Bit Sha A - | Bit Dia. ne" Me” / 1% 1%4” 
il Sharpening Service: | Uaesklo 


a, . } Drilling 
: Keep your Carbide Bits sharp |) Depth 242” 219" 32" 3%” 4Y" 
at all times. See your B&D Distributor |) +a’ Taper Shank Bits 
or B&D Service Branch. Work is } Use with ‘A’ Taper Adaptor. Permits use of lower priced bit, 
i 
{ 
} 
j 


expert, service is prompt and charges Model No. 52143 *52144 52145 52146 *52147 52148 *52149 52150 *°52151 


are modest. Sharp bits save time pan %” hi" ¥2" ¥2" m6” 5” 44" %” 1%," 
and money. Drilling 
De th 382" BY" BY” 61%,” 61% 6” 6'%4" 61F,4" 64,6" 6%,” 
‘ Cat. No. 52139 ‘A’ Taper Adaptor. Required when using ‘A’ Taper Shank Bits 
24 } above. Model No. 60109: ‘B’ Taper Chuck Head. Used with ‘B’ Taper Shanks, Model No. 61306 Diamond Adaptor 


j, {or use with *B’ Taper Shanks or use for setting self-drilling anchors with rotary hammers. 


Super-Duty Hammer 
Model No. 109 


Superior longest-life demolition tool 
—ruggedly built. Efficient Air Spring 
Mechanism keeps your hammer on 

the job. Produces more work per dollar 
of cost than any other electric 

hammer. Fastest driller of large holes 
(1% ”-2¥2”) using star drills. Lowest 
possible maintenance costs. Out- 
standing construction features from 
end to end. 


Duty Rating: heavy-duty continuous use. 
Bearings: 4 ball, 1 graphite impregnated. 


Switch: H.D. single-pole trigger of 
resilient nylon construction to resist 
damage from vibration. 

Standard Equipment: No. 33745 turning 
handle; carrying case; No, 51314 

4 oz. plastic bottle of hammer oil; 

No. 60355 pump oiler. 


No. 109 
Uses No. 5 Shank Hammer Tools, No. 33745 
Turning Handle with No. 33747 Chuck Head 
and No. 4 Shank Star Drills. 


1/2” Hammer Model No. 102 


Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 2 oil impregnated. 
Switch: H.D. single pole trigger. 
Standard Equipment: No. 22587 chuck 
wrench; No. 17746 dust shield; 
trigger-type switch; two No. 10909 

tool retaining springs; No. 7276 drift 
key; carrying case; No. 51314 plastic 
boitle of oil; No. 60355 pump oiler. 


No. 102 


Uses No. 1 Shank Hammer Tools & Nos. 
22587 and 23806 Chuck Wrenches. 


© 
®;; 


1” Heavy-Duty Hammer 
Model No. 103-1 


Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 1 roller, 1 oi! — 
impregnated. 

Switch: H.D. single pole trigger. 
Standard Equipment: No. 22587 

chuck wrench; No. 17746 dust shield; 
two No. 10909 tool retaining springs; 
No. 7276 drift key; carrying case; 

No. 51314 plastic bottle of oil; 

No. 60355 pump oiler. 


No. 103-1 


Uses No. 1 Shank Hammer Tools & Nos. 
22587 and 23806 Chuck Wrenches. 


super-Duty, 
Heavy-Duty 
Hammers 


1/2”, 1” and 1-1/2” Hammers 


Correct size, weight and capacity for 
performing money-saving, time-saving 
jobs on hundreds of installation, 
maintenance, remodeling and service 
operations. With the appropriate 

B&D Forged Hammer Tools, they 
efficiently handle such jobs as 
caulking joints and seams; pointing 
masonry and brick; chipping rust, 
scale and spatter; gouging and 
shaping timbers; tamping and vibrat- 
ing; channeling; drilling in concrete, 
stone or brick; and demolition work. 


1-1/2” Heavy-Duty Hammer 
Model No. 104-1 


Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 2 roller. 

Switch: H.D. single pole trigger. 
Standard Equipment: No. 22754 chuck 
wrench; dust shield; two No. 21750 

tool retaining springs; No. 7276 drift 
key; Carrying case; No. 51314 plastic 
bottle of oil; No. 60355 pump oiler. 

No. 60355 pump oiler. 


No. 104-1 
Uses No. 3 Shank Hammer Tools, Nos. 22749 
and 22754 Chuck Wrenches, No. 21726 Turning 
Handle with No. 22510 Chuck Head and 
No. 2 Shank Star Drills. 


Comparative Specifications 


Rete No-load Rated-load Amps. Rated Net Wt. Ship. Wt. 
Model No. diameter) blows/min. blows/min. at 115V Length Ibs. Ibs. 
109 M6” to 242” 2500 1700 9.0 2242” 31% 45% 
102 V4" to %4” 3200 2400 1.6 12%” 534 13 
103-1 V4" to 1¥a” 3200 2300 3.3 1458” 10% 21 
104-1 Ye" to 2” 3100 2200 70 18 Ye” 1914 32 
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Star Drills, 
Shanks and 
Chuck Wrenches 


ee 
For drilling 1/4” to 1” diameter holes 
with 1/2”, 3/4”, 1”, *1-1/8”, *1-1/2” 

and *Rotary hammers. 


Drills at right 
have Taper “A” 
Shank 


*Requires extra chuck wrench No. 22749. 


+Requires No. 52599 chuck wrench or 
No. 52139 taper adaptor. 


ee 
For drilling 11/16” to 1-1/2” diam. 
holes with *3/4”, *1”, 1-1/8”, 
1-1/2”, **2”, **Super-Duty and 
+Rotary hammers. 

Drills at right 


have Taper “B” 
Shank 


rr 
For drilling 1-1/4” to 2” diam. 

holes with latest *2” and 
*Super-Duty hammers. 


Drills at right 
have #4 Shank** 


a 
For drilling 1-1/4” to 2” diam. 

holes with “1-4/8”, *1-1/2” and 
former **2” hammers. 


Drills at right 
have +2 Shank 


er ee 


Chuck Wrenches and 
Turning Handles 
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SHANKS AND TAPERS 


#2 


#4 


#5 


‘A 
Taper 


‘B’ 
Taper 


Shanks and Tapers 
Descriptions 


Shank #1—fils nose of %2”, %” and 1” 
Hammers. 

Shank #1-A—Fits nose of H.D. Rotary 
Hammers Nos. 717, 718 & 719. 

Shank #2—Fits nose of 1¥e”, 1%2” or 2” 
(former type C) Hammers. Tools with 
this shank may be rotated by using 
Turning Handle No. 21726. 

Shank #3—Fits nose of 1%”, 12” or 2” 
(former type C) Hammers. These shanks 
will not rotate in the Hammer nose piece. 


Shank #4—Fits nose of 2” (types D & 
E) and Super-Duty Hammers. Tools with 
this shank may be rotated by using Turn- 
ing Handle No. 33745, standard equip- 
ment with this Hammer. 

Shank #5—Fits nose of 2” hammer 
(types D & E) and Super-Duty Hammer. 
These shanks will not rotate in the Ham- 
mer nose piece. 

Shank +6—Fits nose of H.D. Rotary 
Hammer No. 723. 


Taper A—(1) Fits into Chuck Wrench No. 
22587, standard equipment with 2”, %” 
and 1” Hammers and Wrench No. 52599. 

(2) Fits into Chuck Wrench No. 22749. 
This Chuck Wrench fits into nose of 
1%", 1¥2” or 2” (former type C) Hammer. 

(3) Fits No. 52139 Taper Adapter for 

Rotary Hammers. 
Taper B—(1) Fits Chuck Wrench No. 
22754, standard equipment with the 1¥e” 
and 1%” Hammers; extra equipment for 
the 2” (former type C) Hammer and 
Wrench No. 51568. 

(2) Fits Chuck Wrench No. 23806, ex- 
tra equipment for ¥2”, Ys” and 1” Ham- 
mers. 

(3) Fits Chuck Head No. 33747, extra 
equipment for the 2” (latest type D) 
Hammer, 

(4) Fits Chuck Head No. 22510, extra 
equipment for 1¥%”, 1%” or 2” (former 
type C) Hammer. 


CHUCK WRENCHES 


Model Shk. Ta- Use With 

No. No. per Hammer 
52599 1-A A Rotary 

51568 1-A B Rotary 

22587 1 A Vo", 4” & 1" 
23806 1 Bo 2”, %"” & 1" 
22749 2 A 1¥%6”, 1%2” & 2” (C) 
22754 2 B 1¥8", 1¥2” & 2” (C) 


CHUCK HEADS 
22510 2 B 1%”, 1%2” & 2” (C) 
33747 4 B 2” (D&E); Sup. D. 


TURNING HANDLE{ 
21726 -- — 1%”, 1%2” & 2” (C) 
33745 _ — 2” (D &€); Sup. D. 
*Fits No. 2 Shank. +Fits No. 4 Shank. 


1. ‘A’ Taper No. 52599 Chuck Wrench 
used with all Rotary Hammers, 2. ‘B’ 
Taper No. 51568 Chuck Wrench used 
with Rotary Hammer. 3. No. 22587 Chuck 
Wrench—with No. 17746 Dust Shield. 4. 
No. 22510 Chuck Head with No. 21726 
Turning Handle. 5. No. 33747 Chuck 
Head with No. 33745 Turning Handle. 


= 6 ial DP > FF (I FPO 
Use with Use with Use with Use with Use with i ai J Saaws 
No. 723 Rotary Nos. 717, 718 & 719 Ya", Va" & 1” 1%”, 1%” & 2” Super-Duty | 
Hammer Rotary Hammers Hammers Hammers Hammers EQ 4 r t ‘ 
These Tools have These Tools have These Tools have These Tools have / 4 ' wae 
Eiseepicolsinave a me === =" 
No, 6 Shank = | 
No. 1-A Shank No. 1 Shank No. 3 Shank No. 5 Shank i 
Type C Types D, E & Super- 
2” Hammer Duty Hammers | 
Model No. 62689 Model No. 51569 Model No. 23804 Mode! No. 9036 Model No. 33662 | «=: BULL-POINT 
12%” Ig 12” Ig 10” Ig 12” Ig 12” Ig For demolition drilling 
Model No. 62690 Model No. 51570 Model No. 23805 Model No. 9410 Model No. 33663 SS 
18” Ig 18” Ig 18” Ig 20” Ig 20” Ig 


Model No. 51571 
1%” bi, 12” Ig 


Model No. 32112 
1%” bl, 11%” Ig 


Model No. 32113 
1%” bi, 18" Ig 


Model No. 33670 


Model No. 62691 
12%” Ig 1¥2” bl, 18” Ig 


Model No. 51572 


Model No. 62692 
Vs" Ig 12” Ig 


Model No. 17335 
12% 9” Ig 


Model No. 62693 
1%” bl, 12%” Ig 
Model No. 62694 


Model No. 51573 
1%” bi, 12” Ig 
Model No. 51574 


Model No. 12446 Model No. 12401 


1%" bl, 12%” Ig 1¥2" bi, 12" Ig 1%” bl, 9” Ig 1%” bl, 12” Ig 

Model No. 62695 Model No. 51575 Model No. 17314 Model No. 22886 Model No. 34858 
2” bl, 124 Ig 2” bi, 12” Ig I No. 1) he 2 Apraclfa cheat 

Model No. 62696 Model No. 60106 1¥2” bi, 9” Ig bI, 127 Ig 2" bl, 9 


45°, 1%” bl, 12%” Ig 
Model No. 62697 

45°, 1¥2” bl, 12%” Ig 
Model No. 62698 
45°, 2” bl, 12%” Ig 


45°, 1%” bi, 12” Ig Model No. 17315 
Mode! No. 60107 2” bl, 9” Ig 
45°, 1%” bl, 12” Ig 
Model No. 60108 
45°, 2” bi, 12” Ig 


Model No. 22887 
2%2” bi, 12” Ig 


Model No. 62699 Model No. 51576 Model! No. 7095 Model No. 33659 


%o” bl, 12%” Ig Se” bi, 12” Ig %” bi, 9” Ig %" bi, 20” Ig 
Model No. 62700 Model No. 57124 Model No. 11108 Model No. 9405 Model No. 34857 
Ye” bi, 18” Ig 56” bi, 18” Ig 5%” bl, 8” Ig %" bi, 20” Ig %" bi, 12” Ig 


Mode! No. 9039 
2” bi, 9” Ig 


Model No. 62701 


Model No. 51577 Model No. 11624 Model No. 9040 
12%” Ig 12” - 


Model No. 57122 
Ig 8” Ig 9” Ig 1442” 


Ig 


Model No. 62703 
12%” Ig 


Model No. 9035 


Model No. 51578 
12” Ig 9” Ig 


Model No. 17232 
9” Ig 


Mode! No. 53557 
42” w, 5%” Ig 
18” overall ig 


Model No. 54296 
42" w, 5%” Ig 
18” overall Ig 


Model No. 62704 


Model No. 11107 
12%” Ig 10” Ig 


Model No. 7267 Model No. 33666 
12” 1g 12” Ig 


CONCRETE SLOTTING 
TOOL—For slotting in 
concrete and breaking 
“‘web"" between star drill 
holes to break large open- 
ings in wails, etc. 


ote 


4-POINT SCALING TOOL 
For removing scale. 


fy SE 


a 


SCALING CHISELS 
For removing scale and 
weld spatter. 


| een 


—$__ 


COLD CHISELS 
For chipping, edging, 
channeling. 


FLAT WOOD CHISELS 
For wood gouging and 
shaping. 


BUSHING TOOL 
For surfacing concrete. 


becca ma 


| 


BUSHING HEAD ONLY 
Model No. 10684 


SEAM TOOL—For seam- 
ing, caulking and pointing. 


| 


CLAY SPADE—For 
digging holes in dirt 
and clay. 

— 


TOOL BLANKS—Can be 
forged into any special 
shapes required for 
special applications. 


KEY: Ig (long); bi (blade) 
HAMMER SUPPLIES 


SPECIAL HAMMER LUBRICATING OIL — 
Model No. 51314 4 oz. plastic bottle of Hammer Oil. Use on all hammers. 
Model No. 51315 16 oz. Can of Hammer Oil. Use on all hammers. 


TOOL RETAINING SPRINGS — 
To hold stralght-shank tool in nose-piece. 


Model No. 10909 Tool Retaining Spring for 4%”, %” and 1” Hammer. 


Model No. 21750 Tool Retaining Spring for 148” and 142” Hammers. 


HAMMER GEAR GREASE — 719 
Model No. 36391 1-lb. Can. Use with No. 109 Super Hammer. : 


Model No. 60541 1-Ib. Can. Use with Hammer-Gun® Hammer Drill; Nos, 717, 718, 


719 & 723 Rotary Hammers; 2”, %”, 1” & 1¥2” Hammers. and mechanism, 


Model No. 63095 Tool Retaining Spring for Rotary Hammers. For Nos. 717, 718 
& 


DUST SHIELDS — Used in overhead drilling to keep dust out of Hammer nose 


Model No. 17746 For Wrenches Nos. 22587, 23806, 22510. 


DRIFT KEY — Used to remove taper shank bits from Chuck. 
Model No. 7276 For all Chuck Wrenches. 


Model No. 57570 Repl. Rubber Dust Shield for Nos. 717, 718 & 719. 
Model No. 57714 Dust Shield for Hammer-Gun. 


Model No. 58309 Dust Shield for Hammer-Drill. 
Model No. 62821 Dust Shield for No. 723. 


Ask about B&D’s EXCHANGE PLAN for worn-out Star Drills, Bull Points, and Cold Chisels. You'll SAVE. 


@ 


1. EXCLUSIVE—Finest balance ever built Into a portable electric saw. Assures perfect control at all times. 


2. EXCLUSIVE—Baffled air Inlets protect custom-designed B&D motor from wood chips and other objects. 


wo 


. EXCLUSIVE—Detachable wrap-around shoe is standard equipment on Super Sawcats. Use for sup- 
port, remove for close cuts. 


> 


. EXCLUSIVE—New ‘‘Negator’’®f brush springs on Super Sawcats give constant, even pressure. Longer 
life In less space. 


5. EXCLUSIVE—Left side of base Is 6” from blade for easy, convenient cut-off measurement. 
6. Motor housing Is recessed to allow use of 1” x 4” stock as straight edge along saw base. 


7. EXCLUSIVE—Depth adjustment scale visible from top In operating position. Easy-to-read depth 
calibration with adjustable pointer. 


8. EXCLUSIVE—Cast quadrant with adjustable pointer, adjustable stops for precision 45° and 90° 
settings, every degree shown on casting. 


9. Easy working lower guard. It's mounted on anti-frictlon material with specially contoured leading 
edge. Easy retraction for safety. 


10. Functlonal sawdust ejector directs sawdust off to the right away from operator. 


+ T.M. Hunter Spring; Div. of Ametek, Inc. 


Circular Saws 


Black & Decker’s experience in 
industrial power tools pays off for you 
in these tough, tireless new Sawcats. 
They are notable for lightness with 
power... a combination that 

saves time and money for you. Check 
the superior features, then ask 

your distributor for a demonstration. 


Greater blade visibility from motor side 
for more precise and accurate 
cutting. Superior rigidity. Saw body 
attached to shoe at 3 points. Fast, 
easy access to every component. 
Upper guard pivots downward for 
maximum protection when making 
shallow cuts. Handle, control knobs 
and trigger switch are insulated for 
safety and especially contoured 

for easy cutting in any position. 
Armature shafts compactly designed 
to cut size and weight of motor 
housing. Rugged, lightweight machined 
anodized aluminum base. Doesn’t 
mark the work. Simple, easy depth and 
angle adjustments. Bevel scale has 
adjustable pointer. Fully hardened 
helical gears deliver maximum torque 
to blade. Special B&D gear lubricant 
assures long, trouble free gear life. 
Anodized depth slide for smooth, 
easy adjustment. All ball and needle 
bearings give years of extra service. 
Specially designed axial flow fan 
increases cooling efficiency of motor, 
keeps cutting line free of sawdust. 
Maximum standardization of parts 
between 64%”, 714”, and 8%” 

Super Sawcats. New chrome-plated 
heavy gauge saw blades for longer 
life, higher cutting efficiency. 
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super | (- 


Sawcat 
Circular Saws 


Many, many EXCLUSIVE 
features make these America’s 
hardest working portable saws. 
No other saws have an Electric 

Brake which stops the blade 

in seconds; or special brush 
springs that give constant even 
pressure; or a depth scale 
visible from the top in operating 
position; or many more. Read 
about them here, then go to your 


nearest Distributor for a demon- 6-1/2” Super Sawcat, No. 996 8-1/4” Super Sawcat, No. 998 
stration. There’s a Black & 6-1/2” Super Sawcat Kit, No. 996K 8-1/4” Super Sawcat Kit, No. 998K 
Decker Super Sawcat that’s 
just right for you. 


7-1/4” Super Sawcat, No. 997 9-1/4” Super Sawcat, No. 999 
7-1/4” Super Sawcat Kit, No. 997K Will fit No. 49527 Kit Box. 


Exclusive 
Eleciric Brake 


NO BUTTON TO PUSH 


—-valuable new safety benefit only on 
the new Black & Decker Super 
Sawcats. Stops the blade instantly 
when trigger is released... protects 
operator—work—blades! Also 
especially useful for making blind cuts 
in wood where a coasting blade 

could make a wide, imprecise cut. Try 
this outstanding Electric Brake today. 


Comparative Specifications 


Maximum Depth 


Moco! No. Duty Rating Rated at 115V No-load Speed Blade Diam. 90° 45° Bearings Length Net Wt. Ship. Wt. 
296 Super 12 amps 5500 62” x 58”° 2%" 1H 6” 3 ball, 1 needle 13%” 13% Ibs. 15¥2 Ibs. 
997 Super 12.5 amps. 5500 7Y%s” x He” 21%)” 2% 6" 3 ball, 1 needle 13%” 132 Ibs 15% Ibs. 
998 Super 13 amps. 5500 8%” x 56” 22%,” 2'%” 3 ball, 1 needle 13%” 13% Ibs. 16 Ibs. 
929 Super 13 amps. 3900 944" x 5” 3H" 26" 4 ball 1442” 15% Ibs. 21 Ibs. 
W m accept %” larger diameter blades for even greater depth of cut. . . more sharpenings per blade. 


+T.J4. Hunter Spring; Div. of Ametek, Inc. 
«it Standard Equipment: Super Sawcat with Electric Brake, No. 55584 Rip Fence usable on either side for fast, smooth rip sawing; No. 55580 sturdy steel Carrying Case. 


All 840 Super Sawcat motors have high temperature wire insulation and welded commutator leads for greater burnout protection. 
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Builders’ 


sawcat 
circular Saws 


Check These B&D Cost-Cutting 
Features and Then Call Your Distributor 
for a Demonstration, Today. Once 

You Get a Sawcat in Your Hands, 

It’s Hard to Let Go—You'’ll Like It 

That Much. 


Greater blade visibility from motor 
side for more precise and accurate 
cutting. Superior rigidity. Saw body 
attached to shoe at 3 points. Fast, easy 
access to every component. Upper 
guard pivots downward for maximum 
protection when making shallow cuts. 
Handle, control knobs and trigger 
switch are insulated for safety and 
especially contoured for easy cutting 
in any position. Armature shafts 
compactly designed to cut size and 
weight of motor housing. Rugged, 
lightweight machined anodized alumi- 
num base. Doesn’t mark the work. 
Simple, easy depth and angle adjust- 
ments. Bevel scale has adjustable 
pointer. Fully hardened helical gears 
deliver maximum torque to blade. 
Special B&D gear lubricant assures 
long, trouble free gear life. Smooth 
depth slide for easy adjustment. All 
ball and needle bearings give years of 
extra service. Specially designed axial 
flow fan increases cooling efficiency 

of motor, keeps cutting line free of 
sawdust. Maximum standardization : 
of parts between 62”, 7%” and 6-1/2” Builders’ Sawcat, No. 986 : 
8” Saws. 6-1/2” Builders’ Sawcat Kit, No. 986K 8” Builders’ Sawcat, No. 988 


8” Builders’ Sawcat Kit, No. 988K 


~, Black £ Dez, 


ae, 


Black & Decker 6-1/2” Sawcat, No. 975 7-1/4” Builders’ Sawcat, No. 987 
7-1/4” Builders’ Sawcat Kit, No. 987K 


Will take 814” saw blade 
for even greater depth of cut, more 
sharpenings per blade. 


Comparative Specifications 


Model No. Duty Rating Rated at 115V No-load Speed Blade Diam. 90° 45° Bearings Length Net Wt. Ship. Wt. 
975 Std. 10 amp. 5000 6%” x 58” 2%.” 1'%.” ball, sleeve 12%,” 12 Ibs. 16 Ibs. 
roller 
986 Heavy 11 amp. 5500 62" x 58”* 2%” 1%." 2 ball 13%" 1234 Ibs. 15 Ibs. 
2 needle 
987 Heavy 11.5 amp. 5500 7s” x 56”* 21%)” 26” 2 bail 1324” 13 Ibs. 15% Ibs. 
2 needle 
a ee ae 
988 Heavy 12.0 amp. 5500 8” x 5" 224)" 2h” 2 ball 13%" 13% Ibs. 15% Ibs. 
2 needle 


“Will accept %” larger diameter blade for even greater depth of cut. 
Kit Standard Equipment: Builders’ Sawcat; No. 55584 Rip Fence usable on either side for fast, smooth rip sawing; No. 55580 sturdy steel Carrying Case. 


All Buliders’ Sawcats have welded commutator leads for greater burnout protection. 
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Worm Drive 
Saws & 
sawcCal 

Accessories 


6-1/2” Worm Drive Saw 
Model No. 976 


Black & Decker Built Motor... 
unmatched for high quality, high 
performance. Completely tested at the 
factory before shipment. Heavy-Duty 
Double-Pole Trigger Switch has 

50% more capacity than competitive 
worm drive saws. Black & Decker 
Negator® Brush Springs reduce 
commutator wear. Teflon** Gear Case 
Seals virtually eliminate oil leakage. 
Removable and replaceable die-cast 
aluminum handles. 62” worm drive 
will take 6%” blade. Wrap-around 
guard lever gives greater safety, 
easier handling. Shaft lock permits 
easy changing of blades. Cooler 
running. Finned gear case gives 
superior heat dissipation. 


7-1/4” Worm Drive Saw 
Model No. 977 


Black & Decker built with the same 
quality features as its companion 
No. 976. This 7%” worm drive saw 
will also accept a 7Y2” blade. 


**T.M.—DuPont Trademark 


Comparative Specifications 


NEW! 8-1/4” Worm Drive Saw 
Model No. 978 


The best saw for heavy construction 
material and concrete cutting. 

Powerful Black & Decker-Built Motor 
and Ball Bearing construction 
throughout make this the hardest 
working Worm Drive Saw on the market 
today. Has the same quality features 

as its companions—Nos. 976 & 977. 
Supplied with an extra wide clamp 
washer for ¥%s” thick abrasive blades. 


Pgh 


oY bee ee 


Worm Drive Saw Kit Box 
Model No. 62864 


Protect your Worm Drive Saw with 

this rugged new kit box. It is brilliant 
orange so you can’t lose it on the job. 
Two strong latches plus a hasp for 

a lock. Handle is comfortable, 
plastic-covered formed steel. Tilted 

rack on inside with adjustable hold 
down stop to position either 62”, 

7%" or 8%” saw, room for extra blades, 
lubricant, extension cords, etc. 


ACCESSORIES FOR 

WORM DRIVE SAWS 
No. 60551. Rip Fence. Fits Nos. 976, 977 and $78 
No. 60086. Lubricant 6 oz. tube. 
No. 63469. New Water Feed Attachment. For use 
with Black & Decker Sucoer Sawcats, Builders’ 
Sawcats and Worm Drive Saws in stone, cement 
and tile cutting. Heavy wall brass water-feed tub- 
ing with formed ends. Non-slip mounting bracket. 
Five ft. hose with shutoff valve. 


A. SAW CARRYING CASES. Rugged rain-proof, all- 
steel construction protects saw, Firm-gripping 
fittings. Lid clamp holds up to 6 blades. Room for 
Rip Fence, extra cable and Cut-off Gauge. 

Model No. 55580. Fils 6¥2”, 7%” and 8¥%4” Super 
Sawcats and 612”, 7V%4” and 8” Builders’ Sawcats. 
Model No. 49527. Fits 9%” Super Sawcat. 


B. CUT-OFF GAUGE Model No. 55582. For 45°-90° 
straight, bevel and miter cuts. 


C. SAW PROTRACTOR Model No. 49531. Permits 
accurate cuts from 0° to 90° angles. Saves time, 
labor 


0. RIP FENCES. Use on either side of saw for 
fast, smooth rip sawing. 

Model No. 55584. For Super Sawcats and Builders’ 
Sawcats. 

Model No. 60551. For Nos. 976, 977 and 978 
Worm Drive Saws. 


E. BASE ATTACHMENT. Model No. 58387. Use 
with Builders’ Sawcats to support right side of 
saw on jobs where this is needed. 


F. SAW TABLE Model No. 2311. Converts all Super 
Sawcats (except 9%”). Builders’ Sawcats and 
previous models of B&D 642”, 7” and 8” Saws into 
a stationary table or bench saw. Rigidly con- 
structed; 484 sq. in. surface; tilting arbor; adjust- 
able rip fence; accurate blade adjustment; con- 
venient toggle switch; miter gauge. Table size: 
3242” high, 22” wide, 22” deep. Surface in front 
of blade: 11”; surface to right of blade: 1142”. 
Net wt 44 Ibs.; Ship. wt. 48 Ibs. 

LUBRICANT 


Model No. 60541 1 Ib. can Special Gear Grease. 
For all Sawcats. 


Maximum 
Rated at No-load Depth 
Model No. Duty Rating 115V RPM Blade Dia. 90° 45° Boarings Length Net Wt. Ship. Wt. 
976 “Super- 12 amp. 4600 62” x %”* on 11%,” Ball 16%” 14¥2 Ibs. 18% Ibs. 
charged” 
977 “*Super- 13 amp. 4300 7%” x Se" 21%,” 11%,” Ball 1742” 162 Ibs. 20% Ibs. 
chergea" - 
978 “'Super- 13 amp. 4300 8%" x He”* 2274," 2%" Ball 17%" 16% Ibs. 20%2 Ibs. 
charged” 


*Diamond and $6” round inner clamp washers supplied with unit. 


Stendard Equipment: (Nos. 976, 977 & 978) No, 58661 Wrench, Medium Pitch Combination Blade. (Framing Blade) 
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B ‘f) NOW take care of all of your blade 
needs ... choose from the complete 
* line of “Premium Quality” Chrome 


Blades, the lower cost “Select Quality” 
Combination Blades and the Abrasive 


Blades. 
AIDOr round hoee “Premium Quality” Circular Saw 
stole } CE LULE Sa Blades. Provides greater economy in 
= f cutting building materials. Improve 
wesed the sawing efficiency of many makes 
’® 5%” @ with @ knockout out | 1%” @ only | 1%” @ only of See Made by Be fom caretuly 
4"® controlled steel—chromium-plated 
to make Smoother, Faster Cuts and to 
Blade Size Stay Sharp Longer. Your best buy 
in blades. 
5%" 6” BA” «= 7%4" BB” BYR”! 9%" 6%" TH” BY" 914” 


No. C- |No. C- |No. C- No. C- No. C- No. C- No. C-' No. C- No. C- No. C- No, C- 
58242 55947 39573 39574 39575 55866 55387 39707 39708 39709 39549 


Go 
~ 
oe 


Specifically designed for general-purpose ripping 
and cross-cutting. Fast, smooth cuts. 
dia COMBINATION 
c- c- Cc- 
39591 39597 39603 


Perfect for smooth, fast cross-cutting. Makes 
smoother cuts than Combination Blade. 


CROSSCUT 
c- c- c- c- ; 
Fast for rip cuts. Minimum binding and better 
56068 56069 56070 56071 RiP chip clearance given by large teeth. 
c- C- Cc 


39592 39598 39604 
La 5" 54” 


round || round, round 
only only only 
arbor | arbor arbor 


Hollow-ground for Very Smooth ripping and 
cross-cutting. Ideal for interior woodwork, etc. 


hole hole hole PLANER 
C- c- c- 
Use where nails may be encountered—floors 
39593! | $9599) | 39605 ~ reclaimed lumber, opening crates, etc. ; 
FLOORING 
cacee Nees an Fastest, smoothest, longer sawing without blade 
54m 54” 54” sharpening. Tungsten carbide tips stay sharp 


round) | round | round 
only only only . 


arbor | arbor arbor CARBIDE-TIPPE 
hole hole hole 


up to 50 times longer than steel. Has 8 teeth. 
Cuts wood, Transite, Cemesto Board, asbestos, 
Formica, Masonite, composition siding, roofing 
materials, etc. 


d 


c- Cc- Cc- 
’ Teeth shaped and set for cutting aluminum, 
39595 / | 39602) 39608 = copper, lead; other soft metals. 
METAL-CUTTING 
C- C- Cc- 
53614) 55864) 55865 
54” 54” 5” Hollow-ground to give an exceptionally smooth 
round oo, cut in plywood. No binding or splintering. 
only) PLYWOOD Sheds resin and glue. 
hole 
C- c- Cc- c- 
39594 39594 39600 39600 
BY" | Be" || Ths" || The Perfect for corrugated galvanized sheets. 
dla dia dia dia Faster, less dirt than with abrasive blades. 
54” 54” 54” 5g” : Taper ground for clearance. Note difference in 
round, | round)! round; round diameters. For best results, use blade 
only || only || only || only FRICTION diameters recommended in chart. 
arbor): arbor, arbor!; arbor 
hole hole hole hole 


No. No. No. ; . ; : 
60486 | 60487 61180 A medium pitch combination blade for facia, 


roofing, siding, sub-flooring, framing, form-cutting. 


“SELECT QUALITY” BLADES Low priced 
combination blades for general-purpose ripping 
and cross-cutting. Fast, efficient. 


Abrasive Blades 


54738 | 54739 54740 


x=> 
= 
os 
@0 
} 


SKS 
Pray 


ABRASIVE Highest quality grit gives Longer Life, Faster 
—— > " @ 1%” @ in" ®@ Cutting—reai time and money savers. 
Efficiently cuts or slots materials below, 
Blade Reinforced with fiberglass to give Safe 
Size Performance and Longer Life—makes blades 
> 6" 61" 7” 8” 9” 6” 7” 8” 9 highly break-resistant. 
c- C- c- Cc C- C- Blue Label: aluminum oxide; cuts ferrous metals 
58010 58012 /|58014) 58016 58018 58015 (steel, cast iron, stainless steel) & hardened 
Bs non-ferrous (hard brass, aluminum, bronze). 
Cc. Guiline a c c- Red ane silicon abies cota mesons 
- - | i materials, concrete, soft brick, cinder bloc! 
pedis 58021 |/58023/| 58025 | 58027 | 58024 asbestos cement, concrete block, gypsum =e 
Ht) board, Transite, limestone, sandstone, corrugated 


plastic, and soft non-ferrous metals. 
c- c- c- c- Cc Green Label: silicon carbide; cuts glazed and 
58028 | 58029 |'58030/| 58031 || 58032 ceramic tile, terrazzo, hard brick, roofing and 


5%” structural} tiles, terra cotta, marble, granite, slate, 
dla. etc. 


in| gg 
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Saws 


Single, two, four and six speed 


Features of all Sabre Saws 


New Power! Most powerful on the market today. EXCLUSIVE 2-Way Blade Clamp. models offer you the most versatile line 
Permits cutting up, down or sideways. EXCLUSIVE blade guard permits holding of Sabre Saws on the market today. 
saw closest to critical point of control. Greater SAFETY and visability. You can choose just the right speed 
LONGER BLADE LIFE due to longer stroke and minimum vibration. Flush-to and to suit your particular application. 
Flush-alongside cutting permitted by EXCLUSIVE front end design. You can cut all types of materials 
EXCLUSIVE guided air flow keeps saw cool and clears dust from working area. quickly and efficiently with our 


complete line of Sabre Saw Blades. 
Longer life and power to spare 

plus your choice of speed 

give you the best buy in Sabre Saws 
on the market today. Ask your 
Distributor for a demonstration. 


SABRE SAW 
Speed control switches are located for maximum convenience 


oy and ease of operation. Speeds can be changed while the motor is running. 
Ww Choose the proper blade from the chart on page 37. 


& 4-SPEED SABRE SAW 


- 
Rca 
ote 


2-SPEED SABRE SAW 
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Heavy-buty | 
sabresaws | 2 


Features of 4-Speed and 


wee Jt \ 2-Speed Sabre Saws 
« 

, .\ Right speed for most efficient cutting 
4X 


of every material! Handy speed control 
—Just flip switches with your thumb 
while holding handle. Tough, compact 
metal switch housing designed for 

low maintenance costs. Switch Plate 
clearly visible for quick settings. Only 
4 parts to the control circuit— 


Heavy Duty Sabre Saw Model No. 982 minimum maintenance costs. Exclu- 


: ‘ > . sive Space-Age Diodes in control 
with Exclusive Easier-Working Shoe circuit. Dependable, trouble-free 


New compact design lets you make all speed selection. 
adjustments with one screw... “T”’ 
handle hex wrench is provided. Cut 

flush-to with all blades. Pocket-cut or 

rock through tough materials. Cut 
round materials with greater support. 
Use teeth over greater area of blade. 

Gain clearance in limited depth areas. 

The exclusive B&D shoe is completely 
removable. Solid one piece design. 


Sabre Saw Kits 


For only a few dollars more, you get 

3 additional Sabre Saw Blades and 

a sturdy steel Kit Box. This is the 
perfect combination for the mechanic, 
carpenter or serviceman who must 
move his tools from job to job. The 
No rivets or straps to loosen or sturdy steel Kit Box offers great 
wobble. Retains the proven guide protection and keeps everything handy 
recess for greater visibility in No. 982-4 4-Speed Saw Only for asda Contains your choice of 

Sor agree pe No. 962-2 2-Speed Saw Only Ser cape es 
for accurate ripping. Narrow width for No. 982 1-Speed Saw Only 49107, 49115, 49119); Allen wrench 


tight spots. Stainless lock screw insert for blade changing; plus free wrench 
for positive positioning and long life. holder. Net Wt. 17 Ibs.; Ship. Wt. 
Inner depth stop screw for accurate 20 Ibs. 


depth positioning. Shoe positioned in 
line with switch handle and motor 
housing for balance, handling ease, 
control. 


(Nos. 982-K, 982-2K & 982-4K contain 
Flush Cutting Attachment for flush-to 
or flush-along-side cutting) 


4-Speed Sabre Saw Kit 
Model No. 982-4K 


2-Speed Sabre Saw Kit 
Model No. 982-2K 
Single-Speed Sabre Saw Kit 
Model No. 982K 


6-Speed Sabre Saw Kit 
Model No. 743-6 


SABRE SAWS 2-Speed Sabre Saw Kit 
No. 682 Single Speed Sabre Saw Model No. 743-2 
No. 682-2 Two Speed Sabre Saw Single Speed Sabre Saw Kit 
No. 682-6 Six Speed Sabre Saw Model No. 743 
Comparative Specifications 

Length Strokes per Min. Capacity Scroll Amps. Rated Lgth. w/o Net Wt. Ship. Wt. 
Model No. of Stroke High Low Wood Steel Cutting at 115V Blado Width Height Ibs. Ibs. 

982 = Heavy 2" Down to aw “nn ” 

1 OO Gs Timbers Thick %” Radius = 4 Ua 3% 6% 8 9 
982-2 o see table see table Down to te wo ” 
paheed 1 2200 1100 page 35 page 35 “Radius © 15% 3% 5¥2 8% 9% 

982-4 ” 2400 1400 see table see table Down to i rie Ss 
4-Speed 1 1900 1100 page 35 page 35 %s" Radius © 15% 3% SY 8% 9% 
§32 ” Heavy ye” Down to ry ” ” 

: uy Timbers Thick %4” Radius = ® ty 3% 5% 8% 9% 
eS ee eee eee Oe ee 
682-2 ” see table see table Down to r ” ” 
2-Speed 1 2300 1100 page 35 page 35 %” Radius 6 15 3% 5% 8% 9% 
a 
682-5 ” 4 see table see table Down to + - 
6-Speed \ CoO 880 page 35 page 35 %” Radius = © Ih 3% 5¥2 8% 9% 


cea crea cc cscs sss cccc ccna cence LL TEES TETEAERR EI SaREEnRIIEESEEEENRPETRENEE URE 
Standard Equipment (for Sabre Saws only, see above for Kits): 2 Sabre Saw Blades (Nos. 49122 and 49115); Allen wrench for blade changing & shoe adjustment 
plus tree wrench holder. 
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IDENTIFICATION Black & Decker Sabre Saw Blades 


are designed and manufactured by 
Dis ; B&D to give longer life and faster 
Discount: cutting in wood, metal, plastics, etc. 
50-99—less 5% They give maximum blade efficiency 
100-499—Iless 10% with the Black & Decker H.D. Sabre 
500 or more—lJess 20% Saws and also improve the cutting 
5 capabilities of many other makes of 


Quantity 


ann ar i sabre saws. Buy them in quantity 
Color Blade Type No. pkg. Length inch lots and save. 
ALL-PURPOSE WOOD & COMPOSITION CUTTING USES 
Silver General Purpose 49098 5 6” He 7 For general roughing-in work in wood. 
2... eee. Sliver 49099 1 12” Sve Resists embedded nails. Also cuts heavy gage 


non-ferrous metal tubing. 


Black Fast Cutting Wood 49107 5 6" 3 = : 
2. Black 49108 > 12" 3 For roughing-in work in wood. 
2 ee. Black Deluxe Fast Cutting 49109 5 6" 6 For fast roughing-in work in wood. Long blade 
Wood life. 


For cutting wood, plaster, asphalt, builders 


=. Orange Flexible-Back Wood 49100 5 6" 6 “Transite’’ and cast aluminum. 
Orange and Composition 49101 1 12” 6 For inaccessible flush cuts in wood, use 12” 
blade. 
=e. Orange Nail-Embedded Wood 49102 5 4” 10 For cutting nail-embedded wood, asbestos, 
Orange Cutting 49103 5 6” 10 plaster and plywood. 


=a. Orange Down Cutting 49104 5 6° 10 For down-cutting in wood where smooth edges 
are desired. 
ee Orange Fine Wood Cutting 49105 5 4” 18 Especially useful for opening wood boxes and 
Orange 49106 5 6” 18 Crates. 


2. Black Pocket Cutting 49122 5 4%” 6 For making pocket-cuts in wood, plaster and 
similar materials. 
For making pocket cuts in wood, plaster and 
Black Double Edge 49123 5 4¥e” similar materials. Cuts in both directions without 
>= removing blade from material—an EXCLUSIVE 
B&D feature. 


Black Offset Flush Double 49124 5 4,” 6 For making flush cuts in corners and other 
=a. Edge” tight spots in wood, plaster and similar 
materials. 


o 


SCROLL CUTTING WOOD AND COMPOSITION 


For fast cutting small radius holes and 


Yellow Fast Cutting Scroll 49110 5 354” 6 irregular cuts in wood, plaster and similar 
= materials. Long blade life. 


Black Wood & Composition 49121 5 356” 6 For cutting small radius holes and irregular cuts 
Scroll Cutting in wood, plaster and similar materials. 
HIGH SPEED METAL CUTTING 
=a Hed High, Speed Metal ae ae a . iA For cutting metals heavier than Ys” (bar stock, 
Fed utting 49113 10 6” 14 angles, fiber “‘Transite,"* hard rubber, etc.) 
pad Asie aa oie fy For cutting metals heavier than 18 gage (pipe, 
=. nes aotit 10 6” 18 conduit, channels, tubing, etc.). 


Red 49117 10 4” 24 For cutting metals lighter than 18 gage (sheet, 
a. Red 52116 10 6” 24 tubing, trim, etc.). 


Red 49118 10 4” 32 For cutting very light gage metals (sheet, 
=a. tubing, trim, etc.). 


Red High Speed Scroll 52464 1 3” 14 Ingilieatilar contours: Injaheetime 
a Red Metal Cutting Asis re a2 a8 peaviscitins 12 gage. es hess 
Red 49120 10 3” 32 
White Plaster Cutting Blade 52520 5 6” 5 . j 
= L-- White 52521 5 4a" 5 For cutting plaster, plaster board, etc. 
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Heavy-Duty 
Jig Saws 


Heavy-Duty Jig Saw 
} Model No. 11 


Here’s a fast-working, powerful Jig 
Saw designed for heavy-duty, continu- 
ous production operations. Shoe is 
adjustable for bevel cuts to a depth of 
1%” on either side. Balanced 
reciprocating action eliminates 
vibration which gives you better con- 
trol. Sturdy, compact field case fits 
snugly, comfortably in your hand. 
Construction is heavy-duty throughout 
for long service-life. Quickly and easily 
cuts through a 2 x 4. Blades are 
available to cut metal sheets, rods, 
tubes, plastics, fiberglass, Masonite, 
leather, etc. 

Duty Rating: continuous duty. 
Bearings: 4 ball, 2 needle, 2 sleeve. 
Switch: heavy-duty toggle. 


ifications 


Comparative § 


2-Speed Heavy-Duty Jig Saw 
Model No. 41-2 


Low Priced, Light Weight, Versatile 
Jig Saw for carpenters, electricians, 
plumbers and men in the service trades. 
Air flow from cooling system assures 
visible cutting line at all times. 

Makes its own starting hole for pocket 
cuts. Exclusive CYCLOID sawing 
action clears blade teeth on each 
stroke for faster cutting. Adjustable 
tilting shoe with quick-clamp lever for 
bevel cutting to 45°. Combination Rip 
Fence and Circle Guide included. 
Duty Rating: heavy-duty. 

Bearings: 2 roller, 3 needle, 1 sleeve. 


Switch: heavy-duty trigger. 


Heavy-Duty Jig Saw 


Model No. 41 i 
Ahé 


Same as Model No. 41-2 except 
does not have 2-speed switch. 


iD), 


Pas Capacity Strokes per Min. Rated 

Mode! No. Woed Aluminum Steel Length High Speed Low Speed Length at 115V Net Wt. Ship. Wt. 
Pry 212" 5 Ve” 3300 _ 9%” 2.5 amps. 6 Ibs. 7 Ibs. 

41 242” ie %” Ye” 3000 _- ths 2.5 amps. 4¥2 Ibs. 5% Ibs. 
41-2 22” we” Ya” 3000 1700 if 2.5 amps. 4Y2 Ibs. 5% \bs. 


Siandard Equipment 
changing blades. 


(for No. 11): 3 high-speed wood cutting blades (Nos. 39754, 39755, 39756); one No. 49491 fine set tooth metal cutting blade; wrench for 


(for Nos. 41 & 41-2) No. 49491 fine tooth metal cutting blade; No. 49493 medium tooth wood cutting blade; combination rip fence and circle 
cutting guide; wrench for blade changing. 
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We make our own Jig Saw Blades and 

( control their production to B&D’s 
traditionally high standards of quality 
and performance. Only the best 


BLADES ARE i Saw Blade steel is used, tempered and 
COLOR CODED ‘} cut to give you a wide variety of blades 
FOR QUICK for many different uses. Save time 
IDENTIFICATION and money by using fast-cutting B&D 


Jig Saw Blades for all of your jobs. 
Blades packed 10 per package except 


Teeth No, 46594 (one per envelope). 
Model Color per 
No. Lgth. Code Blade Type Inch Blades fit most other makes of Jig Saws. 


| cxsrcxmmocmuse 49490 3” Red Coarse Set Tooth, Metal Cutting 14 Cuts steel—16 gage to 10 gage. Cuts #,” to 


%.” aluminum, copper, brass. Cuts plastics, 
asbestos, Fiberglas, etc. ¥2” to %” rigid conduit, 
1/0 stranded cable and %,” buss bar. 


€ 49491 | 3” Red Fine Set Tooth, Metal Cutting 32 Cuts steel—22 gage to 13 gage. For cuts 


under ¥%,” in aluminum, copper, brass. 
Cuts plastics, slate, Formica, Fiberglas. 
Also ¥2” to %” thin wall conduit. 


49492 3” Black DELUXE Hollow Ground Fine Tooth, 10 Deluxe series for faster, smooth scroll cuts 
Wood Cutting in wood up to %” thick. Precision hollow 
ground. Excellent for pocket cutting. 


49493 3% Black DELUXE Hollow Ground Medium 7 Deluxe series for faster, smooth scroll cuts in 
Tooth, Wood Cutting wood up to %” thick. Precision hollow ground. 
Excellent for pocket cutting. 


49494 3” Black DELUXE Hollow Ground Coarse 5 Deluxe series for faster, smooth scroll cuts 
Tooth, Wood Cutting in wood up to %4” thick. Precision hollow 
ground. Excellent for pocket cutting. 


46594 12 White Knife Punch Blade Especially useful to signmakers for scroll cutting 
all types of paper board materials. Excellent 
for making intricate pocket cuts in vinyl floor 
tiles for inlay work. 


39754 4%” Yellow Fine Tooth Hi-Speed Steel 10 For fine finish scroll cutting in wood, plywood, 
Hollow Ground, Wood Cutting Masonite, plastics, etc. Also for Ya” to 42” 
soft aluminum, brass. Maximum cut in wood— 
3” thick. 
39755 4%” Yellow’ Coarse Tooth (Narrow) Hi-Speed 6 For faster scroll cutting in wood, plywood, 
Stee! Hollow Ground, Wood Cutting Masonite, etc. Maximum cut—3” thick. 
39756 4%" Yellow, Coarse Tooth (Wide) Hi-Speed Steel 6 For fast “production” cutting. Handles wood 
Hollow Ground, Wood Cutting and plywood up to 3” thick. Also cuts 


Masonite. Stays sharp longer. Saws through 
a2x 4 at 45°. 


39757 4" Yellow. Fine Set Tooth Hi-Speed Steel, 10 For scroll cutting in wood, plywood, Masonite, 
Wood Cutting plastics, etc. Maximum cut in wood—2”. Set 
tooth designed for excellent side-cutting action. 
39758 4” Yellow Coarse Set Tooth Hi-Speed Steel, 6 Set tooth designed for excellent side-cutting 
Wood Cutting action. 
54368 3” Black Coarse Tooth,Wood Cutting 7 Makes fast cuts in wood, plywood, composition 
boards, etc. 
54369 3” Black Fine Tooth, Wood Cutting 10 For smoother cuts in wood, plywood, 


composition boards, etc. 


54370 3” Black Coarse Tooth Hollow Ground 7 For fast, very smooth cuts in wood, plywood, 
composition boards, etc. 


58149 3” White Flush Coarse, Wood Cutting 7 Very accurate flush cuts in corners and other 
tight spots permitted by projecting cutting area. 
Use with Model Nos. 41 & 41-2 only. 


of Whit Double Edge Coarse, Wood Cutti 7 Makes fast pocket cuts up to 3%4” thick in wood, 
cous : . ‘< Oger secede i composition boards, etc. Exclusive: cuts forward 
and backward. For use with Model Nos. 41 & 41-2 


58147 3” White |, Double Edge Fine, Wood Cutting 10 only. 

58148 242” White Scroll Fine, Wood Cutting 10 Makes intricate cuts, as small as Ye” radius, 
up to 42” in wood, plastics, etc. 

58145 3" White Skip Tooth, Wood Cutting 5 More efficiently cuts up to %4” thick plywood, 
plastics, etc. due to extra space for chip 
clearance. 

QUANTITY DISCOUNT ON BLADES: 50 TO 99 LESS 5%; 100 TO 499 LESS 1 %; 
500 OR MORE LESS 20% 
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Belt 
sanders 


Super-Duty Dustless Belt Sander 
With full-power Dust Collector 
Model No. 841 


Revolutionary in design and perform- 
ance. Sander motor is between the 
pulleys. Puts the weight on the work 
where it counts. Eliminates tilting, 
rocking and gouging. Inexperienced 
help can use it. Handles easily. 

The Only 2-Speed 3” x 24” Belt Sander 
on the market; the correct speed 

for each job; electric switch permits 
speed changes while motor is running. 
Exclusive full-power built-in Dust 


Super-Duty Belt Sander 
Model No. 840 


Has all of the features and advantages 
of the No. 841 listed here except 
without Dust Collector. The perfect 
buy where lower price is a considera- 
tion and the collection of dust is 
unnecessary. 


Heavy Duty Dustless Belt Sander 
Model No. 839 


Separate Full Power Dust Collector 
Motor... Maximum power is always 
available for dust pickup! All the 
superior features of the No. 838 plus 
exclusive Full Power Dust Collector 
with separate motor. Zipper dust 
collector bag swivels 360°. 

Empties easily. 

Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball; 1 roller; 6 lubricant- 


Collector gives constant suction— impregnated. 
has its own motor. Zipper dust bag Switch: heavy-duty double-pole 
empties easily. Exclusive tracking trigger. 
mechanism automatically keeps 
correct tension on the belt. The only 
3” x 24” Belt Sander that can use 
B&D “Lusterlon” belts for aluminum, 
brass, copper, stainless steel and 
lacquered work. 360° swivel dust bag. Heavy Duty Belt Sander 
Perfect for flush-along-side sanding Model No. 838 
as well as open areas. Low mainte- ' . 
nance; less down time; requires no Single speed version of the No. 840. 
inati Same great features such as exclusive 
lubrication. A ‘i ” 
Duty Retina: ; inboard motor. Uses B&D ‘‘Lusterlon 
uly Rating: continuous heayy-cuty use- belts for superior finishing of metals. 
Bearings: (+841) 4 ball, 4 needle, Sands up to vertical surfaces with 
2 lubricant impregnated; flush side. Exclusive tracking mecha- 
. (#840) 4 ball, 4 needle. nism maintains correct belt tension 
Switches: heavy-duty double-pole automatically. Factory sealed lubri- f 
trigger; 2-speed, single-pole slide. cation. 
Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball; 1 roller; 4 lubricant- 
impregnated. 
Switch: heavy-duty double-pole 
trigger. 
Comparative Specifications 
rs ae Ho-load Belt Speed, 
High cee L rev" 
Bell Gixo Hig ow Rated at 
Modei No. _in inches Speed Speed High Speed 18v Height Width Length ibe. = ra 
841 3x 24 1700° 14007 8.5 amps. = 9%” 5%” 15” + bag 14% 17% 
1700° 1400¢ 7 amps. _ 72" 4%” 15” 12 14% 
o 1500 — 6.8 amps. 7%” 4¥2" 15” 11% 14¥2 
— 1500 8.3 amps. 9Ve” 5%” 15” +- bag 14% 17% 


*Speed used for fast stock removal. 
+Speed used for blending and finishing. 


Standard Equipment: one No. C58374 3” x 24” 60-grit closed coat sanding belt. 
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LUSTERLON* BELTS ae 
Model No. Type Grit 


Belt Size Representative Appiications 
—————————O—E—E sl 
C58384 Silicon Carbide 150 le ouxese , Cleans and renews stainless steel finish on 
coarse structural forms and panels; givés satin fin-| 


Ish to metals prior to Plating; removes scuff 
marks from plastic floor tile. 


nn en 


New LUSTERLON* Belts 


Packed two per box. Permits 
finishing, polishing and cleaning of 
metals, wood or hard plastic laminates 
with our New Super-Duty Belt 
Sanders. Made of unwoven nylon mesh 
C58386 Silicon Carbide 500 3” x 24" Cleans corrosion from copper foil printed sp pregga led with ebres ven boss 

ras clrcull, boards: *rainoves tONldatttrneiro aeanih not clog or load. Water and oil 
resistant. Use of lubricants below with 
LUSTERLON belts insures longer 
belt life and cooler operation. 
) Lubricants can be washed from 
belts with kerosene. 


C58385 Silicon Carbide 280 3” x 24” Refinishes wood, linoleum or plastic desk 
medium tops; cleans old painted surfaces pricr to 
repainting; produces satin finish on painted 
surfaces; removes scuff marks from wood 
floors; finishes sealer Coat prior to painting 
or varnishing. 


minum, chromium, etc.; gives glass finish 
on color coat on cabinets, etc.; gives satin 
finish on plastic panels such as Formica, 
etc.; polishes furniture, boats. 


3” x 24” SANDING BELTS: 


Model No. Grit Belt Type and Use 
C58368 36 coarse ; 
C58370 ; 40 coarse 
C58372 50 medium CLOSED COAT ALUMINUM OXIDE for unfinished or new wood, ferrous 
C58374 60 medium metal, non-ferrous metals (aluminum, lead, copper, solder) 
C58376 80 medium 
C57378 100 fine 
C58380 120 fine 
C58367 24 coarse Sanding Belts * 
C58369 36 coarse ate : : 
C58371 40 coarse OPEN GOAT ALUMINUM OXIDE for removing lacquer, paint or varnish, Precision-made to give maximum 
C58373 50 medium Also for green or resinous wood abrasive action. Exactly cut and bonded 
eerie ee eT for perfect fit. Packed 10 per box. 
pee tf ‘a Pace Quantity Prices: See B&D Price List 
} 6 
and Save. 
ah Black & Decker Sanding Belts also available in the following sizes: 
3” x 21” SANDING BELTS: 
Model No. Description Model No. Description 
C62235 24 grit open Sanding Belt C62243 60 grit open Sanding Belt 
C62236 36 grit closed Sanding Belt C62244 80 grit closed Sanding Belt 
C62237 36 grit open Sanding Belt C62245 80 grit open Sanding Belt 
C62238 40 grit closed Sanding Belt C62246 100 grit closed Sanding Belt 
C62239 40 grit open Sanding Belt C62247 100 grit open Sanding Belt 
C62240 50 grit closed Sanding Belt C62248 120 grit closed Sanding Beit 
C62241 50 grit open Sanding Belt C62249 Sanding Belt Assortment 3” x 24” Sanding Belt Assortment 
C62242 60 grit closed Sanding Belt No. 58381 
4” x 24” SANDING BELTS: Contains 3 Model No. C58369 (36 grit 
Model No. Description Mode! No. Description open), 2 Model No. C58373 (50 grit 
open), 2 Model No. C58374 (60 grit 
C62251 24 grit open Sanding Belt C622539 60 grit open Sanding Belt closed), 3 Model No. C58378 (100 grit 
C62252 36 grit closed Sanding Belt C62260 80 grit closed Sanding Belt closed) 
C62253 36 grit open Sanding Belt C62261 80 grit open Sanding Belt y 
C62254 40 grit closed Sanding Beit C62262 100 grit closed Sanding Belt 
C62255 40 grit open Sanding Belt C62263 100 grit open Sanding Belt 
C62256 50 grit closed Sanding Belt C62264 120 grit closed Sanding Belt 
C62257 50 grit open Sanding Belt C62265 Sanding Belt Assortment 
C62258 60 grit closed Sanding Belt 


LUSTERLON* BELT LUBRICANTS +3” x 247, 3" x 21” & 4” x 24” Sanding Belts 


- iz may be mixed to qualify for quantity pricing. 
No. C58557 Lusterlube*. No. C58599. Luster-Liquid* 2 a” j 
For finishing and pollsh- Polish. For final finishing iO) : 
ing metals. 1% Ib. tube. of lacquered wood or Biact « Decker 
hard plastic laminates. oe 
1 pint can. == nit 
| =r 
Sa rT *Trademark of the Black & Decker 
Fr i Manufacturing Company 
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Finishing 
Sanders 


Heavy-Duty Finishing Sander 
Model No. 48 


Performs fine finishing, free of 

swirl marks, on wood, metal, plastics. 
Sands equally well in open areas or 
flush. Vital parts shielded from dust 
for longer life. Long brush life cuts 
maintenance costs. Knob handle 
mounts in 3 positions for additional 
control. 

Duty Rating: continuous production 
service. 

Bearings: 1 ball, 2 roller, 2 needle. 
Switch: instant release trigger with 
locking pin. 


Heavy-Duty Finishing Sander 
Model No. 788 


Fastest sanding. Most powerful orbital 
sander you can buy. King-size 
bottom plate equipped with sponge- 
rubber pad, extended beyond the 
body of the tool permitting sanding in 
close quarters such as against the 
riser of a stair tread. No swirl marks. 
Sander can be moved with, against 
or across wood grain. Exhaust from 
back of Sander keeps dust out of 
operator’s face. 

Duty Rating: continuous production 
service. 

Bearings: 3 ball. 

Switch: instant release trigger with 


Standard Equipment: (for No. 48) 3 sheets of 374” x 9” abrasive paper and key for paper holder; 3 position knob handle. 


{for No, 788) one sheet of 42” x 11” abrasive paper. 


42 


Accessory and Replacement Parts 
for No. 788 Sander 
Model No. 59991. Felt Pad and Plate. 


Model No. 59998. Rubber Pad and Plate 
(standard with the no. 788 Sander). 


ABRASIVE PAPERS 


Electro-coated aluminum-oxide, open-coat 
abrasive papers. Packed in envelopes of 
10 sheets. 


For No. 48 Sander 


(isie Siew! 


For Nos. 788 & 88 Sanders 


PY), 


locking pin. 
Comparative Specifications 
Orbits Abrasive Sander Size 
Model No. per min. Papor Length Width Helght Net wt. Ship. wt 
. wh 
4300 3%” x 9” 9%” 358” 6%” 5¥2 Ibs, 6% Ibs. 
9000 4¥2" x11" 11%2” 4Y2” 7 7¥2 Ibs. 9¥2 Ibs. 


hr 


7” Ball-Bearing Sander 
Model Nos. RPM 


676-10 1000 
676-14 1400 
676-20 2000 
676-35 3500 


A light, well-balanced Sander for 
sanding, brushing, polishing and 
rubbing jobs. Switch and ball-bearings 
are sealed against dust and dirt. 
Accessory recommendations for the 
various speeds are listed below. 


Duty Rating: continuous heavy-duty use. 


Bearings: 5 ball, 1 needle. 
Switch: heavy-duty double pole trigger. 


Comparative Specifications 


ss... 


Model No. Spindle 
676 5” x 11 thd. 


Cushion Pad 


A superior cushioning pad for use 
with Vitri-Buff Bonnets. Threads 
directly on spindle. Note serrations 
which give extra flexibility for 
getting in tight corners. 


Model No. 36239. Cushion Pad with 
No. 45925 Clamp Washer. 


Sponge Rubber Pad 


Use on Model No. 676 Sander with 
No. 51824 7” Quick Change Super- 
Flexible Rubber Backing Pad. 


Model No. 22174. 7” Sponge Rubber Pad. 


Vitri-Buff Bonnets and Pads 


Each tuft is twisted and locked to 
backing pad by patented construction 
method. Very resilient, stronger pile, 
more body. Outlasts other buffs many 
times over. High quality. 

Model No. 37796. *Vitri-Buff Bonnet with hood 


and drawstring. (Use with No. 51824 7” Quick- 
Change Super-Flexible Rubber Backing Pad.) 


Model No. 37797. *Vitri-Buff Bonnet with hood 
and drawstring. (Use with No. 36239 Cushion 
Pad alone, also with No. 51824 7” Quick-Change 
Super-Flexible Rubber Backing Pad coupled 
with No. 22174 Sponge Rubber Pad.) 


Model No. 45434, 712” Vitri-Buff Pad. 
*Substantial saving in carton of six. 


Rated at 
Length 115V 
THe” 5 amps. 


Standard Equipment: auxiliary side handle which fits elther side of tool. 
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Ball-Bearing 
sander 


Recommended Accessories and 
Applications for the 7” 
Ball-Bearing Sander 


Model Nos. RPM 
676-10 1000 
676-14 1400 


Type of Sander Accessory 
For Contour Sanding 
No. 51824 7” Q.C. Super-Flexible Rub- 
ber Backing Pad and Abrasive Disc*. 
For Fiberglas Sanding, Plastics Sanding, 
Sanding Undercoat 
No. 51824 7” Q.C. Super-Flexible Rub- 
ber Backing Pad, Abrasive Discs*. 
For Rubbing out Lacquer, Glass Polishing 


Nos. 37796 and 37797 Vitri-Buff Bon- 
nets, No. 45434 Vitri-Buff Pad, No. 


Model No. RPM 
676-20 2000 


For Contour Sanding 
No. 51824 7” Q.C. Super-Flexible Rub- 
ber Backing Pad and Abrasive Disc*. 
For Metal and Wood Sanding 
No. 51824 7” Q.C. Super-Flexible Rub- 
ber Backing Pad, Abrasive Discs*. 
No. 31000 7” Q.C. Backing Pad, Abra- 
sive Discs". 
For Waxing 
Nos. 37796 and 37797 Vitri-Buff Bon- 
nets and No. 51824 Backing Pad. 
For Wire Brushing 
No. 18056 4” Wire Cup Brush. 


Model No. RPM 
676-35 3500 


For Finish Sanding on Metal and Wood 
No. 31000 7” Q.C. Backing Pad, No. 
51824 7” Q.C. Super-Flexible Rubber 
Backing Pad, Abrasive Discs.* 


For Wire Brushing 
No. 18056 4” Wire Cup Brush. 


“Not sold by Black & Decker. 


Net Wt. Ship. Wt 
6% Ibs. 8 Ibs. 


BD 
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HEAVY-DUTY SANDERS AND GRINDERS 


Armature mounted on Easily removable 


Heavy-duty heavy-duty  ball-bear- brush inspection 
| Reversible handle needle bearing Ings for longer life. plates. 

| glves perfect con- for long life. 

; 


Plunger switch protected 


trol always. 
from accidental operation. 


Ball-type handle gives 
maximum control. 


i Hardened spiral ya 

evel gears with a=” ae =z 
‘ xtra long life. om aye - 

cS 

Spindle 

mounted 
- on ball-bearings 
nee 2 Heavy-Duty Double Pole Switch 
enclosed for protection from 
| abrasive dust. 
] Powerful Yi ape ; 
| ime-savi ventilating otor wire has resin 

Ou oie fan main- insulation. Winding 

Flexible Backing talns cool covered with varnish. 

Pad requires no operating Both combine to give 

tools for disc temperatures. greater overload pro- 

changing. tection. 


« 


SUPER-DUTY SANDER AND GRINDERS 


| 
| 
| 


Suspension 
eye bolt con- 
nection. 


Special oversized, 2 sec- 
tioned long-life brushes. 
Increased power with less 
brush wear. Less commu- 


Specially enclosed commutator 
tator wear. 


compartment keeps out harmful 
abrasive dust. Air Is filtered by 
Special bell-shaped han- removable screens. 
dle Increases electric 
gable Heer permits great- 
er flexibility. Sg ea 
4 | 


—G 


Heavy-duty 14 ga. rub- 
ber covered cable with 
X improved life. 


Overload protectlon: Break- resistant Motor wire covered 


bullt-In clrcult brush holder pro- Motor lami- with resin and var- 
Instant-release safety Dustproof breaker protects mo- tected by hardened nations give nish gives greater ov- 
switch with automatic Heavy-Duty tor and supply line steel inserts. more power erload protection. 
release lock-pin (pin 2-pole tog- from overloading. per pound. 
removable If required). gle switch. 


Sanders 
and 
Grinders 


Sanders and Angle Grinders are 
TOP PERFORMANCE Abrasive 
Tools which perform almost 

every kind of surfacing job. 

With Abrasive Discs — they 

handle all sanding, from fast 
material removal to satin-smooth 
finishing. With Flaring Cup | 
Wheels and Depressed Center 
Wheels — they smooth welds and 
casting ridges; cut off old studs, : 
bolts and rivets. With Wire 
Cup Brushes — they remove paint, | 
rust, scale; clean castings, 

tanks, vats, boilers, sheet 

metal and soldered joints. 

There is a COMPLETE LINE of 

B&D Abrasive Tools ranging all 

the way from the /ow cost, 

compact 7” Industrial Sander up 
to the Super-Duty Sanders and 
Super-Duty Angle Grinders. 

Each one is packed with POWER 
for fast, economical work 

and is built for LONG-LIFE and 

low maintenance costs. Check the 
cutaway views of the Sanders 

and Grinders and then see 

the following pages for tools 

that cut costs and save time and 
money for you. 


rubber 
tool rest pro- 
tects casting. 


Improved wear ring air de- 
flector blows abrasive dust 
away from operator. 


Reversible 
handle gives 
perfect con- 
trol, always. 


Hardened spiral 
gears with extra 
long life. Special 
Coolerrun- E& free-flowing, non- 
ning motor, 


channeling grease gives 
increased greater gear life. Im- 
air flow. Proved gear mounting. 
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Super-Duty Sanders 
Model No. 797-5 5000 R.P.M. 
Model No. 797-6 6000 R.P.M. 


Extra Heavy-Duty Construction 
and Performance 


Sets the pace for sander industry. 
Does jobs not possible before. 
Super powerful motor. Produces 
more torque for fast material 
removal. Longest life: commutator 
wear reduced by oversized 2-section 
brushes. Heavy-duty ball-bearings for 
longer life. Motor brush holders 
protected by steel rings. Dust 
protected. Commutator protected by 
sintered bronze air filters. Double 
overload protection. Built-in circuit 
breaker; special resin and varnish 
on motor wire. 


Ball Grip Aluminum Handle 
Positive “Off-On"’ Plunger Switch 


Double pole protected switch and 
knob type aluminum alloy handle 
affords maximum operator control 

in continuous duty, wide area sanding 
or grinding. 

This handle is standard equipment 
on all models numbered 

92, 433 and 590. 


9” Heavy-Duty Industrial Sanders 
Model Nos. 433-4 & 833-4 4000 R.P.M. 
For Heavy-Duty Industrial Use 


7” Heavy-Duty Sander 
Model No. 92 4250 R.P.M. 
For Medium Industrial Use 


7” Heavy-Duty Industrial Sanders 
Model Nos. 590-5 & 890-5 5000 R.P.M. 
Model Nos. 590-6 & 890-6 6000 R.P.M. 

For Heavy-Duty Industrial Use 


Speeds to suit each job. 4000 R.P.M. 
for continuous use, heavy-duty 

jobs requiring the full power of the 
tool. 5000 R.P.M. for continuous use, 
heavy-duty jobs at a medium rate of 
speed. 6000 R.P.M. for heavy-duty 
use with accessories that 

operate best when high sanding 
speed and light pressure are used. 
Packed with power. Dependable 
Black & Decker motor gives peak 
performance on all Jobs. Built for 

long life. Spindle and armature 
ball-bearing mounted; hardened spiral 
bevel gears. Switch protected from 
dust. Abrasive dust kept out by switch 
enclosure. Comfortable to handle. 
Powerful ventilating fan keeps tool 
cool; ball type handle for maximum 
control. Fast disc changes. Quick- 
Change Backing Pad requires no tools. 
Higher overload capacity. High 
temperature wire in motor withstands 
high overloads. 


STANDARD EQUIPMENT: 
Super-Duty Sanders: Instant release 
switch; No. 61829 3%2” quick change 
backing pad; Nos. 31000 and 31001 
quick change backing pad; reversible 
side handle; hard rubber stand; 
spindle lock. 

9” Heavy-Duty Sanders: Plunger 
switch for No. 433-4; instant release 
switch for No. 833-4; No. 61829 3%” 
quick change backing pad; Nos. 31000 
and 31001 quick change backing pad; 
spindle lock; No. 50933 clamp washer; 
strap metal stand, reversible side 
handle. 

No. 92 7” H.D. Sander: plunger 
switch; spindle lock; reversible side 
handle; strap metal stand; No. 50933 
clamp washer; No. 50934 62” quick 
change backing pad. 

7” H.D. Industrial Sanders: Plunger 
switch for Nos. 590-5 and -6; instant 
release switch for Nos. 890-5 and -6; 
No. 61829 3¥%2” quick change backing 
pad and Nos. 31000 and 31001 quick 
change backing pad; spindle lock; 
No. 50933 clamp washer; strap metal 
stand; reversible side handle. 


Comparative Specifications 
1 a Switch 

ad Rated at Backing Pad Instant Re- Plunger Spindle Lgth. w/o Net Wt. Ship. Wt. 
Mod 115V Dia. lease Lever Switch Thread Pad Ibs. Ibs. 
797-5 «BOO 15 amps. 4%” Yes = %"-11 20%" 17 22 
77-6 00K 15 amps. 4%” Yes = "11 20%" 17 22 
34 0C~C~«STS 13 amps. 8%” = Yes %"-11 18%.” 14 19 
@23-4 e 4000 13 amps. 8%” Yes — Ye"-11 18%4” 14% 192 
520 5 Du 5000 a 13 amps. 6%” _- Yes 54-11 189,” 13% 17% 
690-5 = 5000 13 amps. 6%” Yes = 5-11 18%.” 14% 18% 
590-6 6000 13 amps. 6%" _ Yes 5e"-11 187,” 13% 17% 
290-6 6000 13 amps. 6%" Yes — 5-11 18%.” 14% 18Ve 
ce x 4250 6.5 amps. 6%" — Yes e141 17%" 10% 13 
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Super-Duty Angle Grinders 


9” Super-Duty Angle Grinder 
Model No. 797G-5 5000 R.P.M. 


7” Super-Duty Angle Grinders 

Model No. 797G-6 6000 R.P.M. 
Model No. 797G-8 8000 R.P.M. 
Extra Heavy-Duty Construction 
and Performance 


Superior power. Special motor 
laminations give most power per 
pound. Tremendous speed under load. 
Out-performs all others in doing 

jobs fast. Longest life: commutator 
wear reduced by oversized 2-section 
brushes. Heavy-duty ball-bearings 

for longer life. Motor brush holders 
protected by steel rings. Gear 

grease for perfect non-channeling 
flow. A speed for every job. 5000 
R.P.M., 6000 R.P.M. and 8000 R.P.M. 
speeds to choose from. Sets the pace 
for the industry. Does jobs not possible 
before. Dust protected. Commutator 
protected by air filters. Double 
overload protection. Built-in circuit 
breaker; special resin and varnish on 
motor wire. 


Use 797G-8 Only With Depressed 
Center Wheels Rated 
8500 R.P.M. Or Above. Do Not Use 
With Fibre Sanding Discs. 


Comparative Specifications 


9” Heavy-Duty Angle Grinders 
Model Nos. 433G-4 & 833G-4 
4000 R.P.M. 


7” Heavy-Duty Angle Grinders 
Model Nos. 590G-5 & 890G-5 
5000 R.P.M. 


Model Nos. 590G-6 & 890G-6 
6000 R.P.M. 


Choice of speeds. 4000 R.P.M., 5000 
R.P.M. and 6000 R.P.M. give the 
proper speed for each job. Built for 
long life. Spindle and armature 
ball-bearing mounted, hardened spiral 
bevel gears. Packed with power. 
Dependable Black & Decker motor 
gives peak performance on all 

jobs. Comfortable to handle. Powerful 
ventilating fan keeps tool cool; 
ball-type handle for maximum control. 
Switch protected from dust. Abrasive 
dust kept out by switch enclosure. 
Higher overload capacity. High 
temperature wire in motor withstands 
high overloads. 


See Page 48 For Recommended 
Accessories 


New Glass Reinforced 
Polyester Handle 
Instant Safety Lever Switch 


A rugged man-sized handle at a 

new low price! Instant power shut-off 
when safety lever is released. 
Bell-contoured cord opening 

for long cable life. 

Polyester handle with lever switch 

is standard equipment on all 

797, 833 and 890 models. 


Grinders 


STANDARD EQUIPMENT: 


9” Super-Duty Angle Grinders: instant 
release switch; No. 37113 9” x %&” 
depressed center wheel; No. 37109 

9” guard assembly; hard rubber stand; 
reversible side handle; spindle lock; 
No. 22191 clamp washer; No. 61820 
spanner wrench. 

7” Super-Duty Angle Grinder: 

instant release switch; No. 37111 7” x 
Ye” depressed center wheel and No. 
50885 7” guard assembly for No. 
797G-6; No. 52524 7” x %4” depressed 
center wheel and No. 50885 7” guard 
assembly for No. 797G-8; hard rubber 
stand; reversible side handle; spindle 
lock; No. 22191 clamp washer; No. 
61820 spanner wrench. 

9” H.D. Angle Grinders: plunger 
switch for No. 433G-4; instant release 
switch for No. 833G-4; No. 37113 

9” x ¥” depressed center wheel; 

No. 37109 9” guard assembly; hard 
rubber stand; reversible side handle; 
spindle lock; No. 22191 clamp washer; 
No. 61820 spanner wrench; No. 37113 
9” x 4%” depressed center wheel and 
No, 37109 9” guard assembly for 
Nos. 433G-4 and 833-G4. 

7” H.D. Angle Grinders: plunger 
switch for Nos. 580G-5 and -6; instant 
release switch for No. 890-G-5 and -6; 
No. 37111 7” x ¥%” depressed center 


wheel and No. 50885 7” guard assembly 


for Nos. 590G-5 and -6 and 890G-5 
and -6; hard rubber stand; reversible 
side handle; spindle lock; No. 22191 
clamp washer; No. 61820 spanner 
wrench. 


No-load Rated at Instant Relcesaiera Spindle Lgth. w/o Net Wt. Ship. Wt. 

Model No. RPM 115V Center Wheel Lever Plunger Thread Dep. Ctr. Wheel Ibs. Ibs. 
797G-5 5000 15 amps. Yes — 36"-11 20%” 19 24% 
797G-6 6000 15 amps. Yes 3e"-11 20%" 18% 24 
797G-8 8000 15 amps. Yes — Se”-11 20%” 1834 24 
433G-4 4000 13 amps. _— Yes Se"-11 18% 4” 14% 19% 
833G-4 4000 13 amps. Yes — 5e"-11 18%.” 15% 20% 
590G-5 5000 13 amps. _ Yes $e"-11 18%,” 14% 18538 
890G-5 5000 13 amps. Yes _ 5e"-11 18% 6" 15% 19 
590G-6 6000 13 amps. — Yes $o"-11 18%.” 14% 185% 
890G-6 6000 13 amps. Yes — Se"-11 18%.” 15Ve 19 


| 
{ 
| 


~*~ . _ 
Cannan ani BD 
SYililldk 4 il 
QV GEEEGEWE BE BEGG 
A i A [ = fi ra kt There’s a Black & Decker Sander or Grinder Accessory for every abrasive job you have to do. 
anh] fas yj 
WE [ | Cae Check this list for the right accessory to fit your needs. 
i - ™_ > am Gh BA a ah 
aa FASS iT ts 
MUUGBGDNUU! [UU 
Sanders Grinders 
797-5 797-6 433-4 590-5 590-6 $2 797G-8 797G-5 797G-6 433G-4 590G-5 590G-6 
Mode! Number Accessory 833-4 890-5 890-6 833G-4 890G-5 890G-6 
18056* 4” Wire Cup Brush Yes Yes Yes Yes Yes Yes _— Yes Yes Yes Yes Yes 
24353* 5” Wire Cup Brush Yes Yes Yes Yes Yes — _— Yes Yes Yes Yes Yes 
Ce 
12398* 6” Wire Cup Brush Yes oo Yes Yes oa a _ Yes — Yes Yes -- 
De see ee 
24050f 4” Flaring Cup Wheel Yes Yes Yes Yes Yes Yes os Yes Yes Yes Yes Yes 
_ Be ns is a ES : 00 _ cq _c —_ 
23444¢ 5” Flaring Cup Wheel Yes Yes Yes Yes — a oe Yes Yes Yes Yes — 
a 
18039 6” Flaring Cup Wheel Yes —_ Yes — oo oad — Yes —- Yes _- — 
ee BI a aa““‘“ cr we. SS SS 
372197 . 5” Flaring Cup Wheel Yes | Yes Yes Yes — —- —- Yes Yes Yes Yes — 
(concrete) 
TNT eee 
37220+ 6” Flaring Cup Wheel Yes _ Yes —_ _ — — Yes —_— Yes ~— -- 
(concrete) 
BR a ____________,._____}_____Q-_____§_____9_ ee fj _f__—__f____f—__H 
38507 4” Flaring Cup Wheel Guard 


These Flaring Cup Wheel Guards should always be used with the Flaring Cup Wheels listed above 


38508 5” Flaring Cup Wheel Guard for safe operation. 
38509 6” Flaring Cup Wheel Guard 
50928 4%” Quick-Change Flex. Backing Pad Yes Yes Yes Yes Yes Yes — Yes Yes Yes Yes Yes 
50934 612” Quick-Change Flex. Backing Pad Yes Yes Yes Yes Yes Yes _ Yes Yes Yes Yes Yes 
$1824 7” Quick-Change Flex. Backing Pad — —_ Yes _— _ Yes _ _ _ Yes _— _ 
525246* 8500 RPM Depressed Center Wheel _— _ _ _ _ —_ Yes _ _ _ -- _ 
37111* 7” x Ye" Depressed Center Wheel Yes Yes Yes Yes Yes Yes _- Yes Yes Yes Yes Yes 
Ss 
27112° 7” x ¥%4" Depressed Center Wheel Yes Yes Yes Yes Yes Yes — Yes Yes Yes Yes Yes 
ee Eee 
“x Ve" Depressed Center Wheel Yes Yes Yes Yes — — —_ Yes Yes Yes _ —_ 
ee eee 
7114* “ \“%" Depressed Center Wheel Yes Yes Yes Yes —_ — —_ Yes Yes Yes _ — 
eres at. SE 
S740" » |." Qepressed Center Wheel Yes Yes Yes Yes Yes = —_ Yes Yes Yes Yes Yes 
(concrete) 
ae A es | 
37000 7” ‘Koolfiex" Backing Pad H Yes Yes Yes Yes Yes Yes j— Yes Yes Yes Yes i Yes 
SEE | 
31007 6° "Kooltiex” Backing Pad Yes Yes = Yes Yes | Yes — | eee | Yes | Yes Yes || Yes Yes 
re EEE SS ee a ee 


"Quantity Discount: 10-49 Less 5%; 50 or More Less 10%. 
¢Quantity Discount: 5-24 Less 5%; 25 or More Less 10%. 
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No. 18056 


No. 24353 


No. 12398 


4” Wire Cup Brush 
(.020”-crimped). 


5” Wire Cup Brush 
(.020”-crimped). 


6” Wire Cup Brush 
(.020”-crimped). 


Quantity Discount: 
10-49 Less 5%; 
50 or More Less 10%. 


No. 24050 
No. 23444 
No. 18039 
No. 37219 


No. 37220 


4” Flaring Cup Wheel. 
5” Flaring Cup Wheel. 


6” Flaring Cup Wheel. 
5” Flaring Cup Wheel 
for surfacing concrete. 


6” Flaring Cup Wheel 
for surfacing concrete. 


Quantity Discount: 
5-24 Less 5%; 
25 or More Less 10%. 


No. 38507 
No. 38508 
No. 38509 


No. 50928 


No. 50934 


No. 51824 


No. 61829 


4” Flaring Cup Wheel Guard 


5” Flaring Cup Wheel Guard. 


6” Flaring Cup Wheel Guard. 


4%" Quick-Change Flexible 
Backing Pad, with No. 50933 
Clamp Washer. 


6%” Quick-Change Flexible 
Backing Pad, with No. 50933 
Ciamp Washer. 


7” Quick-Change Super-Flexible 
Rubber Backing Pad with No. 


50933 Clamp Washer. 


3%" Quick-Change Rubber 
Backing Pad with No. 50933 
Clamp Washer. 


No. 61820 


For use In tightening clamp 
washers on Sanders. 


No. 60541 


1 Ib. Can Std. Gear Grease. 


sander & 
Grinder 
Accessories 


Wire Cup Brushes 


(Fit on all tool spindles having 56”-11 
thread. Maximum safe speed 6000 
R.P.M.) 


See Page 57 For Complete Wire 
Brush Listing 


Made in our own plant, for use on all 
Portable Electric Sanders. Well built 
for finest quality wire to give long 
service on the toughest kinds of 
cleaning operations. Use these Wire 
Cup Brushes for removing rust and 
scale from all metal surfaces; for 
cleaning tanks and boat hulls; for 
taking off old paint; for cleaning 
castings and structural metal. 


Flaring Cup Wheels 

(Fit on all too! spindles having 
5¢”-11 thread) 

See Page 56 For Complete 
Grinding Wheel Listing 


For some metal grinding applications, 
the Sander equipped with a Flaring 
Cup Wheel does smoother and 

faster work than a Portable Grinder. 


Always Use Flaring Cup Wheel Guard 
With Above. 


Flaring Cup Wheel Guards 


Provide safe operating conditions 
when using Flaring Cup Wheels. 


Quick-Change Flexible Backing Pads 


Change Sanding Discs 50% Faster. 
Requires no tools. Fits any 987-11 
thread spindle. 


Miscellaneous Accessory 
Spanner Wrench 


Lubricants 

For Super-Duty Sanders & Angle 
Grinders, Circular Saws, Sanders, 
Drills, Tappers, Screwdrivers, 
Portable Grinders and Shears. 
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Sander and 
Grinder 
Accessories 


Depressed-Center Wheels 


For Super-Duty and Heavy-Duty 
Sanders and 8000 R.P.M. Super-Duty 
Angle Grinder. See page 48 for 
recommended sizes to use for various 
speed tools. Perform to best advantage 
on rough surfaces, giving a better 
finish than that which is possible with 
a grinding wheel or where the 
application is too severe for highly 
flexible, coated, abrasive discs.. They 
do have sufficient flexibility, however, 
to lend themselves to blending and 
smoothing curved surfaces and 
corners. They have a No. 24 grit 

(No. 57430 has No. 16 grit). For jobs 
requiring special grits, please see your 
Black and Decker representative. 
Depressed Wheel Quantity Prices: 


10-49 less 5% 50 or more less 10%. 


Guard Assemblies 

Used on Sanders and Angle 
Grinders with Depressed Center 
Wheels listed here. 


Disc Wheel Adaptors 


“Koolflex” Backing Pads 

These light-weight plastic-bonded 
backing discs provide greater flexibility 
and very cool operation on sanding 
applications. Can be used with No. 
50928 43%” Rubber Backing Pad. For 
maximum flexibility use one Koolflex 
Pad with corresponding size Abrasive 
Disc (i.e. 634” Koolflex Pad with 7” 
Sanding Disc). For “feathering” finish 
use No, 31000 6%” Koolflex Pad with 
9%” Abrasive Disc. For more rigid 
backing use both sizes of Koolflex Pads 
with 9%” Abrasive Disc. 


Abrasive Disc Trimmer 

Model No. 21808 

For complete use of abrasive discs, 
this Disc Trimmer cuts them down to 
smaller sizes as the outer edges are 
worn out, Adjustable center-hole pilot 
on calibrated swinging arm; cutting 
whee! mounted on one-piece spindle 
and crank; base casting is screwed 
to bench. Takes discs of 9%” 
maximum diameter and either 7%” or 
¥2" center-hole; trims down to as 
small as 3” diameter. 


——_—_—____——- — 


Repiacement Clamp Washers 


No. 45925 Repl. Clamp Washer. 
Outside-threaded. 


NO. 37111 to 
NO. 37114 


No, 45925 


No. 50933 


No. 22191 


NO. 57430 


NO. 52524 


No. 37111 
No. 37112 
No. 57430 
No. 37113 
No. 37114 
No. 52524 


No. 50885 
No. 37109 


No. 54338 


No. 57443 


No. 31000 
No. 31001 


7” x Ye” x %” Depressed 
Center Wheel. 
7” x Va" x Ye" Depressed 
Center Wheel. 
7” x Va" x %” Depressed 
Center Wheel for Concrete. 
9” x Ve” x %” Depressed 
Center Wheel. 
9” x %”" x %” Depressed 
Center Whee!. 
7” x Va" x Ye” 8500 RPM 
Depressed Center Wheel. For 


8000 RPM Super-Duty Angle 
Grinder. 


7” Guard Assembly. For 7” 
depressed center wheels. 


9” Guard Assembly. For 9” 
depressed center wheels. 


Disc Wheel Adaptor. For use 
with depressed center (other 
than No. 57430) and ‘‘koolie- 
hat" wheels. Includes wheel 
backing flange, No. 22191 
clamp washer No. 61820 span- 
ner wrench. 

Disc Wheel Adaptor. For use 
with No. 57430 depressed cen- 
ter wheel. Includes: backing 
flange, No. 22191 clamp 
washer; No. 61820 spanner 
wrench. 


6%” ‘‘Koolflex" Backing Pad. 


8%” ‘“‘Koolflex"’ Backing Pad. 


No. 21808 Abrasive Disc Trimmer. 


No. 21753 


No. 22191 


No. 50933 


Replacement Disc Trimmer 
Cutter. 


Repl. Clamp Washer. Inside- 
threaded. Used with Depressed 
Center Wheels listed above. 


Repl. Clamp Washer for Nos. 
61829, 50928, 51824 and 50934 
Quick-Change Pads, inside- 
threaded. Fits through Back- 
Ing Pads and threads on 
Sander spindle. 


OA 


>) | Portable 
/ | Grinders 


Portable Grinders 


22” Portable Grinder is a direct drive 
unit, 5” and 6” Portable Grinders have 


splined gear mountings. Full size ball- a~ ge 
bearings, set at extreme ends of , > ons ee f Um 
wheel spindle, absorb all side thrust ‘Pel, a 7 aS : 
and insure long life. Armature shaft also : } 60 *@ — >: 
mounted on ball-bearings. Ideal for Xt a 


GRINDING, BUFFING and WIRE 
BRUSHING for either general mainte- 


nance work or continuous production oAsdS Tuck Pointing Kits 
operations. Wheel is enclosed for safety and has 


hinged cover for convenient wheel 
changes. Silicon Carbide Wheel effi- 
ciently removes old mortar. Leaves a 
clean joint for easy pointing. 


Model No. 57488 Tuck Pointing Kit 
attaches to B&D 6” Portable Grinders 
Nos. 61 and 61-1 or any other make 
with a ¥%” arbor and a 2%” dia. gear 
case housing. 


Model No. 58271 Tuck Pointing Kit 
attaches to B&D 5” Portable Grinders 
or any other make with a ¥2” arbor 
and a 2%” dia. gear case housing. 


Completely enclosed switch compart- 
ment protects the switch from abrasive 
dust. Improved ventilation with 

forced air flow cools motor parts and 
prevents accumulation of dirt and grit. 
Exhaust air is directed away from 
operator. 


Shaped grips prevent tool from turning 
in operator's hand. Adjustable wheel 
guards can be turned to any desired 
position. Wheel rotation is counter- 
clockwise, facing wheel end. 


See Pages 56 and 57 for Grinding 


Wheels and Wire Whee! Brushes. Standard Equipment: stee! wheel 


guard; spacer; (for No. 57488) No. 
57490 8” x 4%” x §” sillcon carbide 
abrasive wheel: (for No. 58271) No. 
No. 60-1 58274 8” x %” x ¥2” silicon carbide 
abrasive wheel. 


Replacement Silicon Carbide Abrasive 
Wheels For Tuck Pointing Kits 


*Model No. 57490 8” x %4” x %” for 


Replacement and Extra Equipment 
For 242” Portable Grinder No. 395 


*No. 36804 No. 61 No. 57488 Kit. 
22" High-Speed bonded Grinding *Model No. 58274 8” x %” x %” for 
Wheel. No. 58271 Kit. 


Lubricant 

For Port. Grinders, Drills, Tappers, 
Screwdrivers, Sanders, Shears. * Quantity Discount: 5-24 Less 5%; 
No. 60541 25 Or More Less 10%. 

1 Ib. Can Std. Gear Grease. No. 61-1 


Comparative Specifications 


No-load Rated at Rocker Plunger Inst. Rel. Net Wt. Ship. Wt. 
Mode! No. Whee! Size RPM 115V Switch Switch Lever Switch Length Ibs. Ibs. 
395 2¥2" x ¥2"x He" 14,500 3 amps. Yes _— _ 1634" 7s 10 
60 5S” x ¥4" x v2" 4500 6.5 amps. _ Yes _ 22%” 12% 16 
60-1 5" x %4" x ¥2" 4500 6.5 amps. _ — Yes 23%." 13 16% 
61 6" x 1” x 56” 3750 12 amps. — Yes — 2458” 18% 21% 
61-1 6" x 1” x 56” 3750 12 amps. — — Yes 25” 19% 22 


Standard Equipment: 244” Model: No. 36804 242” grinding wheel; No. 31456 Clamp nut; adjustable steel wheel guard; two No. 20285 wrenches. 
5” Model: No. 3042 5” grinding wheel; adjustable steel wheel guard. 
6” Model: No. 3148 6” grinding wheel; adjustable steel wheel guard. 
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Die | 
Grinders : 


Die Grinders offer many important 
advantages for high-speed, accurate, 
portable grinding. Among these 

are (1) Small powerful motors provide 
for easy handling and very light 
weight, (2) Modern improved chucks to 
carry mounted points and stones, 

(3) Extended spindle housing to permit 
gripping the tool close to the stones 
for careful, accurate grinding. 

Ideal for die shops, stamping plants, 
tool rooms. 


Replacement and Extra Equipment 
For No. 8 and No. 12 Models:— 
No. 21955 


Ye” Reducing Sleeve for reducing No. 291 
Collet Opening to Ye”. 


For No. 20 Model:— 
No. 24187 


Y%4" S.A. Chuck with Y%” Reducing 
Sleeve. 


No. 577 


No. 21955 


Ye” Reducing Sleeve, only, for 
No. 24187 Chuck. 


No. 290 ; No. 499 
Comparative Specifications 
Maximum No-load Rated at Net Wt. Ship. Wt. 
Model Ho Wheel Diam.* Speed 115V Ibs. Ibs. Length 
Model 29% (272) 
oe 17,500 RPM 1.5 amps. 4 5 V1" 
fMode! 296 (+12) 
Extended 
Switch Handie 2 : 17,500 RPM 1.5 amps. 4% 5 15'%4” 
f4ode! 577 (=8) 
%" 30,000 RPM 1.5 amps. 2% 3% 112” 
—<—<$<<$<$<$<$_$_$_— 
Model 499 (=20) 
i 14,500 RPM 3 amps. 7 10 17%" 


Standard Equipment: 

No. 8 Model: %” chuck; 2 double-end wrenches; toggle switch. 

No. 12 Model: ¥” chuck; two double-end wrenches. 

No. 20 Model: No. 24187 ¥%” chuck with No. 21955 reducing sleeve; two No. 20285 wrenches. 

*W/heels are not supplied with Die Grinders. Caution: Use only with high-speed bonded wheels. Ask your B&D Distributor about wheels and burrs for use with these 
units. 
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6” Bench Grinder 
Model No. 605 


Full Y%4 H.P., Ball-bearing equipped 
throughout. Full width eye shield. 
Adjustable tool rests. Equipped with 
rubber feet for resting of bench. Special 
hole on end of wheel cover provides 
easy access for screwdriver—makes 
tightening wheel simple. UL listed (60 
cycle only). Flat front design allows 
maximum use of wheels. 


Switch: slide switch with relay. 
Uses single section wire wheel brush. 


Comparative Specifications 


6” Heavy-Duty Bench Grinder 
Model No. 614 


7” Heavy-Duty Bench Grinder 
Bench Grinder 
Model No. 786 


Greater wheel clearance (%”) permits 
longer use of grinding wheel. Grinders 
meet Underwriters Laboratories and 
ASA safety requirements. Wheels 
enclosed in steel guards for safety. 
Long life, constant speed B&D 
induction motor completely enclosed 
to keep out abrasive dust. Tool rests 
and spark shields adjustable for angle 
and wheel wear. 4 rubber feet permit 
use on bench. Also fits Bench Grinder 
Pedestal on page 55. Uses 1 or 2 
sectioned Wire Wheel Brush. Use for 
tool sharpening, wire brushing, buffing, 
grinding. Perfect for tool rooms, wood 
working shops and farms. 

Switch: rocker type. Actuates relay 
which gives years of trouble-free 
Starting. 

Bearings: heavy-duty ball-bearings on 
spindle give true-running wheels 

for accurate work. 


ench 
rinders 


6” H.D. Deluxe Bench Grinder 
with Illuminated Eye Shields 
Model No. 616 


7” H.D. Deluxe Bench Grinder 
with Illuminated Eye Shields 
Model No. 787 


Total enclosed split phase induction 
motor, % H.P. Spark shields adjust- 
able for wheel wear. Tool rests 
adjustable for angle and wheel wear. 
Rubber feet plus mounting bolts for 
securing grinder to bench or 
pedestal. UL listed. 

Switch: rocker type. Actuates relay 
which gives years of trouble-free 
service. 

Bearings: ball-bearing equipped 
throughout, lubricated for life of the 
bearing. 

Warning Light tells operator wheel 
is being overloaded, ideal for 
school use. 


Motor Height to 
Rating Spindle C/L of Amps. Rated at 115V No-load RPM Rated-load RPM Net Wt. Ship. Wt. 
Model No. Phase  H.P. Length Spindle 60 cycles S50 cycles 60 cycles 50cycles 60 cycles SOQcycles Voltages ibs. Ibs. 
115V* 
605 1 % 1114." 4%" Ye" face 5.1 5.3 3600 3000 2900 elon 18 20 
2” hole AC only 
115V* 
614 1 % 114%” 4'y," Se" face 4.4 5.0 3600 3000 2890 50/60 23 28 
v2” hole cycles 
6” dia. 115V only 
616 1 ve) 114%” 41%," %" face 4.4 5.0 3600 3000 3450 2890 50/60 25 28 
¥2” hole cycles 
20 ee ee 
7” dia. 115V 
786 1 V3 11%” 41y,," ¥%" face 4.4 5.0 3600 3000 3450 2890 50/60 25% 30 
¥2” hole cycles 
eee 
7” dia, 115V only 
787 1 % 1148” ANY,” %" face 4.4 5.0 3600 3000 3450 2690 50/60 23 ee 
v2” hole cycies 


OG er 
Motor: (for Nos, 605, 614, 616, 786, 787) single phase induction motor. Please give current characteristics, voltage, phase and cycle when ordering. All Bench Grinder 
Motors operate on AC only. 
Standard Equipment (Model No. 605): 39023 6” Grinding Wheel; 6” Wire Brush; 2 Steel Wheel Guards with Covers; 2 Adjustable Tool Rests; Adjustable Spark 
hield; 4 Rubber Feet; Slide Relay Switch in Base. 
(Model Nos. 614 & 786): grinding wheel; wire brush; 2 steel wheel guards with covers; 2 adjustable tool rests; 2 adjustable spark shields; 
4 rubber feet; 2 bolts for bench mounting; rocker switch in base. 
(Model Nos, 616 & 787): fine grit grinding wheel; coarse grinding wheel; 2 steel wheel guards with covers; 2 adjustable tool rests; 2 adjust- 
able spark shields; 2 15-watt illuminated eye shields; 4 rubber feet; 2 bolts for bench mounting; rocker switch in base. 
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Bench 
Grinders 


8” Heavy-Duty Ball-Bearing 
Bench Grinder 


Model No. 74 (1 phase) 
Model No. 76 (3 phase) 


Has the extra power needed to do 
tougher types of jobs. Full % H.P. motor. 
Ball-bearings have been placed where it 
counts to assure long, trouble-free 
dependable service. Motor is 

» completely enclosed to keep out 
abrasive dust. Enclosed steel wheel 
guards meet all safety requirements. 
U-shaped tool rests give full support, 
are adjustable for wheel wear and 

are perforated to prevent accumula- 
tion of dust and metal. Wheel 

guards are equipped with adjustable 
spark shields and will take standard 
3-section wire wheel brush without 
changing guard. 

Switch: 2-pole pushbutton switch, 
recessed for protection but easily 


accessible. are equipped with outlets for connection fialed boat RPM: (No. 83) 1750 at 60 
Bearings: ball-bearing equipped to exhaust ducts or dust-collecting Beateylen 1420 at soccer a 
throughout. system. 
Switch: 2-pole toggle switch. 
Bearings: ball-bearing equipped 
throughout. 
Comparative Specifications 
Motor Height to 
: Be Rating Spindle C/L of Wheel Amps. rated at 115V Amps. rated at 220V No-load RPM Net Wt. Ship. Wt. 
Wods!| No. Phaee H.P. Length Spindle Size 60 cycles S50cycles 60 cycles 50cycles 60 cycles 50 cycles Voltages’ Ibs. Ibs. 
10” diam. 
22 i 1 23%” 9%” 1” face 13 14.6 — _ 1500 115V* 114 125 
re d 4 st %” hole 
10” diam. 
85 3 i 23%" 936" face — — 3.2 3.2 1500 220V or 
a ace. 5 440V4 114 125 
8” diam. 
7 1 Ye 18%" BM” Ja"tace 9.75 10.0 = — 3000 MI SVior tgs 72 
ba %” hole 220V 
8” diam. 
76 3 ry, 18%" BY? "lace 2.3 2.4 = ES 3000 P20ViOL Saigs 72 
5%” hole 440Vi 


10” Heavy-Duty Ball-Bearing 
Bench Grinder 


Model No. 83 (1 phase) 
Model No. 85 (3 phase) 


Powered by a full 1 H.P. B&D 
constant-speed motor. Designed for 


the finest tool dressing, grinding, wire 
brushing, burnishing and buffing. 
Motor is completely enclosed to keep 
out abrasive dust. Ball-bearing 
equipped for smooth power flow and 
long life. Strong steel enclosed wheel 
guards, with removable end plates, 
meet all safety requirements. 

Guards are wide enough to take a 
4-section wire wheel without changing 
guard. Tool rests and spark shields are 
adjustable for wheel wear. Guards 


Motor: (for No. 83) single phase induc- 
tion motor; (for No. 85) 3 phase Induc- 
tion motor. Please give current charac- 
teristics, voltage phase and cycle-when 
ordering. 


*Not reconnectable. 125V, 150V, 220V or 240V available on special order. Specify which one. 
+Reconnectable for either voltage. 550V available on special order. 


Standard Equipment: Nos. 83 & 85—No. 10274 Coarse Grinding Wheel; No. 10275 Medium Grinding Wheel; 2 wheel guards with tool rests and * 
switch in base; lead wires for permanent connection; 4 rubber feet. 2 ? aeketitta 


Nos. 75 & 76—No. 18061 Medium 8” Grinding Wheel; No. 18062 Fine 8” Grinding Wheel; two enclosed wheel guard 
: i : f s with tool rest 
shields; pushbutton switch in base; lead wires for permanent connection; 4 rubber feet. : ; ree Tea 
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No. 34575 One 3¥%4” x 5%” Eye-Shield. 
Includes glass, brackets, bolts. 


No. 34576 One 3%” x 5%” Replacement 
Shatter-proof glass. 


No. 19115 Cutter-type Dresser (with spare 
cutter set). 


No. 19983 Replacement Wheel Dresser Cut- 
ter Set. 


No. 21961 Diamond Wheel Dresser, com- 
plete with diamond, 


No. 5574 Diamond and Nib for No. 21961 
Dresser, 


CUTTER DRESSER 


DIAMOND 
DRESSER 


Bench 
Grinder 
Accessories 


Bench Grinder Pedestal 
Model No. 53536 


Convenient height. Detachable water 
pot. Use with all B&D Bench Grinders. 
Height: 3156”; Base 16” sq.; Ship. 

wt. 53 Ibs. 


Shatter-Proof Eye-Shields 
(not illuminated) 


For 6”, 8” and 10” Bench Grinders. 
Shields are bolted to Wheel guards 
through holes already positioned 
on bench grinders. Brackets are 
quickly adjustable to suit operator. 


Grinding Wheel Dressers 


Two types of Wheel Dressers are 
available for truing and cleaning 
Bench Grinder Wheels. The cutter 
type dresses the wheel quickly for 
fast grinding; the diamond type 
produces a very accurate, smooth 
face for finish-grinding. 
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|| Grinding Wheels 


Black & Decker Grinding Wheels 
are manufactured by the nation’s 
leading abrasives manufacturers to 
stringent quality specifications. 
Versatile in that they can be used 
on Bench Grinders, Portable and 
Die Grinders, Portable Sanders, 
Drills, etc.; these Grinding Wheels 
are built for rugged heavy-duty use 
and long life. 


QUANTITY DISCOUNT: 
5-24 LESS 5%; 
25 or more LESS 10%. 


* See below for required arbor. 


Cotton Buffs 


Used on Portable or Bench Grinders 
for general purpose buffing, polishing, 
coloring, cutting and finishing. 
Mounted directly on wheel spindle. 

3” Dia. Buff is used with %” and 

¥2" Drills. ¥” Spiral Stitched, 
Pieced-type. 


ett er oe 


Wheel Arbors 


Fits %” to ¥2” Drills. Carry grinding 
wheels, wire wheel brushes and 
cotton buffs. 


Rubber 
Backing Pad 
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Description 
Use with tools Model Style 
No. Diam. Face Hole Specifications Type 
6” Utility, 6” Junior, 6” Std. Bench 38022 6” Sa” ya” A60 RV 1 
Grinders, No. 614 6 H.D. Bench 39023 A46 RV 1 
Grinder 
6” H.D. Bench Grinder (H, K, L, 15314 6” %” %” A60 RV 1 
and M), No. 616 6” H.D. 15315 A46 RV 1 
Deluxe Bench Grinder 
8” Bench Grinder (F and G) 18061 8” i” 5” A36 N6V 1 
18062 A60 L6V 1 
10” Bench Grinder (B, C and D) 10274 10” is %” A24 Q6V 1 
10275 A46 N6V 1 
Portable Grinder and Die Grinders 20329 242” %” v2" A30SB 1 
20330 a %” v2" A36SB 1 
24317 3” 2" %” A36 SB 1 
36804 2%" 2" %” A36 SB 1 
4” Portable Grinder 6772 4” %” Ye” AS46 RV 1 
5” Portable Grinder 3042 §” %” a" A46 RV 1 
6” Portable Grinder 3148 6” 1 oe” A46 RV 1 
7” H.D. Bench Grinder 59552 fe Ys" 2” AS46NV 1 
7” H.D. Deluxe Bench Grinder 59553 ff %” 7 tad A60 NV 1 
No, 787 
7” Special Sander 10663 4” Ya” 2" A46 QV 6 
Ya” Drill" 39024 3” ¥2” 2” A60 M V 1 
ee - “~ 
> = * » ; A 
Model No. 39015° 26870 39016 26872 26873 26874 26875 26876 
Buff Diameter 3” 4” 6" 6” 10” 6” 8” 10” 
Width ¥e” Se” Yo” 5%” Se" %" Ys" %" 
Hole Diameter v2” v2" v2" 58” Ys" ve” 56” Ye" 


No. 39026 %” Drill Arbor (¥2” Diam., %” Shank). 


No. 8449 = ¥2” Drill Arbor (¥2” Diam., %2” Shank). 


No. 66547 44%” Rubber Backing Pad with Plain Shank 


WHIRLWIND® WIRE WHEEL BRUSHES 


Mode! Brush Max. Safe No. of Brush Wine Size Arbor 
No Dia. Speed RPM Sections Hub Face Hole Adapter 
39009 m7 har 
23201 4” 4500 2 Kh,” hk” 
21397 ’ 3 1% 
39011 1 he” 
39012 6” 3750 2 1144” a" 
014” WIRE DIAM. 21401 3 if 
(30 GAGE) 23204 1 hen 
23205 ” 2 14,” 4” 
(for rough general Se 7 3600 3 ne % 
purpose cleaning) 59601 1 Fed Ye" 
23206 1 Vite 
23207 8” 3600 2 Why” 5” 
21405 3 1” 
21407 10” 1800 4 1K.” %” 
21409 12” 1800 4 1%” 1%” 
27000 1 The” 
27001 4” 4500 2 bY a 2" 
27002 3 1% 
" 27003 1 Th MY 
0118” WIRE DIAM. 27004 6” 3750 2 ipso by 4" 
(S35GAGE) 27005 3 1” 1%” 
(for high-speed 27009 1 i” fy 
buffing operations) 27010 8” 3600 2 IY, 1% ” 
27011 3 1 1%" 
27012 10” 1800 “ 1K.” 1% Ye” 
27013 12” 1800 4 1%” 2% 1% 
39008 { he 5" 
23209 4” 4500 2 As Ya” rd 
.005” WIRE DIAM. 23210 3 1 1Ve 
(47 GAGE) 39010 1 a” y" 
2 " 3750 144" 12% j 
(for fine finishing Se : 3 ne 136” a 
and burnishing) 23217 1 he” Va" 
23218 2 Wee 1%e" she 
23219 8” 3600 3 1 1h” 


Use Model Nos. 39008 and 39009 4” Wire Wheel Brushes above with %” Drills and Wheel Arbors 
on preceding page. 


A. Fit all sanders with %”-11_ thread 
spindle. 6000 R.P.M. maximum safe speed. 
No. 18056 4” Wire Cup Brush 

(.020” crimped). 
No. 24353 5” Wire Cup Brush 

(.020” crimped). 
No. 12398 6” Wire Cup Brush 

(.020” crimped). 


B. Fits Into chuck of any %” Drill. Has 
straight chuck shank. 2000 R.P.M. maxi- 
mum safe speed. 


No. 39014 3” Wire Cup Brush. 


PAA 
gd Le AG 


No. 21416 Ane. solid wire-filled brush 


No. 21417 Side-flare brush for close corner 
work (B). 


No. 21418 Small cleaning brush. 
No. 21419 yd core, flare-bottom brush 


FOR 6” BRUSHES: Built-In arbor hole 

plates have 1” hole. Extra adapters avall- Model No. 14080 14081 
able In sizes shown at right. Same adapt- Hole Size Yo" 56” 
ers fit 1, 2 or 3-section Brushes. 


FOR 7”, 8”, 10” and 12” BRUSHES: Built-in 


arbor hole plates have 2” hole. Extra Model No. 

adapters available in sizes shown at right. Hole Size niet ee abe 
Sane, adapters fit 1, 2, 3 or 4 section - 

rushes. 


a SS 


Wire Brushes 


Top Quality—Made by us on our own 
special machines so that you can 

be assured of Black & Decker’s 
traditionally high standards of 
quality and performance. 


Versatile Performers—tThere are 
brushes for practically all types of 
grinding, buffing or cleaning 
machines. They can be used for 
removing rust and scale from all 
metal surfaces, for cleaning tanks 
and boat hulls, for removing old 
paint and for cleaning castings and 
structural metal. 


Long Life—High quality, tough 
crimped steel wire, precisely locked in 
place, gives you a brush that has 
longer wearing qualities even on 
high-speed operations. 

Well Balanced—tEach brush is 
balanced and will run true and 

even because of the care with which 
the brushing wires are distributed in 
the body when manufactured. 


Continuous-Strand Construction— 
Each wire tuft is locked independently, 
hence a more dense and even 
brushing surface is attained and there 
is less danger of loose wire. 


Wire Cup Brushes 


Carbon Removing Brushes 


Made of tempered steel wire; used 
with 4” Drills to remove rust and 
scale from metals. Leaves a burnished 
surface. 


Arbor Hole Adapters 


Whirlwind® Brushes are equipped 
with washer-type adapters. Each 
Brush includes two adapters of size 
shown in table at left. Extra adapters 
may also be ordered, in desired sizes. 
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BIT ANGLED JAW CLUTCH 


Postive Clutch — A positive clutch screwdriver is used in applications 
where the operator controls the driving torque. The torque increases in 
relation to the amount of pressure exerted by the operator on the tool. 
As the operator pressure increases, the torque on the screw increases. 
The bit is automatically disengaged when the operator releases pres- 
sure on the tool. 


SPRING MECHANISM 
DEAD SPINDLE CLUTCH SLIP CLUTCH 


Adjustable Clutch — The driving torque in an adjustable clutch screw- 
driver is controlled by mechanical means. The desired screw torque 
can be pre-set with the adjustable spring mechanism. This torque will 
then remain constant. Spring tension causes the “dead spindle clutch” 
to disengage the bit from the driving force (slip clutch) when operator 
releases pressure on the tool. 


LOCKING SLEEVE 


DRIVING CLUTCH 


THREADED NOSE PIECE 


Depth Sensitive Clutch— A depth sensitive clutch screwdriver is the 
best in every application where precise screw depth control is required. 
Depth control is accomplished with a threaded adjustable ‘‘nose piece” 
which screws in or out to pre-set the desired screw depth. As the 
“nose piece” surfaces on the material, the driving clutches disengage 
and the bit no longer turns the screw. 

The “locking sleeve” which locks the “nose piece” in position should 
be slipped back before the “nose piece” setting can be adjusted. 


Screwdrivers 


Black & Decker offers you the best 
in power screwdrivers for any 
threaded fastener application. 

You'll find the one that fits your 
needs in this catalog. Test one. 
You'll find speed, torque and 
operating comfort that no other 
screwdrivers give. Black & Decker 
builds for continuous, troublefree 
operation . . . comfortable operation. 
These tools are flexible — Torque 

is easy to control. You can have 
quick change bit holders. Depth 
sensitive clutch for pre-determined 
driving, positive clutch models for 
“operator controlled” tightness, or 
adjustable clutch models for pre-set 
tightness. And every Black & Decker 
screwdriver has a Black & Decker- 
built motor! Try one today! 


Speed—Time means money in 
assembly work, repair, installation 
and “knock-down” operations. B&D 
Screwdrivers accomplish these faster 
—enabling operator to turn out more 
actual work per hour. 


Less Fatigue—With comfortable 
balanced control, light weight, and 
greater ease of operation, B&D 
Screwdrivers make work easier on 
the operator—take the hard work 
out of screwdriving. 


Uniformity—Modern assembly 
methods demand uniformity of 
product in strength and tightness as 
well as design. B&D Screwdrivers 
provide this strong, uniform tightness 
for all types of screws. 


Less “Down Time’’—In addition to 
regular continuous-production work, 
B&D Screwdrivers facilitate repair and 
installation work on all types of 
assembly line machinery. 


C No. 627 


| No. 630 H. D. Drywall Screwdriver 


Model No. 740-2 


Used for mounting wallboard quickly 
and profitably. Use with 1” and 15%” 
Steel Studding Screws, 1%” Wood 
Studding Screws and Acoustical 

Tile Screws. Screws used in drywall 
installation eliminate nail-pops. 

Collar of Screw Depth Locator adjusts 
so that each mounting screw is driven 
to an exact pre-set depth below the 


No. 8 Center-Drive SCRUGUN® 
Screwdriver = 
Adjustable Clutch Model = B- 


Model No. 580 (paddle switch 
and reversing switch) Soa 
= 


Compact, lightweight. Perfect for 
driving up to No. 8 screws on 9 


assembly-line work. Clutch is con- No. 628 ) 
trolled by two springs which permit No. 631 wallboard surface. Automatically 
automatic driving of varying sized y prevents marred screw hea 
screws to a uniform degree of tightness. : : - damaged wallboard surfaces, broken 
Switches: Paddle switch is best suited 2! § } Bee cubic Bae bits, or stripped threads, Included 

' i _— Screwdrivers Magnetic Bit Tip Holder efficiently 


to operations where tool is frequently 
turned “ON” and “OFF”’ for short 

intervals of time. Toggle switch is : 
convenient for continuous operations. fastener tightness by amount of 
pressure applied and in Adjustable 


Duty Rating: continuous heavy-duty use. Clutch models for driving fasteners 
Bearings: 4 ball, 1 ball thrust. to a pre-determined tightness. 

Models 630 and 631 equipped with a 
reversing switch, conveniently located 
on the top. Bit retained by spring-loaded 
ball for rapid changing. Heavy-Duty 
generated tooth clutch gives longer, 
trouble-free service. Clutch adjust- 

ment nut for easy changing of driving 
torque on bit. Positive driving clutch 
permits spindle to idle—to engage 


holds Bit Tips that fit No. 2 Phillips 
Head mounting screws. Can also be 
used for mounting acoustical tile and 
other wallboard materials where a 
pre-set screw depth is wanted. 
Bearings: 

6 ball, 2 needle. 

Duty Rating: 

continuous heavy-duty. 


Offered in Positive Clutch models for 
jobs where operator controls 


Replacement Parts for 
No. 740-2 Screwdriver 


faster. No. 52059 

D : Magnetic Bit Tip Holder. 

: biygnating: No. 52058 
continuous heavy-duty use. Bit Tip (for No. 2 Phillips Head 
Bearings: Screws). 

2 ball, 2 caged roll Lubricant 

4 BA For Screwdrivers. 

E ? No. 60541 

Switches: 1 Ib. Can Std. Gear Grease. 


single pole trigger; reversing switch 
on Models 630 and 631. 


Comparative Specifications 


Capacity 
Paddle Self-tapping Machine No-load Amp. rsting Length Net Wt. Ship. Wt. 
Rov. Sw. Switch Wood Screws Screws Screws & Nuts RPM at 115V (incl. bit) Ibs. Ibs. 
ABLE CLUTCH 
so Yes Yes #6 x %” No. 8 No. 8 Mo el. le ie 27. 5 
Capacity 
Machine 
re ; Self-tapping Screws Amp. Rating Length 
Modo! Ho. ey. S Wood Screws Screws & Nuts No-load RPM at 115V {incl. bit) Net Wt., Ibs. Ship. Wt., Ibs. 
POSITIVE CLUTCH Ses 
627 Sy toes 310 x 2” No. 12 No. 12 800 fs | ne Ee = 3% 
620 Yes #10 x2” No, 12 No, 12 800 pal ee Ae” 3% 
ADJUSTABLE CLUTCH j i 
628 = #10 x2” No. 12 No. 12 800 2.3 101%" 4 5 
631 Yes #10 x2” No. 12 No. 12 800 2.3 401%" 4 


H.D. Drywall Screwdriver 


———_———— 


No-load . Rated 
Model Speed Length at 115V Net Wt. Ship. Wt. 
No. 740-2 2500 RPM 113%” 3 amps. 4 Ibs. 5% |bs 


eee ee eS SSS Sa 
Btenderd Equipment: suspension bail & reversing switch (with No. 8 Screwdrivers). 
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By | Screwdrivers 


Heavy Duty Hi-Torque 
ScruGun® Screwdrivers 


Most powerful pistol grip screwdrivers 
you can buy! 


New—low speed model that will drive 
a No. 16 wood screw or a % thread 
forming screw. 


New—choice of new quick change bit 
holder or a new depth sensitive clutch. 
The clutch gives you precise, pre-set 
screw depth on flat surfaces. 

Black & Decker motor delivers greater 
torque at higher speeds than any other 
comparable tool. Heavy-duty heat- 
treated gear train lasts longer. Clutch 
has hardened wear surfaces. Special 
handle design gives operator comfort 
for all driving applications. 


Model No. 940 


Model No. 940-01 
Model No. 940-02 Bearings: (Nos. 940, 940-01) 6 ball, 
2 needle. (No. 940-2) 8 ball, 2 needle. 


No. 12 Pistol Grip 
ScruGun® Screwdrivers 


Your choice of positive clutch models 
for operator-controlled tightness, or 
adjustable clutch models for pre-set 
tightness. 


Duty Rating: continuous heavy-duty. 


Bearings: (Nos, 402 and 572) 8 ball, 
2 needle; (Nos. 350 and 573) 9 ball, 
1 needle. 


Switches: double pole trigger; 
reversing switch on Nos. 572 and 
573 only. 


(not illustrated) 
Model No. 350 
Model No. 402 


Comparative Specifications 


Thread 

No Amp. Machine Forming, Sheet 
Mod, Rev. Load Rating Wood Screws Drill Pt. Thread Metal 
No. Clutch Bit Holder Switch RPM 115V Screws and Nuts Screws Cutting Screws Length Net Wt. Ship. Wt. 
940 Peddatlte Snap-In Yes 2500 4.0 #10 Ya" #12in.218Crs. 4" +10 1024” 4Ibs.-120z. 6 Ib. 
940-01 Positive Quick-Change Yes 2500 4.0 #10 ee #12 in .218 Crs. vem 10 942” 4lbs.8o0z. 51b.-12 oz. 
940-02 Positive Quick-Change Yes 800 4.0 #16 Ye” Not Recomm. %” Ye” 9%" $Ibs.-120z. 6 1b. 

Thread 

No Amp. Machine Forming, Sheet 
Mod. Bit Rev. Load Rating Wood Screws Thread Metal 
No. Clutch Holder Switch RPM 115V Screws & Nuts Cutting Screws Length Net Wt. Ship. Wt. 
402 Positive Snap-in No 600 3.0 +12 V4" Va" %" oF 3 ib.-12 oz. 4 1b.-12 oz. 
572 Positive Snap-in Yes 600 3.0 #12 Vs" V4" Vs" 9” 3 Ib.-12 oz. 4 1b.-12 oz. 
350 Adjustable Snap-in No 600 3.0 #12 Ve" Va" %” 10%4* 4 1b. 5 Ib. 
573 Adjustable Snap-in Yes 600 3.0 #12 Va" V4" Ya" 10%” 4 1b. § Ib. 


Standard Equipment: No. 940 ¥2” dia. Nose Piece and 56” dia. Nose Piece, Reversing Switch. 
No. 940-01 Quick Change Chuck and Reversing Switch. 
No. 940-02 Quick Change Chuck, Reversing Switch, and Side Handle. 


NOTE: SPECIAL VOLTAGE TOOLS. Special voltage requests should be processed through normal distribution channels to determine feasibility, price, & delivery date. 
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Model 950-01 
Model 950-02 
Model 950-03 


New Super Torque 
Reversing Screwdrivers 


most powerful and durable you can buy! 


You can have the 950’s superior driving 
torque in a choice of speeds to handle 
anything up to a No. 20 wood screw, 

a ¥%” machine screw, a ¥2” thread- 
forming screw, ¥e” lag bolt... or any 
self-drilling screw. You can have a 
quick change bit holder or a depth 
sensitive clutch for precise, pre- 
determined screw depth on flat surfaces. 
Check the specification table. 

All 950’s have new heavy-duty heat- 
treated gear trains for long trouble-free 
service. The powerful motors are 
Black & Decker-built! 


Bearings: (Nos. 950-01-02-04) 3 ball, 
4 needle. (Nos. 950-03-05) 3 ball, 
6 needle. 


Model 950-04 
Model 950-05 


Comparative Specifications 


No. 14, No. 18 
Screwdrivers 


Model No. 564 
Model No. 567 


Easy-handling power drivers for 
production assembly using all types of 
threaded fasteners. Drivers have 
“dead” spindle clutch provision for 
“finding” the slot or fastener head. 
Adjustable clutch can be set for 
uniform fastener tightness. 


.) 


Thread 
Machine Forming, Sheet 
Mod. Rev. Screws Drill Pt. Thread Metal 
No. Clutch Bit Holder Switch Screws & Nuts Screws Cutting Screws 
Snap-in Yes 3" Ye" %” Yn” 
Pp ; Snap-In Yes Ye” 4” 3” 
950-03 “gels th Snap-in Yes Ye" Not Recomm. 12” %” 
Quick-Change Yes Ye” Ya" Ye” Yn” 
950-05 ive Quick-Change Yes hh” Not Recomm. 2” “4” 


Standard Equipment: (950 Series) 7” Side Handle, Reversing Switch. Universal Motor (115V) AC-DC. 


OO 


; No Amp. 

Mod. Bit Rev. Load Rating Wood 
No. Clutch Holder Switch RPM 115V Length Screws 
564 Adjustable Snap-in Yes 500 2.3 15%” a4 
567 Adjustable Snap-in Yes 500 3.3 17a” +18 


Standard Equipment: (Nos. 564 & 567) Quick change chuck with %.” hex socket, reversing switch, 


NOTE: SPECIAL VOLTAGE TOOLS. Special voltage requests should be processed through normal distribution channels to determine feasibility, price, & delivery date. 
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Tapper & 
screwdriver 
Accessories 


NO. 38741 < 


Model No. 586-1 (3-Jawed Chuck) 


3-Jawed Chuck on No. 586-1 Tapper 
permits the most rapid insertion and 
removal of Tapping Bit. Chuck 

jaws are tightened by turning key in 
all 3 holes in chuck body. Lightweight, 
easy to handle. 


Balance Reels 
Model No. 38741 Cable (non-electric) 
Model No. 38848 Electric Cord 


Use over work benches or along 
assembly lines for counterbaiancing 
portable tools or fixtures. Eliminates 

twisting and tangling of cords. Has 
adjustable spring-loaded cable 
take-up. Rotates 360° in either 
direction; can slide on track. 


BALANCE REELS 


1/4” Tapgun® Tappers Model No. 38741 38848 

Model No. 586 (Tap Chuck) Max. Ext. 6’ 10° 

Improved motor over-load capacity. Adj. Range, Ibs. 0-10 0-7 

Automatic reversing mechanism backs Housing Dia. 7¥%4" 7%” 

tap out of threaded hole at high Witen nen Conk 3 

speed when operator pulls backward i = > 

—no reversing switch needed. Cable Wire Gage = ue 
Amps. Rating _ 6 
Volts Rating _ 125 
Net WL, Ibs. 4 4% 
Ship. Wt., Ibs. 4M 5 
Model No. 38848 has a Twist Lock Plug and 
Connector. 

Comparative Specifications %” TAPGUN® TAPPERS 

No-load Speed 
Tapping Cupacity Brass or Tapping Reversing Rated at Net Wt. Ship. Wt. 
Model No. Mild Steel Cast Iron Aluminum (RPM) (RPM) 115V Length Ibs. , Ibs. 
586 (T 
(Top chuck) Ya" Ha” 2" 400 525 3.0 amps. 10%" 4% 6 


586-1 (3-Jawed Chuck) 


Standard Equipment: 
(Model No. 586) Jacobs Tap Chuck with two collets (0” to %” and 4” to .381”). 
(Mode| No, 586-1) No. 23519 44” Tapered Chuck and Key; detachable side handle. 
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Screwdriver 
Accessories 


Power Bits, Insert Bits, Finders, Holders 


1/4” Hex Drive Shanks for 
1/4” Square Drive Sockets 


For Nos. 8, 10, 12, 940 Series and 
861, 862 Air Screwdrivers 


q 
El 
Shank Square 
Size Drive Length Mod. No. 
Ya” Ya” 2” 20510 
Ya” Ya” 6” 20511 


2 


1/4” Square Drive Sockets 
For Driving Hex Nuts and Sheet Metal Screws 


=> 
Hex 4 
Broach 
Type Size Diam. Length Mod. No. 
Non-Mag. Va" a” Ye” 20512 
Non-Mag. K.” we” Ye" 20514 
Non-Mag. %” Ke" 154” 20516 
Magnetic Va” Ae” %" 38420 
Magnetic He” ve” Ye" 38422 
Magnetic %” He" Ya” 38424 


7/16” Hex Drive Shanks for 
1/2” Square Drive Sockets 
For Nos. 14, 18, & 950 Series Screwdrivers 


Shank Square | 
Size Drive Length Mod. No. 
Ae” %” 2%” 22792 
Ne” ye" 2%” 22794 


1/2” Square Drive Magnetic Sockets 
For Driving Hex Nuts and Sheet Metal Screws 
<=> 


Hex 
Broach Diameter 
Type Size Nose Drive Length Mod. No. 
A %” 5” He” 1¥2" 63405 
B vi AY He” 12” 63406 


Hex Shank Bit Tip Holders 


Va" Hex for ¥4” Tips 


a 
Type Length Mod. No. 
Magnetic* 3” 52059 
*For No. 740-2 only 
Non-Mag. 2%” 61108 
Magnetic 2%” 63957 
Ihe" Hex for He" Tips 
Non-Mag. 2%” 63385 
Magnetic 3%2” 63386 
Nut Setters 
Y%4" Hex Drive—One Piece 
Socket 
Size Type Length Mod. No. 
%” Non-Mag. 2h” 61105 
Ke Non-Mag. 2h" 61106 
He” Non-Mag. 2h" 61107 
V4" Magnetic 156” 49278 
“se” Magnetic 2h6" 65876 
Hy” Magnetic 2h6" 65877 
%” Magnetic 26" 65878 


Hex Bit Extension 
Cat. No. 22539 


ee ee | 


Hex Shank Insert Bits 


Ve" Hex 
—_——> Screw Type Point Size Mod. No. 
es Phillips 1 38403 
><) 2 38404 
2 & drywall 52058 
3 38405 
4 
=> Frearson 6 & larger 38406 
} Reed & Prince 5 & smaller 65902 
Phillips 2 61102 
Ca OCOiPozidrivs 3 61104 
re) : 
Socket Head %” 
Ss and Cap Screws He” 
%" 
oO Ye” 66270 
%" 66272 
He” 66274 
Hex Shank Power Bits 
Y%"” Hex 
Screw Type Point Size Length Mod. No. 
Phillips 1 1H 6” 54595 
2 1% 6” 54592 
2 3%” 54599 
3 Whe” 54594 
2 342” 
3 3%2” 
4 32” 
Phillips 2 44” 61098 
Pozidriv® 3 1H” 61100 
1/4” Hex Bit w/Non Rotating Finder 
5 ee aa 4 719XXX SERIES FINDERS. 
SCREW TYPE Bit Non-Mag. Finder 
Fiat or Oval Round Fillister Mod. No. Mod. No. 
2 2 3 39119 719800 
3,4 3,4 4,5 38412 719810 
5 5 6 13208 719820 
6 6 8 38413 719830 
8 8 10 13207 719840 
10 10, 12 12 15475 719860 
12, 14, V% 14, 16, V4 Yq 65901 - 
14, V4 Ys 65901 719870 
Binding Pan Truss 
2 2,3 39119 719800 
3 4 2 38412 719810 
4 5 3,4 13208 719820 
5 6 38413 719830 
6,6 8 5,6 13207 719840 
10 10 8 15475 719860 
12, % 12, Ya 10 65901 — 
12 12 10 65901 719870 


4” Hex 
Mod. No. 


54598 
54596 
54597 


65879 Finder Sleeve with Non-Magnetic Finder. 


Magnetic Finder 
Mod. No. 


719200 
719120 
719130 
719500 
719160 
719170 


719200 


719170 


265879 FINDER SLEEVE—Adapts all No. 8, 10, 12 Scruguns® screwdrivers for holding ##719XXX series finders. 


Use with above bits and finders. 


1/4” Hex Bits w/Rotating Finder 


Flat or Oval Round 
4,5 4,5 
8 8 
8 8 
10 10 
12 12 
Binding Pan 
4,5 4,5 
6 8 
6 8 
8, 10 10 
12 


Fillister 


7/16” Hex Bits w/Rotating Finder 


For Nos. 14, 18 and 950 Screwdrivers 


Flat or Oval Round 
6,8 6, 8, 10 
10 12 
12 14,% 
14, 16, Va 16, 18 
18 28 

, 20, 20, 
24, Ye u 24, HG 
Binding Pan 
6 6,8 
8, 10 10 
12 12 
% Ys 

Ne 


Fillister 


Bit Bit and Finder 
Mod. No Mod. No. 
17688 17690 
13353 13356 
13470 13469 
18594 18593 
46687 21731 
17688 17690 
13353 13356 
13470 13469 
18594 18593 
46687 21731 

Bit Bit and Finder 
Mod, No. Mod. No. 
5106 5346 
5108 5330 
5110 5343 
5112 5344 
15065 15101 
5116 5364 
5120 5369 
5106 5346 
5108 5330 
5110 5343 
§112 5344 
5116 5364 


Bit Length 


3%” 
32” 
6 


Bit Length 


$a Black & Decker. stl 


hah hh bh hh hhh hha tiiah ahahaha ah nan aeainan ns an 
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Type of Screw 


Special Metal Building 
Sealer Screw 


Teks®* Trailer Decking 
Screw 


No. 18 Wood Screw 


No. 10 Wood Screw 


¥e-16 Swaging Type 
R.R. Deck Screw 


Y2-20 Thread Forming 
Screw 


10-32 Machine Screw 


No. 14 Type A Sheet 
Metal Screw 


Drywall Screw 


Y%4-14 Super Teks® 
Sealer Screw 


10-24 Type F Thread 
Cutting Screw 


6-32 Thread Forming 
Screw 


4-24 Teks® Drill 
Point Screw 


{ 
{ 
| 


} 
| 


BD 


Driver Recommended 
940 

950-01, 950-04 

950-05 


627, 630 


950-01, 950-04 


950-03, 950-05 


628, 631 


350, 402, 572, 573 


740-02 


940 


350, 402, 572, 573 


628, 631 


580, 740-2 


j ! 
Note: The above screw types represent general threaded fastener classifications. Black & Decker screwdrivers are capable of driving many 


other threaded fasteners not Classified in this chart. 
* Registered Trade Mark, Illinois Tool Works Inc, 
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Impact 
Wrenches 


The most versatile power tools 
available. Impact Wrenches can 
handle nuts, bolts,lag screws 
and self-drilling and self-tapping 
screws. With the addition of 

a special 3-jawed chuck, they 
can also handle the toughest 
drilling jobs such as large holes 
with a wood auger. Change to a 
special screwdriver bit chuck 
and you have one of the 

finest heavy-duty screwdrivers 
you can buy. All this wrapped 
up in one compact portable 
power tool. It will pay you 

to see a demonstration today. 


1. Drill through pole quickly, safely. 
No torque reaction. Reversing switch 
permits easy auger removal. Fastens 
hardware with same wrench. 


2. Guy wire clamp nuts are attached 
or removed in seconds. Used pole 
hardware removed in a jiffy. 


3. Boat building takes a much shorter 
time with the No. 724-1 Wrench... 
fastens up to No. 24 screws and large 
marine bolts in seconds. 
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Impact 
Wrenches & 
Accessories 


PRESS HERE 
FOR FORWARD 


PRESS HERE 
FOR REVERSE 


EXCLUSIVE: 
ROCKER SWITCH 


1/2” Sq. Dr. H.D. Impact Wrench 
Model No. 824 

1/2” square drive, 1/2” bolt capacity 
Hardened alloy steel impact parts for 
long life. Sealed mechanism chamber 
needs less frequent lubrication. 

New lubricant with greater load 
capacity and life. Ring type socket 
retainer for long anvil life. Genuine 
B&D-built motor with new wrap-around 
lead construction and hot staked 
connections to prevent lead breakage. 
Trouble-free all sleeve bearing 
construction. 


| 
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3/4” Sq. Dr. H.D. Impact Wrench 
Model No. 625 

3/4” square drive, 7/8” bolt capacity 
Heavier construction throughout to 
handle the driving or removal of larger 
bolts, nuts and screws. Work is 
performed quickly and easily on the 
toughest jobs. Has all of the 
outstanding features listed for the 

No. 724 above (except a different type 
anvil). 

Duty-Rating: heavy-duty continuous use. 
Bearings: 3 ball, 2 needle, 1 roller. 
Switches: built-in reversing switch ring; 
H.D. double-pole trigger switch. 


Comparative Specifications 


1/2” Sq. Dr. H.D. Impact Wrench 
Model No. 724 

1/2” square drive, 1/2” bolt capacity 
Has longer life and fewer maintenance 
costs than any other make electric 
impact wrench on the market! 

Special B&D Impactor drives high- 
chrome nickel-steel anvil with full- 
impact force. Impacting efficiency is 
maintained indefinitely, regardless of 
length of service. Anvil is equipped 
with sealed ro//er bearing for long life. 
Coolest running impact wrench on the 
market! B&D-built motor has patented 
armature construction and spiral 
leads designed to absorb vibration 
and give longer, trouble-free service. 
Ball-bearings on armature and 
planetary gear carriage. 

Duty Rating: heavy-duty continuous use. 
Bearings: 3 ball, 1 roller. 

Switches: built-in reversing switch ring; 
H.D. double-pole trigger switch. 


Deluxe 1/2” Sq. Dr. H.D. Impact 
Wrench Kit 

Model No. 724DK 

Ya” square drive, 42” bolt capacity 

Sturdy steel kit box protects too! and provides 
safe mobility for the wrench and accessories. 
Contains the powerful No. 724 H.D. 

Impact Wrench for driving or removing nuts, 
bolts, cap screws, or lag screws with 
minimum effort. See above for specifications 
of the No. 724 Wrench. Standard Equipment: 
Model No. 724 Impact Wrench; 6 hex 

sockets (%2”, %s", 56”, ie’, M4”, '%0); 

No. 50487 Right Angle Head; No. 45429 
3-Jawed chuck; two rubber protector rings; 
rings; and sturdy steel carrying case 

with hinged lid. Weights: net 23% lIbs.; 

ship. 24% Ibs. 


1/2” Sq. Dr. H.D. Impact Wrench Kit 
Model No. 724K 

¥2” square drive, %2” bolt capacity 

Has same features and specifications as 
those listed for No. 724DK Kit 

except without 3-Jawed chuck and Right 
Angle Head. Kit Weight: net 17% Ibs., 

ship. 182 Ibs. 


=> J 
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IMPACT WRENCH ACCESSORIES 
A. 3-Jawed Chuck—takes %” to Y2" dia shanks 
(for Nos. 724 & 824 Impact Wrenches). Model 
No. 45429 
B. Screw Driver Bit Chuck—takes ‘%.” Screw 
Driver Bits, Shanks, and Sockets (for Nos. 724 & 
824 Impact Wrenches). Model No. 33345 
C. Right Angle Head—Model No. 50487 (fits ¥2” 
Sq. Dr.) 
D. Adaptors—Model No. 22794 Repl. %." hex. 
to V2" sq. shank Adaptor for Nos. 724-1 & 
624 Elect. Imp. Wrenches, Model No. 51611 
Repl. 5e” hex. to 5¢” sq. shank Adaptor for No. 
625-1 Elect. Imp. Wrench, 


i 


Impacts Length to Side to 
Mode! No. Squere Drive Bolt Capacity No-load RPM per min. Rated at 115V Shoulder Center Net Wt., Ibs. Ship. Wt., Ibs. 
iy m" yy” 1800 4 amps. 10%" 1¥2 7 10 
625 Ye" 1600 6.5 amps. 1344” 1% 12% 1412 
824 rs os ye” 2000 4.7 amps. 9%" 48%," 6% 9% 
Here is general Information on the capacity of the No. 625 Wrench: 
[ar-rigiealn ann anADed ae GHADERMEEMEEIEMNGRADES ENT MNINIGRADES =. | GRADES... (nin 


(S.A.E. Standard) Commercial Steel 


Bolts & Nuts* 1” up 


Lag Screws* =x 


Low-Carbon Steel 


Medium Carbon, 
Cold Steel 


19,6714 6” Ya" Yo” 


Medium Carbon, Quenched 
and Tempered Steel 


Medium Carbon, Quenched 
and Tempered, High 
Strength Steel 


ya Pe 


S_——_—— vO OOOO mn aaa  — — —— eT — 


———— —— a 


*Shank diameter. 


Stendard Equipment: (for No. 625) two rubber protector rings. Adjustable side handle. 


re 
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BD) | wrenches 


No. 724-1 H.D. Impact Wrench 

With 7/16” Quick-Change Chuck 
Model No. 724-1 

Bores %,4” to 1%.” diam. holes in 
wood, with hex-shank wood augers, 
without operator torque reaction. 
Reversing switch permits easy, safe 
bit removal from work. Tightens 

or removes construction-type bolts 


and lag screws (up to No. 24) with REPLACEMENT PARTS 
time-saving speed. Has all of the Model No. 22794 
features listed for No. 724 Wrench, Repl. 4s” hex to Ye” sq. Shank Adaptor 


(for No. 724-1). 


page 68. Perfect for installing utility 

: . Model No. 51611 
pole hardware, attaching guy wire Repl. 4” hex to $6” sq. Shank Adaptor 
clamps, pole steps, etc. Also for (for No. 625-1). 


general construction marine installa- 
tions, boat building, truck body and 
house trailer building, prefab building 
erection, etc. 

Duty Rating: heavy-duty continuous use. 
Bearings: 3 ball, 1 roller. 

Switches: built-in reversing switch 

ring; H.D. double pole trigger switch. 
Can use sockets with No. 22794 
adaptor. 


No. 625-1 H.D. Impact Wrench 

With 5/8” Quick-Change Chuck 

Model No. 625-1 

Has almost 3 times the output of the 
No. 724-1 listed above. Works twice 

as fast as the No. 724-1 in equivalent 
size ranges. Has all of the general 
features of the No, 724-1. 

Duty Rating: heavy-duty continuous use. 
Bearings: 3 ball, 2 needle, 1 roller. 
Switches: built-in reversing switch ring; 
H.D. double-pole trigger switch. 


Comparative Specifications 


Quick-change No-load Impacts Rated at Side to Net Wt. Ship. Wt. 
Model No. Hex Chuck RPM per min. 115V Length Center Ibs. ibs. 
724-1 %s" female 1800 1800 4 amps. 1244" 1%2” 7M 10% 
625-1 5" female 1700 1600 6.5 amps. 14%” 1%" 13% 14% 


Standard Equipment: (for No. 724-1) As” hex to ¥2” sq, adaptor; two rubber protector rings; eye bolt; 15 ft. of 3-wire cable; 
(for No. 625-1) 58” hex to 58” sq. adaptor; two rubber protector rings; 15 ft. of 3-wire cable. 
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shears & 
/ | Nibblers 


Nibblers 


Quickly, efficiently cut many 
types of sheet metal up to 8 
gage thickness. Heavy-duty 
construction throughout for 
continuous production work. 
Will also cut many types of 
corrugated metal, plastics and 
composition materials in sheet 
form. Won’t bend or curl metal. 
Operates on punch and die 
principle. Pattern lines can be 
followed on either side of 

the punch, which is made of 
high-speed steel for long 
efficiency. 


Shears i 


Cut sheet metal with a powerful | 
scissors-like action—up to 
30 feet per minute in cold 

rolled steel. Follow pattern 


A. Convenient eyebolt connection for easy over-head suspension. 


B. Heat-treated gears, ball and roller bearing mounted. lines perfectly, only a light 

C. Punching mechanism supported by double row ball-bearing and forward pressure is needed. 
heavy-duty roller bearing. Cutting blade is always visible. 

D. Turn down adjustment permits easy inspection of punch. Heavy-duty construction { 


throughout for continuous 
production work. B&D-built 


Ra: Shear Motor with ball bearings, 
G. Patented automatic oiler increases punch and die life. and heavy-duty switch. 


E. Self-contained easy-filling oil reservoir. 
F. Needle valve permits accurate flow of oil. 


H. Yoke bearing provides maximum life. 
J. Easily-adjustable nitrided stripper. | 
K. Carbide die for longer, more efficient cutting. 

L. High speed steel punch gives long life. 

M. Nylok® screws prevent loosening. 

N. Efficlent cooling system provides cool-running motor. 

O. Machined pad with mounting holes for bench or stand mounting. 
P. Universal motor ball-bearing mounted. 

Q. Light weight extra rugged aluminum housing. 

R. Heavy-duty 3-wire cable. 

S. Handle formed for one-hand operation of tool. 

T. Heavy-duty double-pole trigger switch. 
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Develops the pressure of 
a 2-TON PUNCH PRESS 


No. 8 Heavy-Duty Nibbler 
Model No. 691 


Here’s a Heavy-Duty Nibbler that 
lowers costs by cutting 8 gage metal, 
quickly, easily, on the job! Outstanding 
features are: The Nibbler operates 

on a punch and die principle. As the 
tool is fed along the cutting line, 

small rectangular pieces of metal are 
punched out leaving a smooth edge. 
The material on either side of the 

line is not bent or curled. Patented 
Automatic Oiler which deposits 

proper amount of oil on work to 
increase punch and die “‘life.’’ Carbide 
Die for longer, more efficient cutting, 
Heat-treated and nitrided stripper. 
Handle and trigger positioned for 
one-hand operation. Operator can 
reach out over wide piece of 

material. Cool running; maximum 
overload capacity. 

Duty Rating: heavy-duty continuous 
production use. 

Bearings: 4 ball, 1 needle, 2 roller. 
Switch: H.D. double-pole trigger. 


Comparative Specifications 


No. 8 Heavy-Duty Nibbier 


Capacity 
: = Le, Monel or Non-ferrous Strokes per Min. Cutting Radius 
Model Ho. fMild Stel Stainiess Steel No-load Rated-load Outside Edge Inside Edge Length Height Net Wt. Ship. Wt. 
pase 3 USB E 08T . 10% 1000 600 3%” 15%2”  10'%46” 15% Ibs. 19 Ibs. 
No. 16 Heavy-Duty Nibbler 1 
Cee een nents 
Capacity in Mone 

Strokes per Min. Min. Cutting Radius Rated at Capacity in Stee! or atcllaga 
Model No. No-load Rated-load Outside Edge Inside Edge 115V Intermittent Continuous Intermittent Continuous Length Helght Net Wt. Ship. Wt. 
ee ean ee eran sed 00s Me Promuction Uses ___—Productlon 

3300 2500 1” U.S. Std. U.S. Std. i re, 

632 2.5 amps. 4¢ gage 4aiqnge 18 gage 20 gage 9% 7V2 5¥2 Ibs. 7 Ibs. 


*7 gage mild stes!, intermittent use only. 


No. 16 H.D. Nibbler 
Model No. 632 


For cutting all types of sheet metal. 
Operates on punch and die 

principle. Won’t bend or curl metal. 
Pattern lines can be followed on 
either side of the punch, which 

is made of high-speed steel for long 
life. Punch is reversible for 

double “‘life.”” Storage compartment 
under front knob holds set-screw 
wrench, extra dies, etc. An excellent 
top-output production tool for sheet 
metal plant operations. Efficiently and 
quickly cuts many types of 
corrugated metal, plastics and 
composition materials in sheet form. 
Duty Rating: continuous heavy-duty use. 
Bearings: 4 ball, 1 needle. 

Switch: H.D. single-pole toggle. 


Standard Equipment: No. 691 Automatic oiler; punch and carbide die; Allen wrench. 
Standard Equipment: No. 632 Punch and die; setscrew wrench. 
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REPLACEMENT & ACCESSORY ITEMS 
No. 49487 Punch for No. 8 Nibbler 
No. 46691 Punch & Carbide Die Set 


REPLACEMENT PARTS 


No. 39043 Punch and Die Set (for Type A Nibbler). 
No. 39351 Set of 5 Punches (for Type A Nibbler). 
No. 48824 Punch and Die Set (for Type B Nibbler). 
No. 48825 Set of 5 Punches (for Type B Nibbler). 
No. 39348 Carbide Die. Lasts 6 to 8 times longer 
than regular die. Use on Types A and B Nibblers. 
Perfect for cutting stainless steel. Not for cutting 
corrugated materials. 


No. 8 Nibbler Punch Sharpener 
Attachment 
Model No. 50399 


Quickly, accurately sharpens Punch 
of No. 8 Nibbler. Punch fits in body of 
tool. Step of sharpener is placed on 
tool rest of a bench grinder. 
Successive passes across face of 
grinding wheel sharpens the punch. 


Comparative Specifications 


##12 Shear Strokes per Minute Min. Cutting Size 

Model No No-load Full-load Radius Rated at 115V Length Height Net Wt Ship. Wt. 

507 12 gage (.1046”) 2000 1400 242" 5.5 amps. 12%” 10%” 11 Ibs. 14 Ibs. 

##16 Shear Strokes per Minute Min. Cutting Size 

Model No. No-load Full-load Radius Rated at 115V Length Height Net Wt Ship. Wt. 
ace de nen REAR TG Se ae a eo Ls a ee RN ES 
259 16 gage (.0598”) 3300 2500 4” 2.5 amps. 4h fae 9%” 6% Ibs. 8 Ibs. 

##18 Shear Strokes per Minute Min. Cutting Size 

Model No. No-load Full-load Radius Rated at 115V Length Height Net Wt. Ship. Wt 

697 18 gage (.0478”) 3300 2500 4" 2.5 amps. 92” Ty” 6% Ibs. 8 Ibs. 


Duty Rating: continuous heavy-duty use. 
Switch: (No. 507) double-pole trigger; 
(No. 259) single-pole trigger; (No. 

697) single-pole toggle. 

Bearings: (No. 507) 5 ball, 1 needle, 

1 oil impregnated; (Nos. 259 & 697) 

4 ball, 1 roller, 1 sleeve. 


es 


NO. 33202 


Shear Blade Sharpener 
Model No. 33202 


Quickly and accurately sharpens 
blades for all B&D Electric Shears. 
Operates by sliding along Bench 
Grinder Tool rest. Includes complete 
instructions for operations. 


LUBRICANT 
For Shears, Drills, Tappers, Screwdriv- 
ers, Sanders and Portable Grinders. 
No. 60541 1 Ib. Can Std. Gear Grease. 
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shears 


FOR CUTTING ALL TYPES METAL 
IN SHEET FORM 


Cut sheet metal with a powerful 
scissors-like action... up to 30 feet 
per minute in cold rolled steel. 
Follow pattern lines perfectly, only a 
light forward pressure is needed. 
Cutting blade is always visible. 
B&D-built Shear Motor with spiral 
bevel gears, ball-bearings, forged 
connecting rod, centrifugal fan and 
heavy-duty switch. 


Built for top output on production work. 


Replacement Shear Blade Kits 
Model No. 33088 (for No. 12 Shear) 
Model No. 32105 (for No. 16 and 
No. 18 Shears) 

Complete with all items necessary for 
quick, accurate installation of 

new blades. Has screws, nuts and 
wrenches for adjusting blades to 
correct cutting clearance. 
Contents: Vertical Cutter Blade, 
Horizontal Stationary Blade, 

2 Socket Head Holding Screws. 


Cyclone* Routers 


@ Job versatility In slotting, grooving and circle cutting is greatly increased with low cost 
router guide attachments. 


@ Routing Intricate patterns Is simplified because all Black & Decker Cyclone Routers are 
designed for maximum visibility. 

@ Dovetail Routing provides strong and neat appearing Joints in the manufacture of boxes, 
drawers and custom cabinetry. 

@ Hinge Butt Template Routing greatly reduces door hanging costs without sacrificing 
speed and accuracy. 

@ The Black and Decker 1% H.P. Router has power to spare in making decorative cuts on 
table tops, mantles, plaques. 

@ The Heavy Duty Power Plane utilizes the 1% H.P. Router motor for fast, accurate door 
and edge planing. 

@ Aluminum Routing of door and window openings in mobile home manufacturing eliminates 
Costly fitting operation of exterior siding. 

@ All day long production cutting of sink top “cutouts” in one pass doesn’t bother the 
Powerful 2%” H.P. Cyclone Router. ; ¢ 

© Laminate trimming Is fast, accurate and easy with the Black & Decker Laminate Trimmer 
—now with 35% more power. 


@ EXCLUSIVE. All B&D Cyclone Routers accept 14” and 3%” shank router bits. 134 H.P. 
and 2% H.P. Routers also accent Yo” diameter bits. The Black and Decker collet system 
places the work load closer to the shaft bearings for greater holding power and less runout. 


EXCLUSIVE. New handle designs give greatest control and least fatigue of any routers. 


Cycione* 
Routers 


We’ve poured on the power, 
slashed weight, engineered the 
easiest-working, longest- 
lasting, safest routers on the 
market. Four of them—1, 1%, 
13% and 2% HP. Each one 

will give you more and better 
routing in less time, with less 
operator fatigue. 


Black & Decker Cyclone 
Routers are built to stay on the 
job. You’ll wonder where 
downtime went—every part of 
every Router is super-rugged. 


A value revolution, too! You 
get more router per dollar as 
well as more power per pound. 
Check prices against other 
comparable brands. And check 
out a Cyclone Router today 

for a Free 10-Day Trial. 


1. NEW DEPTH ADJUSTMENT SPEED, ACCU- 
RACY! 1H.P. and 144 H.P. Cyclone Routers 
have precise rack and pinion adjustments. 
Adjustable micrometer lets you select depths 
when “0” point has been established. Exclusive 
Friction Controf makes adjustments easy, 
eliminates motor slips that mar work. 

2. WIDE-OPEN VISIBILITY. Cantilever mount 
gives the 1 H.P. Cyclone Router the greatest 
visibility of any comparable router. 

3. SAFE, POSITIVE SWITCHING. Your hand 
always knows where the switch is! Because 

the switch is always in the same place in 
relation to the hancle. Switch requires firm 
pressure to turn on. And on the 444 and 445 
models just a quick flick to turn off. You don't 
have to take hands off handles to operate switch. 
4. EXCLUSIVE QUICK REFERENCE DATUM 
LINE. Easy measuring to center line of bit. All 
Cyclone Routers have non-marring plastic 

bases that cannot mark work. 

5. THEY DO HEAD STANDS! Flat tops make it 
easy to stand Routers on their heads to 

measure depth of cut. It prevents costly cutter 
damage, eliminates chance of spoilage when 
working on expensive material. Simplifies 

cutter changes. 

6. 134 and 2% H.P. Cyclone Routers have 
rotating rings that allow exact depth adjustment. 
Bits can be lowered or raised in %.” increments 
by using reference numbers on the rotating ring. 


“Trademark of The Black and Decker 
Manufacturing Co. 
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Cycione* 
Routers 


1H.P. Heavy-Duty Cyclone* Router 
Model No. 442 


Genuine Black & Decker-built motor. 
Beats all other brands in life testing. 
Lasts longer ... less downtime. 

Ball bearing construction throughout. 
Exclusive handle design gives 
natural gripping in all positions... 
greatest control. Exclusive—guide 
rods positively mounted in threaded 
holes to eliminate ‘‘walking.”’ Stands 
on head for easy cutter changing and 
depth adjustments. Exclusive new 
collet design eliminates run-out 
problems. Bits last longer. %4” and 
¥%” collets supplied with router. 
Sub-base can be used as template 
guide. Concentric machined contour 
of base permits use with outside 
templates. Rubber cord set won’t pull 
out. No low-temperature breakage. 
Hi-airflow for chip clearance, greater 
visibility. 


AVAILABLE SEPARATELY: 


Niodei No. 442M—Motor 
Model No. 442B—Base 


1-1/4” H.P. Heavy-Duty 
Cyclone Router 
Model No. 443 


Special Black & Decker-built motor 
gives top performance, lasts longer. 
New collet design eliminates run-out 
problems. Bits last longer. Better 
quality work. Ball bearing construction 
throughout. Handles designed for firm 
control .. . comfort. Armature—ball 
bearing mounted. Rubber cord set 
remains flexible on job sites in winter. 


AVAILABLE SEPARATELY: 


Model No. 443M—Motor 
Model No. 443B—Base 


F - = — 
a 
eX Ce 


1H.P. Router Kit 
Model No. 442K 


Includes 1 H.P. No. 442 Router, 
Straight and Circular Cutting Guide 
No. 64504, 2 Wrenches, %4” and %” 
Collets, Router Manual, Steel Kit Box. 
Ship Wt. 17 Ibs. 


1-1/4 H.P. Router Kit 
Model No. 443K 


Includes 1% H.P. No. 443 Router, 
Straight and circular guide No. 52336, 
%" and ¥%” Collets, 2 Wrenches, 
Router Manual, Steel Kit Box. 

Ship Wt. 17% Ibs. 


*T.M.—The Black and Decker Mfg. Co. 


Comparative Specifications 


No-load Speed Rated Amps. Net Wt Ship. W 
fe . Wt. 

Model No. RPM at11i5 Vv Length Width Helght Base Diam. Motor Diam. Ibs. ibs. 

442 25000 6.6 amps. 5%" 7%" 72 5” 3%” 7 9% 

443 25000 8 amps. 9%” 6” 6%” 6” 3%" 7% 9 


diaries EEE 


Standard Equipment: Diecast aluminum and steel motor housing. Two molded side handles. Plastic sub-bas - & f/ 
wrenches. Rack and pinion micrometer depth adjustment. " #:,Collet-lype ichuckiwith)34% and) 967, collets. Two lopsn-end 


Optional Equipment: Straight and circular gulde. Slot and circle cutting attachment. Dovetall kit. HI 
Veneer trimmer guide. Plane attachment. Plane cutter sharpener. (See Page 81.) nge) mortising: template ‘kit, Bit sharpener, Template! guides: 
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1-3/4 H.P. Extra Heavy-Duty 
Cyclone” Router 
Model No. 444 


New Black & Decker extra heavy-duty 
Cyclone Routers will outlast any other 
routers. Nylon set screw in depth 
adjustment ring maintains positive 
settings. Concentric machined 
contour of base permits use of base 
as template guide. Exclusive 
Negator®** brush springs give 
constant, even pressure, maximum 
sustained power and longer brush life. 
Exclusive collet system reduces 
vibration and runout for longer bit life, 
more accurate work. Will accept 4”, 
¥” and Y2” diam. shanks. Flat top 
lets you stand router on head for easy 
measurement of depth of cut. 
Exclusive diecast motor housing and 
premanent mold base for greater 
strength. Extra width cartridge bearing 
at commutator end for greater grease 
capacity and long life. Interchangeable 
6” and 8” bases between the 1% hp. 
and the 2% hp. routers. Ball bearing 
construction throughout. 


AVAILABLE SEPARATELY: 


Model No. 444M—Motor 
Model No. 444B—Base 


AVAILABLE SEPARATELY: 


Model No. 445M—Motor 
Model No. 445B—Base 


Comparative Specifications 


2-3/4 H.P. Super-Duty 
Cyclone Router 
Model No. 445 


More work. Less downtime. The new 
Black & Decker super-duty Cyclone 
Router will outlast any other router. 
Nylon set screw in depth adjustment 
ring maintains positive settings. 
Concentric machined contour of base 
permits use of base as template 

guide. Exclusive Negator®** brush 
springs give constant, even pressure, 
maximum sustained power and longer 
brush life. Exclusive collet system 
reduces vibration and runout for longer 
bit life, more accurate work. Will accept 
%”", ¥” and Y2” diam. shanks. 
Exclusive cast-on closed loop handles 
give better control. Less fatigue. Offset 
for greater visibility. Flat top lets you 
stand router on head for easy 
measurement of depth of cut. 
Exclusive diecast motor housing and 
permanent mold base for greater 
strength. Extra width cartridge bearing 
at commutator end for greater grease 
capacity and longer life. Interchange- 
able 6” and 8” bases between the 

1% hp. and the 2% hp. routers. 
Duplex ball bearings on shaft to 
provide greatest component life on 
heaviest applications. 

“Trademark of The Black and Decker 

Manufacturing Co. 

**T.M. Hunter Spring Div., Ametek, Inc. 


Cycione* 
Routers 


No-load Speed Rated Amps. Sub. Base Motor Net Wt. Ship. Wt. 
Model! No. RPM at 115V Base Diam. Diam. Housing Height Ibs. Ibs. 
444 23000 12 amps. 52%," 6” 42" 838” 11% 14% 
445 23000 13 amps. 72%," 8” 4¥2" 9” 13% 18% 


Standard*Equipment: No. 444 ¥2” shank collet. Two double ended forged steel wrenches. 
No. 445 Duplex ball bearings In fan end of shaft. Edge guide. 4” and Y”shank collets. Two double-ended forged steel wrenches. 


Optionsi Equipment: Edge guide, %” and 3%” shank collets. Complete line of router bits and template guides. Suspension bracket. (See Pages 81 & 82.) 
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Cyclone 


Router Bits 


i ap 
STRAIGHT BITS || : 
Be 
1 
- 
7 Nae 
AE 


Straight Bits + Two Flutes - 1%” Shank 
HIGH SPEED STEEL 


C 58987 Ve % Vs 1 
C 58988 Ve 1 Ve 1% 
C 58989 Ke % Ve 1 
C 58990 % M% Yq 1 
C 58991 % 1 Va 1% 
Cc 58992 Ae M% Ve 1 
C 58993 V2 M% Vs 1 
C 58994 Ne M% V4 1 
C 58995 Me Ye 1 
C $8996 Me M% Ye 1 
C 58997 % Y% Ms 1 
C 58998 he % Vs 1 
Cc 58999 1% “A> Ve 11% 
CARBIDE TIPPED 

C 59085 Ve Y% Ve 1 
C 59086 Ye %e Vs 1% 
C 59087 He % Ye 1 
Cc 59088 % Ne Ye 1 
Cc 59089 ¥2 M% Ve 1 
¢ 59090 Se Me Vs 1 
Cc 59091 % “4 Vs 1 
Cc 59092 Ne 4%, Vs 1 


Straight Bits » Two Flutes + 1/2” Shank 
HIGH SPEED STEEL 


C 59019 % 1 v2 1¥%2 
C 59020 v2 1% V2 1% 
C-59021 V2 1% V2 1% 
C 59022 ci) 1% V2 1% 
Cc 59023 % 1% V2 1% 
C 59024 he V4 73 1% 
C 59025 Ye 1% V2 1% 
C 59026 1 1% V2 1% 
CARBIDE TIPPED 
C 59093 He 1 V2 12 
C 59094 ¥% 1 V2 1%2 
C 59095 V2 1¥%2 Va 1% 
C 59096 V2 2 V2 1¥2 
C 59097 % 1 ¥2 1% 
Cc 59098 1 1% V2 1% 
‘} 7 
Cc—— : bu D 
fae 
} Ei 
‘ 
jJ 2 
[| Wi 
A 


Straight Bits + Single Flute + 14” Shank 
HIGH SPEED STEEL 


C 53007 he 32 Vg 1% 
C 59008 %: He Ye 1% 
C 69009 Ye % Vs 1% 
C 59010 Ye fe % 1% 
C §9011 2 Vz Ye 1% 
C 59012 Fe % Va 1% 
C §3013 Ne Ys Ve 1% 
C 59014 Tha Se Ve 1% 
C 59015 % 1 Y% 1% 


CARBIDE TIPPED 


C §9116 He V2 % 1 


"Trademark of Tho Black and Decker Manufacturing Co. 


Finest quality bits fo 
every router application 


GROOVING BITS 
== 


n= 


eee 


D 
\} 
B 

\ aye 


Veining Bits » 1%” Shank 
HIGH SPEED STEEL 


C §9031 “Ye He Va 1 
C 59032 2 He Ya 1 
C 59033 Ve Ke Vs 1 
C 59034 Ne he 3 1 
C 59035 Ar he Ys 1 

| 

c-— jim b 
a ay 
B 
\ oy 
As 
Core Box Bits + %4” Shank 
HIGH SPEED STEEL 
C 59037 V4 Va V4 1 
C 59038 Ya Va V4 1 
C 59039 V2 "A? V4 1 
C 59040 56 % Va 1 
C 59041 Y% 1%) Va 1 
SOLID CARBIDE 
Cc 59099 Va Ys Vs 1 
an 
“V"’ Grooving Bits » /%4” Shank 
HIGH SPEED STEEL 
C 59070 % he % 1 
C 59071 % Ne Va 1 
= 
! 
c—}| = | 
D 
Jan y 
ate, 
a 
ee ie ws 
bea 

Hinge Mortising Bits * 4” Shank 
HIGH SPEED STEEL 
C 59066 V2 7) % 1% 
C 59067 ye V2 V4 1% 
CARBIDE TIPPED 
C 59103 V2 V2 V4 1% 
C 59104 1% Ya Ya 1% 
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Grooving Bits cont'd 


Dovetail Bits + /%4” Shank 
HIGH SPEED STEEL 


Cc 59078 Va ¥e Vs 1% 
Cc 59079 v2 "Ar Vs he 
CARBIDE TIPPED 

C 59106 Ya V2 Z} 1% 


P 


Rabbeting Bits + %4” Shank 
HIGH SPEED STEEL 


C 59063 Ye he vA 1 
C 59064 % Ke Va 1 
CARBIDE TIPPED 

C 59110 3 V2 Ye 1 
C 59111 % Ya Ya 1 


10° Bevel Rabbeting Bits + 14” Shank 
CARBIDE TIPPED 


C 59112 ¥ V2 Va 1 
C §9123 Ya V2 Ys 1 


DECORATING BITS 


le 
D 


—— 


ALS 
ie 


Chamfering Bits + 4” Shank 
HIGH SPEED STEEL 


C 59065 % Ae Ys 1 
CARBIDE TIPPED 
C 59105 Y2 Ne Vs 1 


Cove Bits » %4” Shank 
HIGH SPEED STEEL 


C 59053 Hie Va Vs 1 
C 59054 Ye Ya Vs 1 
C 59055 % Ys Yq 1 
C 59056 Va Ve "% 1 


Decorating Bits cont'd 


Beading Bits + 4” Shank 
HIGH SPEED STEEL 


C 59047 “e Ne “, 1 
C §9048 Ve ¥ V4 1 
C 59049 V4 V2 Va 1 
C 59050 ¥% VY “4 1 
C 59051 V2 % Yq 1 
CARBIDE TIPPED 
C 59102 ¥e Se Vs 1 
fleece 
c-—|}|— b 
- eed Le 
Eg: [ 1 
/ ; B 
\ re 
| 
7 
, 
Corner Round Bits + 1%” Shank 
HIGH SPEED STEEL 
C 59042 He Ye Vs 1 
C 59043 7) Y2 Vs 1 
C 59044 Ne V2 % 1 
C 59045 % ye Va 1 
C 59046 V2 Me V4 1 
CARBIDE TIPPED 
C 59100 Y Se Y% 1 
Cc 59101 V2 oi] Ye 1 
Ogee Bits + 1/4” Shank 
HIGH SPEED STEEL 
C 59057 Ne Se V4 1 
C 59058 %a 2% Vs 1 
Roman Ogee Bits + 4” Shank 
HIGH SPEED STEEL 
C 59060 Hr Y2 % 1 
C 59061 Va 2) 7) 1 


HIGH SPEED STEEL-~] A }=- 


C 59072 Ve M% A 1%. 
Cc 59073 % Ya % 1¥e 
C 59074 V2 1 Y2 1% 
C 59075° % 1 % 1% 
SOLID CARBIDE 

C 59121 Vs V2 Y% Ss 
CARBIDE TIPPED 

C 59107 Yq MY “Ms 1% 
C 59108 Ys “%a % 1% 
C 59109 % Ne V2 he 


*Down Spiral Bit 


TRIMMING BITS 


22° Combination Veneer - Carbide Tipped + 2 Flutes 
C 59113 a he Vs 1 


22° Bevel + Carbide Tipped + 2 Flutes 


C 59114 he Va 
C 59118 he Va Ys 


ae lal 
Straight & 22° Bevel + Carbide Tipped + 1 Flute 
C 59115 He fy Va 2 
C 59119 Ne "%% Ys 142 
c-{f}— 1 
7 D 
vent 
a 
aoe ae 
eG a 
ae | | 
7° Bevel + Solid Carbide —A'~ 
C 59120 Ne ta Y% 1 
Flush Trim + Solid Carbide 
C 59122 Vs 4 Vs 1 


TRIMMING CUTTERS 


Veneer Trimming Arbor 
C 59124 Se 1%2 Y% 1 
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Trimming Cutters cont'd B 


Oversize Ball Bearing Assembly for use with 
22°, 45° Cutters 


C 59125 Ne Ve “% 
—_———C 
Pery i 
Use on 
“ay C59124 
Se / B Arbor 
aA 
———A—--+} 
Slotting Cutters - Carbide Tipped 
C 59126 15% “Ne “sq 
C 59127 153 He 23 
C 59128 1% ? Va 
C 59129 hs Va Va 


Trimming Saw + Solid Carbide 
C 59131 M% “Yr “4 1 


Trimming Saw « Solid Carbide 


C 59135 ™“ % 


2 “% 


esiyie Use on 
“ha SE 


= ce i Arbor 
4 \ 
ys ; 22° 

22° Bevel Trimming Cutter - Carbide Tipped 
C 59132 3% +3 “4 
45° Bevel Trimming Cutter + Carbide Tipped 
C 59133 1 Ma Ma 
Flush Trimming Cutter - Carbide Tipped 
C 59134 S ] % “% 

7 a 

! 

Shear Cut Bits (Down Spiral) 
HIGH SPEED STEEL 
Cc 59080 Ve *% Ma 1% 
Cc 59081 % 1 ‘4 1% 
Shear Cut Bits (Up Spiral) 
HIGH SPEED STEEL 
C 58082 vs | “a 1% 
C 59083 Ms 1 “a 1% 
c 59084 at 1 %s 1% 


Straight and Circular Guide 


Model No. 52336 
(for 443, 14-3) 


Model No. 64504 
(for 442) 


Model No. 63977 
Edge Guide 
(for 444, 445) 


Slot and Circle Cutting 
Attachment 


Model No. 52332 
(for 443 and 14-3) 


Model No. 64636 
(for 442) 


Dovetail Fixture 


Model No. 52598 

For making %” Dovetalls in wood 
from 36” to 58” thick, 

use following marked * Items 
along with Model No. 52598. 


*Model No. 62943 4.” Template Guide 
and No. 62942 Nut, for small 
Dovetail Template 


*Model No. 52339 Small Finger Template 
Model No. 52338 Large Finger Template 
“Model No. C59078 1%” Dovetail Bit 
Model No, C59079 12” Dovetail Bit 


Model No. 58129 

Hinge Butt Template Kit 
Model No. 58128 

Hinge Butt Template 


Model No. 60553 Center Section to 
expand No. 58128 Template for 
4 hinge butt cutting. 


Replacement Grinding Wheel 


Model No. 52597 
Not recommended for 
Carbide Bits and Cutters. 


No. 64504 


No. 52339 


No. 58129 


No. 52330 


No. 63977 


Router 
Accessories 


Straight and Circular Guide 


Enables operator to make straight, 
curved, or angular cuts with ease and 
accuracy. Attaches to Router Base. 
Fully adjustable—adjustment provides 
the precise measurement required 

in fine woodwork. Guide may be 
reversed for routing inside edges, such 
as rabbeting for screen frames, etc. 


i 


Slot and Circle Cutting Attachment 


Equips Router for cutting evenly 
spaced slots and grooves, discs, 
circular holes and concentric designs. 
Adjusts for diameter or lengths from 
1” to 22” in circle cutting, or slot 
cutting. 


Dovetail Kit 
Model No. 52331 


Kit contains everything needed to 
equip Router for making dovetails In 
wood from %,” to 1” thick. Includes: 
%,” Template Guide No. C62945 

and No. 62942 T.G. Nut for large 
Dovetail Template, No. 52598 Dovetail 
Fixture, Large Finger Template, 2” 
Dovetail Bit and 14,” Depth Gage. 


Hinge Butt Template Kit 
Model No. 58129 


The Simplest, Fastest way to rout 
doors and jambs for hinges. Pre- 
determined dimensional settings 
eliminate the need for measuring each 
door. Standard adjustments are 6’6”; 
6’8”; 7”. (Can also accommodate 
doors as low as 5'10” or as high as 
8’.) Handles hinges from 212” to 52” 
or fractional sizes. Hangs doors with 
hinges as close as 5” from top of 
door jamb. Lowest cost way to hang 
wood doors to metal jambs. Kit 
includes; No. 58128 Hinge Butt 
Template, No. C59066 Hinge Mortising 
Bit, No. C62947 Hinge Mortising 
Template Guide, and C62942 Nut, 
Comer Chisel and Metal Carrying 
Case. 


ee 


Router Bit and Cutter Sharpener 
Model No. 52330 


Uses Router power to turn out 
precision-ground cutting edges on all 
high-speed steel Router Bits and 
Cutters. Grinding Wheel is fitted to 
chuck and Bit or Cutter is locked 

in attachment. 
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Router - 
Accessories 


Plane Cutter Sharpener 
Model No. 63200 


Uses Router Power to turn out 

precision-ground cutting edge on 

power plane cutter heads, No. 52597 Model No. 52597 
Grinding Wheel included. 


Replacement Grinding Wheel 


Template Guides 
Az S For Routers 442-443-444-445 
. \ Model No. A B Cc 
Template Guides P. 1+ 62943 he Sie ie 
Template routing is the fastest and 2. coare ii 9 Hts 
most accurate method of duplicating 62946 1%) V2 ST 
intricate designs. Black & Decker’s 3. 62947 hr % % 
complete new line of Template guides gam alae "ha % ve 
from 4,4” dia. to 1%” dia. permits 62950 *%}y aid tore r 
a wide selection of router applications | 4 . 4. 62951 1%, 1% Ya 
where templates are required for Naa am ae el ae ee 
precise, duplicate cutting. Each Lonml order separaiely, 


template guide is quickly attached to +1. For use with Ys” Dovetail Template. 2. 
For use with %" Dovetail Template. 3. For 


the router sub-base with a common use with Hinge Mortising Template. 4. For 
template guide nut No. 62942. No use with 5s” Radius Hinges. 
extra hardware required. One-Piece Template Guides 
For Router No. 14-3 


Model No. A B c 
52334 “he Ke He 
52333 Ne % ‘2 
52335 Yea he Ye 
52337 "Ay 56 %) 
39370 “Ar ¥ 2%42° 


*Hinge Mortising Only 


Veneer Trimmer Guide oe 


Model No. 64895 


(For 442, 443, and 14-3 only) 
Attaches directly to sub-base of B&D 
Router to equip it for veneer trimming 
applications. Includes No. C59113 oe 

Combination Flush and Bevel Veneer 

Trimming Bit, and Alignment Pin. a 
1%.” high, 2%,” wide, 2/2” deep. 
Ship. Wt. ¥% Ib. 


Replacement Alignment Pin 


Model No. 39336 


Suspension Bracket 
Model No. 64115 


(Routers 444, 445 only) 

This accessory bracket is available 
where operator fatigue becomes a 
factor. The bracket can be easily 
installed in the end cap (as illustrated) 
by punching out two “knock-out” 
holes after removing the end cap 
from router motor. Use the special 
screws and nuts provided with the 
bracket. Use and care instructions 
included. 


Router Bit Storage Case COLLETS 
Model No. C63574 ad Model No. 62132 — %” for 444, 445 Routers 


Mode! No. 64119 — %%” for 444, 445 Routers 
Store your router bits, cutters, and 
template guides in this handy storage J 


case 9%” long x 7” wide. Tough, 
polypropylene case has special, fitted 
insert to hold up to 30 bits 
individually. 
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H.D. Laminate Trimmer 
Model No. 678 


Chuck Capacity: %4” Shanks 
.No-load RPM: 25,000 
Length: 756” 

Diameter: 21%,” 

Rated at 115V: 3.0 amps. 
Net Welght: 2% Ibs. 
Shipping Weight: 4% Ibs. 


Standard Equipment: 


No. 59115 stralght and bevel carbide bit; 
cutting depth gulde; toggle switch, 


1% H.P. Heavy-Duty Router-Plane Kit 
Model No. 443PK 


Power Plane Specifications: 


Max. Depth of Cut: 2” 

Max. Width of Cut: 2” dressed lumber 
Motor Speed: 25,000 RPM 

Shoe Length: 18%.” 

Width: 936” 

Height: 7%” 

Net Weight: 9% Ibs. 

Toggle Switch, 3-wire cable. 


Router Features and Specifications: 
Same as those listed on Page 76. 


Convert your B&D No, 443 or 14-3 Router 
to a Power Plane by ordering the following: 


A. Model No. 45927 Power Plane 
Attachment (Ship. Wt. 6 Ibs.) 
See specifications above. 


B. Model No, 52329 Cutter (High 
Speed Steel). For Cutter Sharpening, 
see No, 63200 Plane cutter sharpener. 


Model No. 52328 Cutter (Carbide Tipped). 


C. Model No, 45928 Cutter Arbor 
(for Routers with 44” Collet). 


Laminate 
Trimmer & 
Router 
Accessories 


H.D. Laminate Trimmer 
Model No. 678 


The best, most popular trimmer in 

the business now has 35% more 
power than previous model! 
Now—more than ever—the fastest- 
cutting, easiest-to-handle trimmer on 
the market. Special B&D-built motor 
designed for heavy-duty work. Ball- 
bearing construction throughout. 
Carbide bit makes flush and bevel 
cuts on flat or curved surfaces. 

Bit clearly visible when cutting. Quick, 
easy depth adjustment. Safest 
trimmer to use with valuable laminates 
because adjustments and operation 
are simple and sure! Duty Rating: 
continuous heavy-duty. Two ball- 
bearings. Single pole toggle switch. 


1-1/4 H.P. Heavy-Duty Router-Plane Kit 
Model No. 443PK 


Contains all of the parts needed to 
make a complete 1% H.P. Power 
Plane or 1% H.P. Router. Converts 
from one to the other in minutes. 
Weight: Net—24% Ibs., Shipping— 
29 Ibs. 


Kit Contents: (1) No. 443M 1¥% H.P. 

Motor Unit. (2) No. 45927 Power Plane 
Attachment for use with Motor Unit 

as a 1% H.P. Power Plane. | 
(3) No. 443B Router Base for use } 
with Motor Unit as a 1% H.P. Router. 
(4) No. 52336 Straight and Circular ] 
Guide Attachment for Router. (5) 4” | 
and %” Collets; No. 52329 Cutter 
and No. 45928 Arbor for Power Plane. 
(52328 Carbide Cutter also available 

as accessory.) (6) Steel Kit Box. 
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more 
Pick-up-power 
THAN OTHER CLEANERS 
IN THEIR CLASS 


BY-PASS MOTOR DESIGN 
Used on all 155 & 165 series 


Vacuum 
Cleaners 


Hi-Air-Flo System uses a “Jet Age” 
molded turbine to move a 

larger volume of air with greater 
suction. Picks up dirt faster. Picks up 
more dirt—and picks it up faster— 
than any two competitive units. 
Tremendous new power lets cleaner 
pick up /arger and heavier objects. 
Dual Exhausts gets the air out of 

the cleaner faster. Hi-Air-Flo 

gets the dirt into the tank faster. 
Handles dry or wet cleaning. Can be 
equipped with Water Shut-off Valve 
(next page). Can be used as a blower 
—simply attach hose connector to one 
exhaust outlet and close other 

outlet with built-in valve. Compactly 
designed for maximum mobility in 
narrow areas. Large rubber-tired 
wheels make movement easy—even 
up or down stairways. Especially 
recommended for use with 112” and 
2” heavy-duty accessories. Nos. 165-2 
and 165-4 have 50% more tank 
capacity than Nos. 165-1 and 165-3. 
This cuts costs and saves time 
because larger quantities of material 
can be collected and tank does 

not have to be emptied as often. 

Nos. 165-3 and 165-4 have a stainless 
steel tank and a Water Drain 
conveniently located at the base of the 
tank for easy emptying of collected: 
materials plus larger wheeis which 
makes it easier to go up or down 
stairways. Nos. 165-2 and 165-4 take 
up no more floor space than Nos. 
165-1 and 165-3 even though they 
have 50% more capacity. 


Water Shut-Off Valve 
Model No. 49326 


Fully protects motor without bother- 
some visual checking of water level 
inside of tank. This Black & Decker 
feature automatically cuts off the 
suction of the vacuum cleaner when 
the water reaches a predetermined 
level in the tank. Fits all No. 150 to 
No. 165 series and former No. 55 and 
No. 65 series. 


When water reaches Float, it causes 
rubber cup to seal the hole in the 
bottom of the fan housing, sealing off 
the air to the fans and stopping 

all suction. 


Vacuum 
Fish Tape 
systems 


The Low Cost, Fast, Safe Way to Run 
Pull Lines Through Conduit! 


Here is the COMPLETE system for 
installing pull-lines in conduit and duct 
installations. Utilizing the Black & Decker 
Hi-Air-Flo Heavy-duty Industrial Vacuum 
Cleaner as a powerful source of suction, 
special high-strength synthetic line is 
easily pulled through the conduit, using 
flexible, vacuum-activated carriers. In 
most cases, this pull-line may then be 
used directly to pull in normal electrical 
wiring or communications cable. 
Systems operate from normal 115 Volt 
AC power supply. Power is continuous 
.-.hno refills, no recharging necessary. 


EXCLUSIVE features that make it the 
most efficient and safest way to install 
pull-lines, 


e Inserts high-strength pull-line, the first 
time, in seconds. 


e Quickly locates hidden duct ends, 
identifies conduit runs. Always under 
complete operator control. 


e One, Low-Cost Purchase ... all 
components reusable... no refills, 
no recharging necessary. 


e Vacuum cleans conduit and collects 
water and debris safely in tank and is 
available for other cleanup jobs. 


e Covers complete range on conduit 
sizes, ¥2” to 6” with fewer compo- 
nents than any comparable system. 


© Operates at low, non-damaging 
pressures. 


e All carriers, line and fittings are non- 
conductors ...no electrical hazard as 
with metal fish tape. 


e Compact, lightweight. Works in tight 
places... closets, scaffolds, ladders. 
Vacuum cleaner rolls easily on large 
rubber-tired wheels. 


© Soft, flexible ...no rigid kickback 
or spring Coiling. 


¢ No noxious gases... actually 
ventilates contaminated areas. 


6 Vacuum cleaner may be left in 
operation unattended without failure or 
damage ... continuous suction. 
Cleaner is UL-CSA listed. Heavy-duty 
industrial quality. 


e Automatic water shut-off valve 
eliminates bothersome visual checking 
of water level in tank when water is 
taken from conduits. 


e Nos. 990-3 & 890-4 nave corrosion- 
free, acid and ol! resistant components, 
stainless steel tank and convenient 
drain for removing water. 


No. 990-1 


No. 990-2 No. 990-4 


Model No. 990-1 


Contents: No. 165-1 Hi-Air-Flo H.D. 
Vacuum Cleaner (p. 87); Vacuum Fish 
Tape Kit; No. 33058 15 ft. 1%” I.D. 
Semi-flexible Extra Heavy-Duty 

Hose; No. 49326 Water Shut-off Valve 
(fully protects vacuum cleaner motor 
without bothersome visual inside 
checking of tank water level; 
automatically cuts off suction of 
cleaner when water reaches pre- 
determined level in tank). 


Model No. 990-2 


Contents: No. 165-2 Hi-Air-Flo H.D. 
Vacuum Cleaner (p. 87); Vacuum Fish 
Tape Kit; Nos. 33058 Hose and 

49326 Water Shut-off Valve described 
under No. 990-1 listing above. 


Model No. 990-3 


Contents: No. 165-3 Hi-Air-Flo H.D. 
Vacuum Cleaner (p. 87) with stainless 
steel tank resistant to acids and 
corrosion and a convenient drain at 
rear of tank; Vacuum Fish Tape Kit; 
Nos. 33058 Hose and 49326 Water 
Shut-off Valve described under 

No. 990-1 listing above. 


Model No. 990-4 


Contents: No. 165-4 Hi-Air-Flo H.D. 
Vacuum Cleaner (p. 87) with stainless 
steel tank resistant to acids and 
corrosion and a convenient drain at 
rear of tank. Vacuum Fish Tape Kit; 
Nos. 33058 Hose and 49326 Water 
Shut-off Valve described under 

No. 990-1 listing above. 


Model No. 52387 


VACUUM FISH TAPE KIT 


Model No. 52387 
Ship. Wt. 15 Ibs. 


Model No. 51869 500 ft. Ye” dia. syn- 
thetic Rope on aluminum bracket with 
turning handle. 

Model No. 51892 %” x 34” 90° Plastic 
Ell. Fits No. 51835. 

Model No. 51881 142” x 1¥2” 90° Plas- 
tic Ell, Fits Nos. 51836 and 51837. 
Model No. 25913 Hose Coupling. Use 
with Nos, 51836 and 51837. Use as hose 
stiffener for water pick-up. Use to 
couple extra lengths of hose as required. 
Model No. 51925 Hose Coupling (redu- 
cer) Use with Nos. 51892 and 51835. 
Can be used alone on 1” to 1%” conduit 
or on 1%” 1.D. Hose. 

Model No. 51835 %4” to 1¥%2” Suctlon 
Adaptor Cone. 

Model No. 51836 142” to 2¥%2” Suction 
Adaptor Cone. 

Mode! No. 51837 212” to 4%” Suctlon 
Adaptor Cone. 

4 Model No. 54561 Polyfoam Line Car- 
riers for ¥2” nominal 1.D. condult. 

4 Model No. 52547 Polyfoam Line Car- 
tiers for ¥%” nominal |.D. condult. 

4 Model No. 52548 Polyfoam Line Car- 
riers for 1” nominal 1.D. conduit. 

3 Model No. 52549 Polyfoam Line Car- 
riers for 1%” nominal 1.D, condult. 

3 Model No. 52550 Polyfoam Line Car- 
riers for 1%2” nominal I.D, condult. 

2 Mode! No. 52551 Polyfoam Line Car- 
riers for 2” nominal 1.D. conduit. %2” 
center hole. 

Model No. 52552 Polyfoam Line Carrier 
for 2” nominal 1.D. conduit. %” center 
hole. 

Model No. 52553 Polyfoam Line Carrier 
for 2¥2” nominal I.D. condult. 

Model No. 52554 Polyfoam Line Carrier 
for 3” nominal !.D. conduit. 

Model No. 52555 Polyfoam Line Carrier 
for 3¥%2” nominal 1.D. conduit. 

Model No. 52556 Polyfoam Line Carrier 
for 4” nominal 1.D. conduit. 


Model No. 65107 500 ft. 75 Ib. Nylon 
Line. 


In addition to the above items, the fol- 
lowing items are available as replace- 
ment parts: Model No. 51888 500-ft. of 
Ya” dia. Condult Rope (400# Tensile); 
Model No. 54460 5” dia. Line Carrler; 
Model No. 54461 6” dla. Line Carrier; 
Model No. 51869 Rope & Bracket As- 
sembly. 


Each Vacuum Fish Tape System (No. 
990-1, 990-2, 990-3 or 990-4) consists of 
e Heavy-Duty HI-Air-Flo Vacuum Cleaner 
(see following pages for specifications) 
and a No. 52387 Vacuum Fish Tape Kit. 
The Vacuum Fish Tape Kit can be 
bought se rately) also, for use with a 
B&D HI-Air-Flo Vacuum Cleaner which 
you may already have. 


Hi-Air-Flo Heavy-Duty dj ij m 
Vacuum Cleaners B D 

& 
New Hi-Air-Flo System uses a ‘Jet Age” 


molded turbine to move a LARGER 
VOLUME of air with greater suction. 
Picks up dirt FASTER. 


Pick up MORE dirt—and picks it up 
FASTER—than any TWO competitive 
units. 


Tremendous NEW POWER lets cleaner 
pick up LARGER and HEAVIER objects. 


New Dual Exhaust gets the air out of 
the cleaner faster. Hi-Air-Flo gets 
the dirt into the tank faster. 


Handles dry or wet cleaning. 
Can be equipped with Water Shut-off 
Valve (page 85). 


Can be used as a blower— 

simply attach hose connector to one 
exhaust outlet and close other outlet 
with built-in valve. 


Compactly designed for maximum 
mobility in narrow areas. 


Large rubber-tired wheels make move- 
ment easy—even up or down stairways. 


Especially recommended for use with 
1¥%2” and 2” heavy-duty accessories. 


Nos. 165-2 and 165-4 have 50% more 


g 


tank capacity than Nos. 165-1 and 165-3. No. 165-1 No. 165-3 
This cuts costs and saves time Ch ‘ No. 160-3 
because larger quantities of material No. 160-1 


can be collected and tank does not 
have to be emptied as often. 


Nos. 165-3 and 165-4 have a stainless 
steel tank and a Water Drain 
conveniently located at the base of the 
tank for easy emptying of collected 
materials plus larger wheels which 
makes it easier to go up or down 
stairways. 


Nos. 165-2 and 165-4 take up no more 
floor space than Nos. 165-1 and 165-3 
even though they have 50% more 
Capacity. 


The 165 & 155 series Vacuum Cleaners 
have dual exhausts that get the air 

out of the Vacuum Cleaner faster. 
They can be used as blowers by 
attaching a hose connector to one 
exhaust and closing the other exhaust 
with a built-in valve. They have 
Cor-tem brush springs; copper for 
higher conductivity and stainless steel 
for strength. Extra long split brushes of 
high-grade carbon reduce arcing 

. .. give longer brush life. 


The 160 series Vacuum Cleaners No. 165-2 No. 165-4 
are variations of the 165 series : No. 160-4 
in that they are designed for long run No. 160-2 


applications. 


Comparative Specifications 


Recoverable Capacity Air Flow Std. Hose 
3 For Rated Amps. Max. Connection Overall Net Wt. Ship. Wt. 
Model No. Gals. Bu. Tank Materials at 115V cu. ft./min. 1%” O.D. Dimensions Ibs. Ibs. 
2” hose & 3447 hi 
rae gh 60% 
- teel dry or wet 11.5 170 access. give Pe 51 4 
165-1 8 1% stee ry max perform, 1834” wide 
2” hose & Aue hi 
34%” high 63% 
S 2 steel dry or wet 11.5 170 access, give Pot nosh 54 4 
ase 3 a max. perform. 187 wide 
2” hose & V4" high 
’ stainless dry or wet 11.5 170 access. give 34147 hig 52 61% 
165-3 8 1% steel Y max. pertorm. 1834” wide 
2” hose & ” hi E 
165-4 13 2 stalniess dry or wet 11.5 170 access. give pina 55 64%4 


max. perform. 


Standard Equipment: No. 48768 dust bag; dust bag stretcher; one No. 49521 paper dust filter; No. 50126 1¥2” quick-lock hose connector; 25° of 3-wire cable; pushcart 
handle; (for Nos. 165-1 and 165-2) two 6” rubber tired wheels and front caster with wheel-lock; (for Nos. 165-3 and 165-4) two 8” rubber tired wheels and front caster 
with wheel-lock. 
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Vacuum 
Cleaners 


HI-Alr-Flo H.D. 55 Gal. Drum Vacuum 
Model No. 155 


Designed for large capacity storage 
of picked-up materials. Has superior 
Hi-Air-Flo to get dirt Into the tank 
faster. By-pass type motor. Cuts 
emptying frequency as much as 

4to 1 over regular sized cleaners. 
Fits any standard open-head 55 gal. 
drum, (Drum not supplied.) Utilizes 
all B&D attachments for heavy duty 
cleaning—Wet or Dry. Perfect for 
large industrial furnace cleaning 

or bulk material recovery operations. 
Handles wet or dry cleaning as 

weil as blowing operations. The 155 
series Vacuum Cleaners have dual 
exhausts that get the alr out of the 
Vacuum Cleaner faster. They can 

be used as blowers by attaching a 


Comparative Specifications 


Recovorabie 


hose connector to one exhaust and 
closing the other exhaust with a 
bullt-In valve. They have Cor-tem 


brush springs, a combination of copper 


for higher conductivity and stainless 
steel for strength. Extra long split 
brushes of high-grade carbon reduce 
arcing . .. give longer brush life. 


‘ex Drain 


Convenient non-clogging drain permits 


emptying of liquids from tank 
without removing lid of cleaner. 
Standard equipment with Nos. 
165-3 and 165-4 Cleaners. 


Heavy-Duty Vacuum Cleaner 
Model No. 35-1 


Brings new quietness to High- 
Powered cleaning in Hotels, Motels, 
Showrooms, Office Buildings, 
Schools, Hospitals, etc. Twice as 


j . Dolly quiet as any comparable unit on the 
a Model No. 45375 market. Has rubber-mounted motor 
; : and sound-absorbing felt baffle. 


Fits 55 gal. drum. Adds mobility to 
the Nos. 155 and 150 Vacuum 
Cleaners. Has 3 rubber-tired wheels. 
Sturdy steel construction. 


The 150 Vacuum Cleaner is a variation 


of the 155 Vacuum Cleaner in that 


it is designed for long run applications. 


Std. Hose 


Extremely high vacuum power picks 
up wet dirt or s/ush as well as dry 
materials. Compactly designed to 

move through narrow aisles. Large 
rubber-tired wheels give complete 
mobility around obstacles and up or 
down stairways. All B&D Vacuum 

Cleaning Attachments can be used. 


Non-By-Pass motor design. 
Used on Nos. 26 and 35-1 
Vacuum Cleaners. 


Capscity Rated Amps. Alr Flow Max. Connection Not W s 
Model No. gals. bu. Tank For Materials at 115V cu. ft./min. 1%” O.D. Ibs. : nag is Secthiane 
Uso with your 4 
40 — Wet or D 1. 2” Hose & Access. 18” high 
55 gal. drum Y 11.6 170 give max, perform, 44% 52% 23%” Siam. 
without drum 
== 1% Steel Dry and 8 5-5 Can also use 2” Hdse 34%” high 
IImited wet 0 and Access. p. 91 43 51% 18%" vio 


Standard Equipment: 
For Model No. 155: No. 48768 dust bag stretcher; 25’ of 3-wire cable; No. 50126 12” hose connector. 


Model No. 35-1: 3 rubber-tired wheels; lock: ‘ 
ean handle. 8; front wheel-lock; No, 45765 dust bag; dust bag stretcher; No. 50126 142” quick-lock hose connector; 20’ of 3 wire cable; 


Vacuum 
/ | Cleaners 


Accessories For No. 26 
Vacuum Cleaner 


Model No. 50227 


Set of 4 Casters for No. 26 Cleaner. 
Two swivel, two non-swivel. 
Permits Cleaner to roll along floor. 


Model No. 54397 
Repl. Cloth Dust Bag for No. 26 


H.D. Vacuum Cleaner 


Model No. 26 cleaner: 

Low cost, powerful, long service-life! y ZA 
Light weight, compact, easy to carry. q Zi 
Quiet, rubber mounted motor—Plenty = a / 


of power, long brush life. Perfect 
for cleaning bins, floors, shelves, etc. Model No. 54956 
Ideal for cleaning rugs, draperies, 
furniture, etc., in motels and hotels. 
§ Can be pulled by the hose when 
mounted on No. 50227 Set of 4 
casters. Can be mounted on the wall 
with included Wall Mounting Bracket. 
Toggle-type switch protected against 
abuse and dust. Ball-bearings on 
motor shaft for /ong life. Accommo- 
dates all B&D 1%” and 1%” cleaning 
attachments. Easy dirt removal. 
No. 54956 Disposable Paper Bags or 
No. 50307 Dacron Bags are recom- 


Five Disposable Paper Bags for No. 
26 Cleaner. Inserted in cloth bag for 
easy removal of collected materials. 
Keeps cloth bag clean for top 
efficiency. 


Model No. 50307 


mended—keep cloth bag clean, Dacron Dust Bag. Inserted in cloth 

maintain maximum cleaning efficiency bag of No. 26 Cleaner for easy 

longer. removal of collected dirt. Resists 
. clogging; easily cleaned. 


t Comparative Specifications 


Recoverable Rated Amps. Std. Hose Overall 
Model No. Capacity Tank For Materials at 115V Connection Net Wt. Shipping Wt. Dimensions 
26 % bu, Steel Dry and IImited wet 8.0 1¥2” 0.0. 22 Ibs. 26 Ibs. Sees Riche Stor ceaps 


Standard Equipment: No. 54956 paper bag; No. 54397 dust bag; wall mounting bracket; 20’ of 3-wire cable. 
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Included Items 
15’ 1¥%2” |.D. Rubber Semi-Flex- 
ible Extra Heavy-Duty Hose 
26” Steel Crevice Tool 


6” Steel Scratch Brush (Use 
with No, 49559 6” Nozzle) 


Steel End Protector and Hose 
Coupling 

6” Aluminum Nozzle 

20” Steel Extension Tube 

Dacron Bag 


For Furnace Cleaning 
Model No. 49136 

Furnace Cleaning Accessory 
Assortment 

For Nos. 35, 155 and 165 
Vacuum Cleaners 


For Industrial Cleaning 
Wet and Dry Uses 


Model No. 50074 
2” Heavy-Duty Assortment 


Model No. 49135 
1¥2" Heavy-Duty Assortment 


Model No. 49131 
1%” Standard Assortment 


Dry Uses 


Model No. 49133 
1%” Heavy-Duty Dry Assortment 


Model No. 49129 
1%” Standard Dry Assortment 


2” Wet 1%” Wet 1%” Wet 1%" 1%" 
& Dry & Dry & Dry Dry Dry 
Model No. Ilfus- Heavy- Heavy- Stand- Heavy- Stand- 
of tration Duty Duty ard Duty ard 
Assortment Contents Included No. Assort- Assort- Assort- Assort- Assort- 
Items Included In Assortments Item above ment ment ment ment ment 
Listed at Right msooTa | A935 | stat mongisa. moneiZe 
10 Ft. Neoprene Accordion-type Hose ) 37509 1 Ae Ae Yes = _ ie Yes “eu 
5 ft. Double Angle Extension Tube 49152 2 separately Yes Yes 
20” Extension Tube 46648 3 : Yes Yes ae 
15” Aluminum Floor Nozzle 49574 4 \ aa Yes Snes: Yes * a 
15” Floor Brush (use with No. 49574 Nozzle) 49562 5 ws Yes Gimeear Yes : 
15” Squeegee (use with No. 49574 Nozzle) 49565 6 ir Yes : ; 
6” Aluminum Nozzle 49559. ? 7 ae es Yes eis : ere | 
6” Nozzle Brush (use with No. 49559 Nozzle) 18186 a 8 R Yes 
11” Crevice Tool 56761 9 ; Yes 
___ 1%" 1.D. 10 ft. Plastic Hose 49149 10 Le | 
1%” 1.0. 15 ft. Plastic Hose 46247 1 Dae 
ae 5 {t. Double-Angle Extension Tube ry ~ 46503 12 ris: 
+ a 14” Floor Brush 46497 13 oa 
a ed as, 14” Squsegee 46499 14 eae ; 
bs 14” Carpet Tool 46493 15 ae 
a We 20” Extension Tube 59766 4 16 ohare 
Te 6” Nozzle +: 59784 17 [0 2 eee 
aa 6” Brush (fits No. 59784 Nozzle) 59785 18 ety) A 
2” Dusting Brush re ; 46475 19 ree. 
6” Upholstery and Drapery Nozzle : 46476 20 Oe gs eae. 
1%4” Extension Tube Assembly 49598 21 [= 7 ees 
22” Floor Nozzle 50012 — oo» xn ee 
22” Floor Brush ce 2 ja vas eats Mogt s ae 
22” Squeegee ay Ezz amie eb . a = 
§ {t. Double Angle Extension Tube _ 49299 _ 25 —— eel 
2” Fi. Gulper/Wear Plate, 12” long 51559 26 — ll 


2” O.D. Quick-lock Hose Connector | 49907 27 
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A. Model No. 53505 10’ Seml-Flexible Extra Heavy- 
Duty Hose. 2” 1.0. has more rigidity than other type 
hoses. Made of steel, wire, rubber and canvas. 


B. Model No. 49289 10’ Wire-reinforced Plastic Hose. 
2” 1.0, Light weight non-marking finish. Use with No. 
49907 2” O.D. Quick-lock Hose Connector. 


C. Model No. 49907 2” O.D. Quick-lock Hose Con- 
nector. 


D. Model No. 49299 5 ft. Double Angle Aluminum 
Extension Tube. 


BD 


a. 
E. Model No. 50012 22” Floor Nozzle. Smooth face. 
Cleans carpets. Fits Item D. 


—————s 
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F. Model No. 50014 22” Floor Brush. Fits item E. 
Cleans non-carpeted floors. 


G. Model No. 50022 22” Felt Floor Tool—Fits item E. 


H. Model No. 50017 22” Squeegee. Fits item E. 
Model No. 50019 22” Replacement Squeegee Blade. 


1. Model No. 51559 2” Gulper with No. 50025 Wear 
Plate, 12” long. Fits Item D. 


rerameenrsmmmnen Te Plastic, 
a) 12" 1.0. 


K. Model No. 49149 10’ Wire-reinforced Plastic 
Hose, 142” I.D. Lightweight, non-marking finish. Rub- 
ber ends. 


K. Model No. 46247 15’ Wire-reinforced Plastic Hose. 
1%” 1.D. 
K. Model No. 51562 7’ Wire-reinforced Plastic Hose. 
1%” I.D. 


L. Model No. 37509 10’ “‘Crush-proof,’’ Neoprene, 
Static-Proof Hose. 142” |.D. Resists most oils, heat, 
sunlight or gas. Extra Flexible. 


e . Crush-proof 
Bay Neoprene, 11/2” I.D. 
E 


M 


M. Model No. 33058 15’ Semi-Flexible Extra Heavy- 
Duty Hose. 1% 1.D”. Has more rigidity than other 
type hoses. Constructed of steel wire, rubber and 
canvas. 


For special blower applications with No. 95 Vacuum 
Cleaner use: 


Model No. 36974 10’ ‘‘Crush-proof,”’ Neoprene, 
Static-proof Hose. 1%2” I.D. Same as item L, except 
hose ends make internal and external connections. 


N. Model No. 50126 1%” O.D. Quick-lock Hose Con- 
nector. Connects 12” 1.D. Hoses to B&D Nos. 35, 
165, 150, 155 and 160 Series Vacuums. 


©. Model No. 49907 2” O.D. Quick-lock Hose Con- 
nector. Connects 2” 1.0. Hose to B&D Vacuum 
Cleaners. 


P. Model No. 25913 End-Protector and Hose Coupling. 


Fits No. 33058 Hose, protects ends when cleaning 
furnaces. Also couples two sections of any B&D 
1%” |.D. hose. 


Q. Model No. 56761 11” Crevice Tool. Plastic. Fits 
all 1%” |.D. hoses. 


R. Model No. 39094 26” Crevice Tool. Metal. For 
furnace Cleaning. Fits all 1%” 1.D. hoses. 


AA 
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A. Model No. 49152 5’ Double-Angle Steel Extension 
Tube. 


B. Model No. 46506 5’ Straight Extension Tube. 


C. Model No. 46648 20” Straight Steel Extension 
Tube. 


D. Model No. 46646 18” Angle Steel Extension Tube. 


The above tubes fit the following Attachments plus 
those listed under 142” Std. Accessories. 


E. Model No. 49574 15” Floor Nozzle. Has smooth 
face for thoroughly cleaning carpets. Newly engi- 
neered airflow design Increases pick-up ability when 
used without attachments or with Items F to | above. 


F. Model No. 49562 15” Floor Brush. Fits item E. 

Stiff horsehalr bristles clean non-carpeted floors. 
Model No. 49563 Replacement. Brush for 15” Floor 
Brush. Made of stiff horsehair bristles. 


G. Model No. 49581 15” Carpet Tool. Fits item E. 
Engineered to Ilft nap and “‘scoop"’ out deeply Im- 
bedded dirt from carpets and rugs. 


» ~~. 
ceuitede) 
H. Model No. 49329 15” Felt Floor Tool. Fits item E. 
For terrazzo, marble, tile, vinyl and other smooth 
floors, walls and surfaces. 


1. Model No. 49565 15” Squeegee. Fits item E. 
New, advanced design picks up liquid on both for- 
ward and backward stroke. 


Model No. 49566 Replacement Rubber Squeegee 
Blade for 15” Squeegee. 


J. Model No. 49559 6” Nozzle. Swivel action. Cleans 
upholstery In cars, offices, etc. 


K. Model No. 18186 6” Brush. Fits item J. Stiff horse- 
hair bristles. 


L. Model No. 39131 6” Scratch Brush. Fits item J. 
Tough wire bristles loosen rust, dry scale and furnace 
soot. 


M. Model No. 49072 Pipe Cleaning Tool. Cleans any 
pipe from 1” to 12” dla. Has quick-change metal plate 
which fastens to housing to reduce suction area for 
small pipes. 


Semi-fiexible rubber 
Tie eee and canvas, 11/2” 1.D. 


Vacuum 
Cleaner 
Accessories 


2” Heavy-Duty Accessories 


Recommended for use with all B&D 
Cleaners except No. 26 & former 
No. 25. 


Hoses (1-1/2” Size) 


All hoses listed fit all B&D 
Vacuum Cleaners, Wands and 
Extensions with 1%” O.D. hose 
connections. 


Adaptors & Crevice Tools 


1-1/2” H.D. Accessories 


Recommended for use with 
all B&D Cleaners. 


(Continued on next page) 
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Vacuum 
Cleaner 
Accessories 


(Continued) 


1-1/2” Standard 
Accessories 


Recommended for use with all 
B&D Cleaners. 


1-1/4” H.D. 
Accessories 


Recommended for use with all B&D 
Cleaners except No. 155. 
Items A & B fit all 1¥2” 1.D. Hoses. 


All Wands, Extensions and 
Attachments shown with 

1%” H.D. 
Accessories 

are connected 

| by afirm-grip tapered connection. 


Replacement 
Dust Bags and 
Filters 


ee 


N. Model No. 46503 5’ Double Angle Aluminum Ex- 
tension Tube. 


©. Model No. 46506 5’ Straight Extension Tube. 


The above tubes fit the following Attachments plus 
those listed under 1%” H.D. Accessories above. 


P. Model No. 46501 14” Rough Floor Tool. Picks up 
dry materials from concrete or other rough floors. 


Q. Model No. 46499 14” Squeegee. For rapid, eco- 
nomical, wet pick-up. 


> 
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R. Model No. 46495 14” Smooth Floor Tool. Picks 
up dry materials from non-carpeted floors. 
S. Model No. 46497 14” Floor Brush. Cleans non- 
carpeted floors. 
Mode! No. 46498 Replacement Brush for 14” Floor 
Brush. 
T. Model No. 46493 14” Carpet Tool. 
U. Model No. 59784 7” Hand Tool with Brush. Cleans 
bins, shelves, etc. 
V. Model No. 49072 Pipe Cleaning Tool. Cleans any 
pipe from 1” to 12” dia. Has quick-change metal plate 
which fastens to housing to reduce suction area for 
cleaning small pipes 


B 
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A. Model No. 49598 4’ Extension Tube Assembly. 
1%” O.D. end for hose. Chromium plated steel. 
B. Model No. 59786 20” Extension Tube. 142” O.D. 
end for hose. Can be coupled for use as floor clean- 
Ing handle or for extra ‘‘reach."* 

The above tubes fit the following: 
C. Model No. 56587 12” Rug and Carpet Tool. For 
wall to wall and area rugs. 
D. Model No. 56582 10” Wall Brush. Cleans small 
floor areas. Excellent for walls. Has 360° ball-joint 
swivel. 


{ \ 
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E. Model No. 59784 6” Nozzle. Ideal for cleaning 
chairs, mattresses, desk drawers, etc., in hotels, 
motels, offices. Also excellent for car seats. Fits 1%” 
and 1¥2” hoses. 


F. Model No. 59785 6” Brush. Fits item €E. Stiff 
horsehair bristles clean floors, bins, shelves, etc. 

G. Model No. 46475 2” Dusting Brush. Cleans furni- 
ture, cars, etc. 

H. Model No. 46476 6” Upholstery and Drapery 


Nozzle. Perfect for curtain and drapery cleaning In 
hotels, motels, offices, etc. 


AA Anat 
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A. Model No. 54397 Repl. Cloth Dust Bag for No. 26 
Cleaner. 
Model No. 54956 Five Disposable Paper Bags for 
No. 26 Cleaner. Inserted in cloth bag for easy 
removal of collected materials. Keeps cloth bag 
clean for top efficiency. 
Model No. 50938 Five Disposable Paper Bags for 
discontinued No. 25 Cleaner. Inserted in cloth bag 
for easy removal of collected materials. 


B. Model No. 50307 Dacron Dust Bag for No. 26 
Cleaner. Inserted in cloth bag for easy removal of 
collected materials. (Also used with discontinued 
No. 25 Cleaner.) 


C. Model No. 45765 Repl. Dust Bag for Nos. 35, 
35-1 and 35-2 Cleaners. 
D. Model No. 48768 Repl. Dust Bag for Nos. 165 
and 155 Series and also previous model No. 65 
Series. 
Model No. 36968 Repl. Dust Bag for Nos. 95 and 
95NA Cleaners. 
E. Model No. 49349 Dacron Dust Bag for all Nos. 
35, 155, and 165 Cleaners used for Furnace Cleaning 
and other clinging dust. 
Model No. 49521 5 Paper Dust Filters for all Nos. 
35 and 165 Cleaners. Acts as secondary filter, keeps 
cloth bag clean, 


——— 


Area 

Sales and Service Facilities Code 
ALABAMA: Birmingham 35233, 1717 Third Avenue, South...........---eeeeeees 205 
ARIZONA: Phoenix 85004, 537 E. McDowell Road..............cceceecceccreree 602 
ARKANSAS: Little Rock 72201, 519 W. 7th Street. .........cceccccceccecteeccecs 501 
CALIFORNIA: Anahelm 92802, 1235 So. Euclid Avenue.. ..714 
Los Angeles 90007, 2432 S. Broadway............ 213 


Oakland 94606, 1107 E. 14th Street. 
Sacramento 95814, 1915 Seventeenth “Stree 
San Diego 92105, 3811 El Cajon Boulevard 
San Francisco 94082, 1139 Airport Boulevar 


Santa Clara 95050, 2291 The Alameda...........ccccccceccecsesescrserncecs 408 
COLORADO: Denver 80204, 675 Kalamath Street. ..........cc cence cece ceceeees 303 
CONNECTICUT: Hartford 06114, 131 Meadow Street............ccccceeececeeee 203 
FLORIDA: Jacksonville 32208, 5224 Pearl Street..........2ceceeeeecccccceccens 904 

Miami'33142, (2075 N.W2 54th! Streets ooo icc occu cisieccin a teislsiceineeteciemercatemae 305 

Orlando 38206, 940 So. Orange Avenue......... cece cccncecsccececveceecesees 305 


Tampa 33609, 3407 S. Dale Mabry Highway.............-cccececcececevecucces 
GEORGIA: Atlanta 30313, 316 Techwood Drive, N.W.......... 


HAWAII: Honolulu 96813, 675 Auahi Street................... 
ILLINOIS: Chicago 60607, 1100 W. Jackson Boulevard 
Chicago 60646, Lincolnwood, 6710 N. Crawford Avenue..............2ee-eeee 312 
Chicago 60655, Beverly Hills, 10708 S. Western Avenue..........-...0eeeeeeee 312 
INDIANA: Evansville 47708, 931 Bond Street..........cceccncecececcccesecees 812 
indianapolis 46207, 1125 W. 16th’ Streets... cc crc cee cece bier clue ulernielernatere ners 317 
IOWA: Des Moines 50312, 2811 Ingersoll Avenue........ cece eee ccecceeeeeceee 515 
KANSAS: Wichita 67214, 203 N. Mathewson Street..........ccceeceeecececeees 316 
KENTUCKY: Louisville 40221, 4407 Park Boulevard...........0.cceeeeeeeeceee 502 
LOUISIANA: New Orleans 70112, 2010 Poydras Street...........ceeceeececeeee 504 
MARYLAND: Baltimore 21211, 203 West 28th Street.........ceeeeececcceeceees 301 
Baltimore: 21205, 4712 Erdman Avenue. -..).. vccvciscccecceccsuneieceen medians 301 
Bladensburg 20710, 4501 Baltimore Avenuc..........0ccceceee ccc ccecceeccees 301 
Towson. 21204; 701 EB: Joppa ROG .6 oie os nec cco cues screen lemeremuleceralmeieitenns 301 
MASSACHUSETTS: Boston 02135, 12 Market Street (Brighton)................-- 617 
MICHIGAN: Detroit 48219, 18133 W. McNichols Road......... -«313 
Detroit 48234, 11360 East Seven Mile Road (Mt. Elliott) -. 313 
Grand Rapids 49509, 1206 36th Street, S.W............-- .. 616 
MINNESOTA: Minneapolis 55408, 2815 Nicollet Avenue.............-eeeeeeeeee 612 
MISSOURI: Kansas City 64108, 2705 McGee Trafficway................0eeeeees 816 
St. Louls 63110, 615 S. Vandeventer Avenue........ ccc cc cceceeccccccnccccceeee 314 
NEBRASKA: Omaha 68102, 2218 Leavenworth Street..........2cecceeeeececeees 402 
NEW JERSEY: Newark 07104, 868 Broadway.........ceeeecceeenccccceeecceees 201 
NEW MEXICO: Albuquerque 87110, 4700 Lomas Boulevard, N.E................-- 505 
NEW YORK: Buffalo 14209, 881 W. Delavan Avenue...........ceeceeccecseeces 716 
New York 10462, 1894 E. Tremont Avenue (Bronx).............eeee eee eeeeeee 212 
New York 10014, 227 Varick Street (Manhattan).............-ceeseceeeceecees 212 
New York 11377, 56-15 Queens Boulevard (Woodside)..................--0+-- 212 
Rochester 14620, 476 Clinton Avenue, S.........cccccecevsccccesecncencecees 716 
Syracuse 13224, 2140 Erle Boulevard, Eo. co. wc can acs ne aniwaletinnsnemellsnisle 315 
NORTH CAROLINA: Charlotte 28206, 1710 N. Graham Street.................005- 704 
Fayetteville 28306, P.O. Box 4305, Highway 301, S............eeeseeeeceeeees 919 
Greensboro 27403, 1008-1010 W. Lee Street... .... ccc cece cere ence newer eceenes 919 
OHIO: Cincinnati 45203, 1225 Western Avenue.........-.22eeeeee seer nescence 513 
Cleveland 44113, 3901 Detroit Avenue. ........e cee eee cece ceeereeeeteeeereres 216 
Columbus 43202, 3293 N. High Streets. co.cc ccccenscsiccinmecmaualecvesiveleasiasia 614 
Dayton 45420, 617 Waterviiet Avenue........... cece cccecececsecccseecscues 513 
Solon 44139, 6225. Cochran ‘Road. oo: 00.5. ccnceaccceencecesehaccepmsp eens 216 


OKLAHOMA: Oklahoma City 73106, 1717 Linwood Boulevard. . 
Tulsa 74114, 2602 So. Harvard Street........-.--sceeeeeeees 50 
OREGON: Portland 97209, 1640 N.W. Johnson Street..........eececeeeenenseee 
PENNSYLVANIA: Harrisburg 17112, 6070 Allentown Road..........ceeeeesuenes 
Lancaster 17604, 715 Fountain Avenue, Box StS40 Force ctlcvoleidicrclslemtslaaleuteleistals tale 
Philadelphia 19103, 333 No. 20th Street........ccccceecccceeccctececceeeseees 
Pittsburgh 15232, 5437 Baum Boulevard... .22c2.ccccceene en ee 
RHODE ISLAND: E. Providence 02914, 2777 Pawtucket Avenue.............--+0: 401 
SOUTH CAROLINA: Greenville 29601, 407 Pendleton Street...........se-e+ee0-: 803 
TENNESSEE: Knoxville 37917, 1123 North Central Street............-.--++--+-s 615 
Memphis 38106, 921 South Third Street........c.ccscceccccccccccccccenscces 
Nashville 37210, 533 4th Avenue, South..........cccececcencecccncecccrecss 
TEXAS: Amarillo 79106, 3008 West 6th Avenue...........ceeee cence eeenneeces 
Dallas 75207, 1808 N. Industrial Boulevard............. cence cece weerecceees 
Fort: Worth’ '76103; 1801 ‘Bomar: Street t ccs cule ccrecatern acacia slelsteisctuaeremcaraietars 
Houston) 77003,, 105 ‘Sampson! (Street ciccicccleiccicicterielesinalcineiselacistesteiialatetentert 
San Antonlo 78210, 1314 S. St. Mary's Street..........cceceeneeeeeeceeeeees 
UTAH: Salt Lake City, 84115, 1541) S; Second) Wests ccc 1a ciemiciiste clelelelicielclelsiniaiet 
VIRGINIA: Falls Church 22046, 129 Annandale Road: . 
Norfolk 23517, 337 W. 21st Street............ 
Richmond 23222, 1424 Chamberlayne Avenue 
WASHINGTON: Seattle 98109, 434 Eighth Avenue, N............-.eeeeeneeeeeee 
Spokane 99202, 3025A E. Mission Avenue. ...........ccceeccceecccaecerecees 
WEST VIRGINIA: Charleston 25301, 116 Washington Street, E..............-.--- 304 
WISCONSIN: Milwaukee 53213, 6301 Blue Mound Road...........e.cceceeccees 414 


BLACK & DECKER MFG. CO., Limited, Canada 
BROCKVILLE, ONTARIO + CALGARY, ALBERTA » EDMONTON, ALBERTA + 
HALIFAX, NOVA SCOTIA * HAMILTON, ONTARIO + LONDON, ONTARIO + 
MONTREAL 10, P. Q. » OTTAWA, ONTARIO * QUEBEC CITY, MONTREAL 
W., P. Q. » REGINA, SASKATOON, SASKATCHEWAN «+ REXDALE, TORONTO, 
ONTARIO * SCARBOROUGH, TORONTO, ONTARIO » SHERBROOKE, CANADA 
* VANCOUVER, 10, B. C. * WINDSOR, ONTARIO * WINNIPEG 10, MANITOBA 


Authorized Service Stations 


ALABAMA, Montgomery NEVADA, Reno 
ALASKA, Anchorage, Fairbanks OHIO, Youngstown 
ARIZONA, Tucson 


CONNECTICUT, New Haven 
DELAWARE, Wilmington 
FLORIDA, Pensacola 
IDAHO, Boise, Lewiston 
INDIANA, South Bend 
MAINE, Westbrook 
MISSISSIPPI, Jackson 


Harlingen 
VIRGINIA, Roanoke 
WASHINGTON, Yakima 
WEST VIRGINIA, Wheeling 


Telephone 
No. 
324-6691 
AL 8-1332 
FR 2-3040 
772-4050 
RI 9-0371 
TE 4-5944 
444-3188 
AT 1-3331 
871-7278 
241-9162 
222-0621 
249-6241 
836-8351 
356-2951 
NE 3-9839 
241-4015 
JA 4-0431 

569-374 
TA 9-3500 
OR 3-0923 
BE 3-6832 

425-4269 
632-5569 
CH 4-7257 
FO 3-6571 
366-1495 
522-2544 
HO 7-7411 
485-5550 
779-3808 
VA 3-4400 
ST 2-6264 
534-8880 
527-5010 
534-7708 
TA 3-5283 
JE 3-2210 
HA 1-1493 
345-2330 
HU 3-1076 
265-6401 
TT 4-6220 
SY 2-2700 
WA 9-6450 
DE 5-1042 
454-3814 
446-3086 
FR 5-3721 
425-1181 
275-4487 
421-2275 
OL 1-4243 
AM 8-5797 
252-1821 
CH 8-5330 
475-6771 
CE 2-7515 
747-1558 
CA 8-8631 
KI 5-0651 
EX 3-5831 
LO 4-5520 
362-2700 
434-1655 
232-3038 
546-2481 
WH 2-3244 
254-0110 
DR 3-1531 
RI 1-6401 
ED 6-0175 
CA 8-7521 
LE 4-4611 
HU 6-7056 

533-1147 

625-6888 

649-9245 
MA 3-6442 
KE 4-7188 

343-0289 
GR 6-7800 


PENNSYLVANIA, Allentown, Erie 
CALIFORNIA, Fresno, Stockton SOUTH CAROLINA, Charleston 
SOUTH DAKOTA, Rapid City 
TEXAS, Corpus Christi, El Paso, 


To assure you prompt, efficient 
service on Black & Decker Products, 
there are over 100 Service Centers 
at strategic points throughout the 
United States and Canada. These are 
equipped with genuine Black & Decker 
replacement parts and use 
factory-approved methods. When you 
need “Quality B&D Service,”" you 

will find a Black & Decker Service 
Facility within 24 hours of you, 

ready to serve you expertly, 
reasonably and promptly. 


Sending tools for 
repairs to Black & 
Decker Factory 
Services Branches 
or Authorized 
Service Stations is 
a quick and easy 
thing to do. Simply 
take them to your 
local Greyhound Bus 
Terminal or have 
REA Express pick 
them up. 


THE BLACK & DECKER MFG. CO. 
Quality Power Tools 
Towson, Maryland 21204, U.S. A. 


Makers of 


Master Power ® quavity air roots. 
DEWALT, INC.® QuaALiTy PowER TOOLS. 


DISTRIBUTION CENTERS 

CALIFORNIA $4804, Richmond, 1732 Wright Ave., 
Phone: 415 235-4232; CONNECTICUT 06051, 
New Britain, 595 John Downey Drive, Phone: 
203 225-8415; GEORGIA 30315, Atlanta, 3271 
Hamilton Bivd. S.W., Phone: 404 761-8031 - 2; 
ILLINOIS 60018, Des Plaines, 2180 S. Wolf 
Road, Phone: 312 827-7145 (Sales Office: 

312 827-0083); MARYLAND 21074, Hampstead, 
Phone: 301 374-9046; MISSOURI 64116, 

N. Kansas City, 1343 Murray Drive, Phone: 
816 VI 2-6350. 


MANUFACTURING PLANTS 

Lancaster, Pa.; Solon, Ohio; Towson, Md.; 
Hampstead, Md., U. S.A.; Brockville, Ontario, 
Can.; Harmondsworth, Middx., Maidenhead, 
Spennymoor, England; Croydon, Vic., 
Australia; Lyon, France; Milan, Italy. 


SALES AND SERVICE SUBSIDIARIES 

Vienna, Austria; Brussels, Belgium; Copenhagen, 
Denmark; Dusseldorf, Germany; Mexico, D.F., 
Monterey, Guadalajara, Mexico; Rotterdam, 
Netherlands; Auckland, Wellington, Christchurch, 
New Zealand; Oslo, Norway; Johannesburg, 
Cape Town, Durban, South Africa; Barcelona, 
Spain; Goteborg C, Sweden; Zurich, Switzerland; 
Caracus, Venezuela; Caparra Heights, 

San Juan, Puerto Rico. 


Don't forget Black & Decker’s other 
product lines. See your nearest Black 
& Decker Distributor for catalogs 
covering a complete line of Automotive 
Power Tools and a complete line 

of Power Tools for home use. 
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Black & Decker Tools are sold 
exclusively through industrial 
distributors. 


This method of sale pays off for 
you in many ways. 


You have lower shipping costs 
through local warehousing. 


You get fast delivery from local |™ = ae 

stocks. ie, eo } 
Your transportation costs, in- 

ventory costs, purchasing and 

accounting costs are all kept to 

a minimum. 


You deal with a man who knows 
your field as well as his own. 
Knows new techniques. 


Your distributor has his own 
reputation at stake when he 
sells or services. 


That means you get action. 
And, in turn, he gets action 
from us. After all, he’s our 
outlet in your area. He’s im- 
portant to us, and we're impor- 
tant to him. 


For over 40 years we’ve been 

selling through industrial dis- ene een Ry ee, 
tributors. We know of no better Saaqiemeuempan See 
way to keep our customers  jxgeaeeeeswenens i Gmemtmne % 
happy. po ees a : ye Yel 


The Black & Decker Mfg. Co. 
Towson, Maryland 21204, U.S.A. 


Form No. 1(T) Printed in U.S.A, 


